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Flextec proposal 
Electrical cabinets for automation, command and

 control of electrical and electronical devices  

Flextec is established in 2003 from Stylinox, company specialized 
on production and working of stainless steel since 1991 

Why Flextec?
To be sure to find the solution of the most various needs of 

flexibility, protection and time performance of the product

Which instruments with? 
The IT system let customers to exchange drawings, 

informations, comments and any other technical detail in order 
to reply every special need 

Products
We offer solutions about corrosive enviroment needs like food, 
pharmaceutical, petrol industry or sterile environment requires 

Certifications 
Quality System ISO 9001:2008, UL and ATEX certifications are a guarantee of 

continuous quality control throughout the production process 

Reliability, professionality, efficiency and 
punctuality are the goals of a dynamic company 

committed to continuous improvement
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Flextec is established in 2003 from Stylinox, company specialized 
on production and working of stainless steel since 1991 
We have obtained ISO 9001:2008 certification for our production and organisational structure, aimed at maximizing efficiency 
and functionality, as well as striving to reach superior quality in all our products through constant research, in order to always 
attain higher qualitative and technological. For These reasons, each item that leaves our factories is always a guarantee of 
precision and reliability.
From big numbers to small series, all processes are monitored accurately by in-line numerical and dimensional controls on 
100% of our production followed by frequent laboratory tests carried out on samples. It is the product's performance that 
proves the validity of the way it works.

Our dynamism and inbred tendency for technological and qualitative growth has led us to open our doors with determination to 
a global market logic, but, without losing sight of our flexibility and evolutionary spirit.
Flextec offers a line of stainless steel enclosures and accessories in small, medium and large sizes for automation control and 
for encasing electrical and electronical devices. 
Our products will protect your electric and electronic systems both in indoor and outdoor settings, and especially in highly 
corrosive environments, thanks to our experience and commitment to designing systems that meet the highest quality 
standards.

Raw material 
Stailess steel used are mainly AISI 304 and AISI 316L.
Stainless steel is defined as a steel alloy which combines the mechanical qualities of regular steels with a specific 
anticorrosion quality exclusive in its kind. Stainless steel differs from carbon steel by the amount of chromium present: if 
exposed to air and moisture, steel rusts, creating an oxide film which is active and accelerates corrosion by forming more iron 
oxide. Stainless steels contain sufficient chromium to form a passive film of chromium oxide, which prevents further surface 
corrosion and blocks corrosion from spreading into the metal's internal structure.

Stainless Steel Table
ASTM UNI TYPE

AISI 304 X5CrNi1810 austenitic
AISI 316 L X2CrNi1810 austenitic
AISI 430 X8Cr17 ferritic

Stainless Steel sheet from 8/10 to 40/10 gauge

AISI 304 AISI 316L

Shock resistance high high
Corrosion resistance excellent excellent
UV resistance excellent excellent
Rain resistance high high
Industrial applications pertinent pertinent
Alimentary applications pertinent pertinent
Acidic resistance very high
Off-shore applications excellent
Paper industry applictions excellent

Stainless steel, well-know for its strength and solidity, thanks to the materials used in its production (nickel, chrome, titanium, 
ect.), better withstands corrosion from the elements and other corrosive agents. To this material, we have added research and 
design to guarantee a high level of protection in particularly difficult environments.

Our production
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To be sure to find the solution of the most various needs of 
flexibility, protection and time performance of the product

Why Flextec?

We offer you a range of products and services developed to satisfy your application needs for electrical 
distribution systems and automation, such as control and distribution panels, cables and wiring, pushbutton and switchgears, 
specifically designed for the fields of factory automation.
And if you cannot find what suits your needs, we will design it for you with the most advanced technologies, offering 
you all-round direct interaction with our design department who will work towards satisfying, maximizing the value of your 
project. While designing and certifying our products, we followed norms EN 62208:2011 with reference to protection 
degree IP66 and relevant functional characteristics.
Technical notice: correspondence to the applicable norm safety requirements is under the responsibility of the 
final producer of the electrical enclosure.
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Series Linear
FD Series: junction boxes
The Linear series is the proposal for junction boxes for small and medium sized containers and it is designed 
for all applications where corrosion is a discriminating factor.
Product can be customized to client's specific needs: holes, cutouts and different sizes as per your drawings 
with AISI 316L.

Material Stainless steel AISI 304 (EN 1.4301) 1,2 mm gauge - on demand AISI 316L (EN1.4404).

Frame Seamless welding on all sides. 

Cover Bended and seam welded on all corners. Provided with 4 screws fitted outside the 
returned edge of the equipment.

Gasket Seal is guaranteed by one piece foam-in-place polyurethane gasket.

Grounding Grounding in compliance with the applicable laws force.

Finishing Scotch-Brite finishing.
Supply Frame, cover and  fastening screws, grounding.

Technical features

Certification and protection standards
IP66 IK10    

NEMA TYPE 1, 12, 4, 4X 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Code Dimensions Volume Weight
Usable 
depth
 hole side 

Usable 

opening
box 

No. Wall
 fixing 

points

No. cover 
fixing 
points

Threaded
inserts for 

wall fixing

Mounting 

plate 

Plate 

reference 

W H D m³ Kg A C P E F G I

FD10109 100 100 90 0,001 0,704 70,5 69,6 69,6 2 4 50 50 - - -

FD10159 100 150 90 0,001 0,946 70,5 69,6 119,6 2 4 50 100 65 115 PIL1015G

FD10209 100 200 90 0,002 1,177 70,5 69,6 169,6 2 4 50 150 65 165 PIL1020G

FD15159 150 150 90 0,002 1,232 70,5 119,6 119,6 2 4 75 100 115 115 PIL1515G

FD151512 150 150 120 0,003 1,419 100,5 119,6 119,6 2 4 75 100 115 115 PIL1515G

FD15309 150 300 90 0,004 2,101 70,5 119,6 269,6 2 4 75 250 115 265 PIL1530G

FD153012 150 300 120 0,005 2,376 100,5 119,6 269,6 2 4 75 250 115 265 PIL1530G

FD20209 200 200 90 0,004 1,870 70,5 169,6 169,6 4 4 150 150 165 165 PIL2020G

FD202012 200 200 120 0,005 2,112 100,5 169,6 169,6 4 4 150 150 165 165 PIL2020G

FD20309 200 300 90 0,005 2,552 70,5 169,6 269,6 4 4 150 250 165 265 PIL2030G

FD203012 200 300 120 0,007 2,860 100,5 169,6 269,6 4 4 150 250 165 265 PIL2030G

FD204012 200 400 120 0,010 3,608 100,5 169,6 369,6 4 4 150 350 165 365 PIL2040G

FD303012 300 300 120 0,011 3,817 100,5 269,6 269,6 4 4 250 250 265 265 PIL3030G

FD304015 300 400 150 0,018 5,214 130,5 269,6 369,6 4 4 250 350 265 365 PIL3040G

FD404015 400 400 150 0,024 6,446 130,5 369,6 369,6 4 4 350 350 365 365 PIL4040G

FD406015 400 600 150 0,036 9,020 130,5 369,6 569,6 4 6 350 550 357 565 PIL4060G

FD606020 600 600 200 0,072 13,651 180,5 569,6 569,6 4 8 550 550 557 565 PIL6060G

Technical drawings

Dimensional table

W

H

Front view

P

C

Front view without cover

A

Side view

F

E

Rear view

D
A

Top view

D
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Series Linear
FP Series: pushbutton boxes
The Linear series is the proposal for junction boxes for small and medium sized containers and it is designed for all 
applications where corrosion is a discriminating factor. Holes diameter 22,5 mm.
Product can be customized to client's specific needs: holes, cutouts and different sizes as per your drawings with AISI 316L.

Material

Frame Seamless welding on all sides.

Cover Bended and seam welded on all corners. Provided with 4 screws fitted outside the 
returned edge of the equipment.

Gasket Seal is guaranteed by one piece foam-in-place polyurethane gasket.

Grounding Grounding in compliance with the applicable laws force.

Finishing
Supply Framework, cover and  fastening screws, grounding.

Technical features

Certification and protection standards

Stainless steel AISI 304 (EN 1.4301) 1,2 mm gauge - on demand AISI 316L (EN1.4404). 

Scotch-Brite finishing.

IP66 IK10    
NEMA TYPE 1, 12, 4, 4X 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Code Dimensions Volume Weight
Usable 

depth 
hole side 

Usable

opening

No. Wall
fixing 

points

No. cover
fixing 

points

Threaded 

inserts for 
wall fixing

No. holes 

on cover

W H D m³ Kg A C P E F

FP10109 100 100 90 0,001 0,704 70,5 69,6 69,6 2 4 50 50 1

FP10159 100 150 90 0,001 0,946 70,5 69,6 119,6 2 4 50 100 2

FP10209 100 200 90 0,002 1,177 70,5 69,6 169,6 2 4 50 150 3

FP10309 100 300 90 0,003 1,232 70,5 69,6 269,6 2 4 50 250 5

FP15159 150 150 90 0,002 1,419 70,5 119,6 119,6 2 4 75 100 4

FP151512 150 150 120 0,003 2,101 100,5 119,6 119,6 2 4 75 100 4

FP15309 150 300 90 0,004 2,376 70,5 119,6 269,6 2 4 75 250 10

FP153012 150 300 120 0,005 1,870 100,5 119,6 269,6 2 4 75 250 10

FP20209 200 200 90 0,004 2,112 70,5 169,6 169,6 4 4 150 150 9

FP202012 200 200 120 0,005 2,552 100,5 169,6 169,6 4 4 150 150 9

FP20309 200 300 90 0,005 2,860 70,5 169,6 269,6 4 4 150 250 15

FP203012 200 300 120 0,007 3,608 100,5 169,6 269,6 4 4 150 250 15

Technical drawings

Dimensional table

P

C

W

H

D
A

F

E

= =

=

24,5

3,
3 22,5

=

FP10109
50 50 50

=
=

FP10159

50 50 5050

=
=

FP10209

=
=

50 50 50 50 50 50

FP10309

50 50 50

50
50

50

FP15159/12

50 50 50 50 50 50

50
50

50

FP15309/12

50 50 50 50

50
50

50
50

FP20209/12

50 50 50 50 50 50

50
50

50
50

FP20309/12

Rear viewSide view

Front view without cover
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Accessories Series 
Linear

Dimensional table

Mounting plate 
Suitable for fastening instrumentation inside 
the pushbutton panels and junction boxes. 

Code ref. FD Code ref. FP Mounting plate dimensions Mounting plate code *

W H

FD10109 FP10109 - - -

FD10159 FP10159 65 115 PIL1015G

FD10209 FP10209 65 165 PIL1020G

- FP10309 65 265 PIL1030G

FD15159 FP15159 115 115 PIL1515G

FD151512 FP151512 115 115 PIL1515G

FD15309 FP15309 115 265 PIL1530G

FD153012 FP153012 115 265 PIL1530G

FD20209 FP20209 165 165 PIL2020G

FD202012 FP202012 165 165 PIL2020G

FD20309 FP20309 165 265 PIL2030G

FD203012 FP203012 165 265 PIL2030G

FD204012 - 165 365 PIL2040G

FD303012 - 265 265 PIL3030G

FD304015 - 265 365 PIL3040G

FD404015 - 365 365 PIL4040G

FD406015 - 357 565 PIL4060G

FD606020 - 557 565 PIL6060G

H

W

6

7,5

7,
5

W

H

6=
=

7,5

2

2

* on demand available in AISI 304 or AISI 316L
Change the last letter of code: 
G= FeZn-plated sheet (standard)
H= AISI 304
L= AISI 316L

Technical drawings

Side view

Side view

Side view

Front view
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Accessories Series 
Linear

Code tableDIN rail
DIN rail mountin kit designed for pushbuttons and junction 
boxes. Pitch 12,5 mm for autothreading 4,5 mm screws 
for quick fastening.

Code* Code ref. FD 

GD10G FD10109

GD10G FD10159

GD10G FD10209

GD15G FD15159

GD15G FD151512

GD15G FD15309

GD15G FD153012

GD20G FD20209

GD20G FD202012

GD20G / GD30G FD20309

GD20G / GD30G FD203012

GD20G / GD40G FD204012

GD30G FD303012

GD30G / GD40G FD304015

GD40G FD404015

GD40G / GD60G FD406015

GD60G FD606020

W

H

35
14

D

90

Pitch12,5x6 holes

35

45 45

4,5

140

Pitch12,5x10 holes

35

4,5

70 70

190

Pitch12,5x11 holes

35

150

4,5

240

Pitch 12,5x14 holes

35

200

4,5

290

Pitch 12,5x19 holes

250

4,5

35 GD30G

390

Pitch 12,5x27 holes 4,5

350

35

590

Pitch 12,5x44 holes

550

4,5

35

GD10G

GD15G

GD20G

GD25G

GD40G

GD60G

14

W-10

* on demand available in AISI 304 or AISI 316L
Change the last letter of code: 
G= FeZn-plated sheet (standard)
H= AISI 304
L= AISI 316L Technical drawings

Front view without cover Side view

Top view
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Code SP00110
kit 4 wall brackets 
with screws

W

H
H

-5
0

9

H
+5

0

W+50

W-50

Front view
Side view

W

H

05
+

H

9

Front view

10

Side view

No.2 wall brackets 
from code FD/FP10109 to code FD/FP153012

Code SP00120
wall mounting brackets 
with grounding

Technical drawings

Accessories Series 
Linear

Wall support 
Wall mounting kit, including screws and brackets in AISI 316L.

No.4 wall brackets 
from code FD/FP20209   to code FD606020
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Technical drawings

Pedestal for Linear Series PDP00010
Floor support consisting of a base for floor fixture and a tubular profile column, suitable for placing the junction boxes or the 
pushbutton. Realized in AISI 304 or AISI 316L (on demand).

Accessories Series 
Linear

60

2

SP. 1,5

10
02

30
0

200

170

27
0

R10

11(x4)

15
090°

100

TIG   welding and 
grinding process

Place gasket on perimeter

45°

C

C

27M5

M
5

60

85

01

01

View C-C

SCALE 1 : 2

Front view Side view

Top view
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Series Sidecom



18

Series Sidecom
FM/FMM Series: suspended panels
Wide range of small and medium sized boxes, all available from stock, offering unmatched protection for electrical and 
electronic components in critical environments, designed to be installed within reach of the end user. Product can be 
customized to client's specific needs: holes, cutouts and different sizes as per your drawings with AISI 316L.

Material Stainless steel AISI 304 (EN 1.4301) from 1,2 to 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Mounting plate galvanized iron 2 mm gauge.

Frame Seamless welding on all sides. M8 fasteners for back plate mounting.

Door Seamless welding on corners. Stainless steel hidden door hinges, 120° 
opening. Door inside with 4 M6 fasteners.

Closing system Chromate lock with twin comb mapping 3 mm, positioned on box side.

Mounting plate Galvanized iron bended on two vertical sides start from H600, secured to the bottom 
of the box by studs M8.

Gasket Seal is guaranteed by one piece foam-in-place polyurethane gasket.

Grounding Grounding in compliance with the applicable laws force.

Finishing Scotch-Brite finishing.
Supply Frame box with mounting plate and grounding accessories.

Technical features
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Certification and protection standards

Technical drawings

Code* Dimensions Weight Volume
Usable hole Usable 

depth 
hole side

Usable opening Mounting 
plate

W H D Kg m³ C P A E F I G

FM403016 400 300 160 5,50 0,019 331 231 130 345 245 318 268

FM453516 450 350 160 7,00 0,025 381 281 130 395 295 368 318

FM454516 450 450 160 8,00 0,032 381 381 130 395 395 368 418

FM504516 500 450 160 9,00 0,036 431 381 130 445 395 418 418

FM505016 500 500 160 10,00 0,040 431 431 130 445 445 418 468

FM605016 600 500 160 12,00 0,048 531 431 130 545 445 518 468

Dimensional table

W

H

Front view

=
=

24

28

Side view

1 lock

D

A

= =

54,5

6,5

101,8
Top view

C

P

23

40

Inside door view

I

G

11

Mounting plate

14

Mounting plate
side view

* FM = panel without handles - standard
* FMM = panel with 2 handles - on demand

door 

Front view without door

E

F

89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96

IP66 IK10    
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Tubular arms for suspended panels
Tubular arms in stainless steel AISI 304available in 48.5 mm 
and 60.5 mm diameter, thickness of 3.0 mm. 

Available in 4 different formats:

• “L” FML

• “J” FMJ

• “S” FMS

• “I”  FMI

Custom length.
For tubular arms Ø 48,3 mm radius of curvature R can be 90 mm or 105 
mm. For tubular arms Ø 60,3 mm radius of curvature R is 150 mm.

Technical drawings

B

FMI

B

A

R

FML

B

A

C

R

R

FMS

B

A

C

R R

FMJ

Code Dimensions *  (* min. dimensions for bending )

A mm B mm C mm

FMJ MIN. 450 MIN. 245 MIN. 300

FML MIN. 245 MIN. 245 -

FMS MIN. 250 MIN. 245 MIN. 245

FMI - MIN. 300 -

Dimensional table

Accessories Series 
Sidecom
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Adjustable joints, flanges

Code Description Qty

SND48 ADJUSTABLE JOINT 360° Ø 48,3 MM 1

SND60 ADJUSTABLE JOINT360° Ø 60,3 MM 1

SNF48 JOINT Ø 48,3 MM 1

SNF60 JOINT Ø 60,3 MM 1

SNF6001 WALL-MOUNTING BRACKET Ø 48,3 AND 60,3  MM 1

SNF4802 ARM FIXING FLANGE Ø 48,3  MM 1

SNF6002 ARM FIXING FLANGE Ø 60,3 MM 1

Dimensional table

0

2

6

8

10

12

14

16

18

20

4

Weight in Newton

Fl
ex

ib
ili

ty
 , 

m
m

L=1200

L=1000

L=800

L=600

L=400

180 220 260 300 340 380 420 460 500

Graphical representation of the decrease in the tube 
according to the weight applied and its overhang.

Accessories Series 
Sidecom
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Series Smart
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Series Smart
Blind and Polycarbonate Cases
FQ Series: stainless steel cases with single door 
The Smart series is the proposal for boxes with and witout inner door for small and medium sized containers designed for all 
applications where corrosion is a discriminating factor. Product can be customized to client's specifics needs: holes, cutouts 
and different sizes as per your drawings with AISI 316L.
Stainless steel back panel, safety glass window 3+3mm glued to door.

Material

Frame

Door
Seamless welding on all corners. Fixed on frame with hidden hinges. Stainless steel hinges 
retractable and 120° opening. Inner door is provided with 4 welding fasteners to fixing internal 
profiles (optional). Door in trasparent polycarbonate 4 mm gauge for FQL series. 

Closing system Chromate lock with twin comb mapping 3 mm. Boxes start from 1400 mm have multi-point 
rod locks. Available on demand stainless steel locks.

Mounting plate
Gasket Seal is guaranteed by one piece foam-in-place polyurethane gasket.

Grounding Grounding in compliance with the applicable laws force.

Finishing Scotch-Brite finishing.
Supply Frame box with mounting plate and grounding accessories.

Technical features

Galvanized iron bended on two vertical sides start from H600, secured by studs M8.

Stainless steel AISI 304 (EN 1.4301) from 1,2 to 1,5 mm gauge - on demand AISI 316L (EN1.4404). 

Seamless welding on all sides. Provided with watertight threaded bushings, that allow wall mount 
fixation (M6) and inner mounting of profiles and mounting plate.
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Dimensional table FQ

Certification and protection standards

* 3 POINTS LOCKING SYSTEM

Code Dimensions Weight Volume Usable 
hole door

Usable depth 
hole side

Mounting plate Threaded insert
for wall fixing

No. Closing
system

W H D Kg m³ C P A G I E F
FQ203015 200 300 150 4,00 0,009 137 237 116 138 268 110 240 1
FQ303015 300 300 150 5,50 0,014 237 237 116 238 268 210 240 1
FQ303021 300 300 210 6,50 0,019 237 237 176 238 268 210 240 1
FQ304015 300 400 150 7,00 0,018 237 337 116 238 368 210 340 1
FQ304021 300 400 210 8,00 0,025 237 337 176 238 368 210 340 1
FQ403015 400 300 150 7,00 0,018 337 237 116 338 268 310 240 1
FQ404021 400 400 210 10,00 0,034 337 337 176 338 368 310 340 1
FQ405021 400 500 210 12,00 0,042 337 437 176 338 468 310 440 2
FQ405025 400 500 250 12,50 0,050 337 437 216 338 468 310 440 2
FQ406021 400 600 210 14,00 0,050 337 537 176 338 568 310 540 2
FQ454521 450 450 210 12,00 0,043 387 387 176 388 418 360 390 2
FQ454525 450 450 250 13,00 0,051 387 387 216 388 418 360 390 2
FQ456025 450 600 250 16,50 0,068 387 537 216 388 568 360 540 2
FQ505021 500 500 210 14,50 0,053 437 437 176 438 468 410 440 2
FQ505025 500 500 250 15,00 0,063 437 437 216 438 468 410 440 2
FQ506021 500 600 210 18,00 0,063 437 537 176 438 568 410 540 2
FQ507021 500 700 210 20,00 0,074 437 637 176 438 668 410 640 2
FQ507025 500 700 250 20,50 0,088 437 637 216 438 668 410 640 2
FQ604021 600 400 210 14,00 0,050 537 337 176 538 368 510 340 2
FQ604525 600 450 250 16,00 0,068 537 387 216 538 418 510 390 2
FQ606021 600 600 210 20,00 0,076 537 537 176 538 568 510 540 2
FQ606025 600 600 250 21,00 0,090 537 537 216 538 568 510 540 2
FQ606030 600 600 300 22,00 0,108 537 537 266 538 568 510 540 2
FQ606040 600 600 400 25,00 0,144 537 537 366 538 568 510 540 2
FQ608021 600 800 210 26,50 0,101 537 737 176 538 768 510 740 2
FQ608025 600 800 250 28,00 0,120 537 737 216 538 768 510 740 2
FQ608030 600 800 300 29,50 0,144 537 737 266 538 768 510 740 2
FQ608040 600 800 400 32,50 0,192 537 737 366 538 768 510 740 2
FQ609030 600 900 300 33,00 0,162 537 837 266 538 868 510 840 2

FQ6010030 600 1000 300 40,00 0,180 537 937 266 538 968 510 940 2
FQ6012030 600 1200 300 47,00 0,216 537 1137 266 538 1168 510 1140 3
FQ6012040 600 1200 400 52,00 0,288 537 1137 366 538 1168 510 1140 3
FQ806030 800 600 300 28,50 0,144 737 537 266 738 568 710 540 2
FQ808030 800 800 300 42,00 0,192 737 737 266 738 768 710 740 2

FQ8010030 800 1000 300 51,00 0,240 737 937 266 738 968 710 940 3
FQ8012030 800 1200 300 59,50 0,288 737 1137 266 738 1168 710 1140 3
FQ8012040 800 1200 400 65,00 0,384 737 1137 366 738 1168 710 1140 3
FQ6014030 600 1400 300 54,50 0,252 500 1335 266 500 1382 472 1340 1*
FQ6014040 600 1400 400 59,50 0,336 500 1335 366 500 1382 472 1340 1*
FQ8014030 800 1400 300 70,00 0,336 700 1335 266 700 1382 672 1340 1*
FQ8014040 800 1400 400 75,00 0,448 700 1335 366 700 1382 672 1340 1*
FQ8016030 800 1600 300 0,384 700 1535 266 700 1582 672 1540 1*
FQ8016040 800 1600 400 0,512 700 1535 366 700 1582 672 1540 1*

77,00

84,00

IP66 IK10    
NEMA TYPE 1, 12, 4, 4X 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Technical drawings FQ

11
0
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0

50

W

H

1 Locking point  H300
2 Locking points H400
3 Locking points H1200

Fron view

3 points locking system H1400

Ø 28

C

Inside door view

14

D

A

Side view

=
=

E

F

No.4 threaded inserts
M6 for wall fixing

Rear view

No. 6 threaded inserts
M6 for wall fixing above H1200

=
=

I

G

Mounting plate

No.4 holes Ø 11

No.6 holes Ø 11 H1200

D

A

Top view
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Technical drawings FQL

W

H

50

50

28

50

L

M

Front view

1 Locking point  FQL203015 
2 Locking points FQL3030 
3 Locking points  H1200

3 points locking 
system H1400

P

C

Front view without door

G

I

=
=

Mounting plate

No.6 holes O 11 above H1200

No.4 holes O 11

D
A

Side view

F

E

=
=

Rear view

No.4 threaded inserts 
M6 for wall fixing

No.6 threated inserts
M6 for wall fixing above H1200

D

A

Top view
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Code Weight Volume
Window Usable depth

hole side 

Usable 
opening 

case

Mounting 

plate 

Threaded inserts
for wall fixing

No.Closing
system

W H D Kg m³ L M A C P G I E F

FQL203015 200 300 150 4,00 0,011 95 186 116 143 243 138 268 110 240 1

FQL303015 300 300 150 5,50 0,016 176 186 116 243 243 238 268 210 240 2

FQL303021 300 300 210 6,50 0,023 176 186 176 243 243 238 268 210 240 2

FQL304015 300 400 150 7,00 0,022 176 286 116 243 343 238 368 210 340 2

FQL304021 300 400 210 8,00 0,030 176 286 176 243 343 238 368 210 340 2

FQL403015 400 300 150 7,00 0,022 276 186 116 343 243 338 268 310 240 2

FQL404021 400 400 210 10,00 0,040 276 286 176 343 343 338 368 310 340 2

FQL405021 400 500 210 12,00 0,050 276 386 176 343 443 338 468 310 440 2

FQL405025 400 500 250 12,50 0,060 276 386 216 343 443 338 468 310 440 2

FQL406021 400 600 210 14,00 0,060 276 486 176 343 543 338 568 310 540 2

FQL454521 450 450 210 12,00 0,051 326 336 176 393 393 388 418 360 390 2

FQL454525 450 450 250 13,00 0,061 326 336 216 393 393 388 418 360 390 2

FQL456025 450 600 250 16,50 0,081 326 486 216 393 543 388 568 360 540 2

FQL505021 500 500 210 14,50 0,063 376 386 176 443 443 438 468 410 440 2

FQL505025 500 500 250 15,00 0,075 376 386 216 443 443 438 468 410 440 2

FQL506021 500 600 210 18,00 0,076 376 486 176 443 543 438 568 410 540 2

FQL507021 500 700 210 20,00 0,088 376 586 176 443 643 438 668 410 640 2

FQL507025 500 700 250 20,50 0,105 376 586 216 443 643 438 668 410 640 2

FQL604021 600 400 210 14,00 0,060 476 286 176 543 343 538 368 510 340 2

FQL604525 600 450 250 16,00 0,081 476 336 216 543 393 538 418 510 390 2

FQL606021 600 600 210 20,00 0,091 476 486 176 543 543 538 568 510 540 2

FQL606025 600 600 250 21,00 0,108 476 486 216 543 543 538 568 510 540 2

FQL606030 600 600 300 22,00 0,130 476 486 266 543 543 538 568 510 540 2

FQL606040 600 600 400 25,00 0,173 476 486 366 543 543 538 568 510 540 2

FQL608021 600 800 210 26,50 0,121 476 686 176 543 743 538 768 510 740 2

FQL608025 600 800 250 28,00 0,144 476 686 216 543 743 538 768 510 740 2

FQL608030 600 800 300 29,50 0,173 476 686 266 543 743 538 768 510 740 2

FQL608040 600 800 400 32,50 0,230 476 686 366 543 743 538 768 510 740 2

FQL609030 600 900 300 33,00 0,194 476 786 266 543 843 538 868 510 840 2

FQL6010030 600 1000 300 40,00 0,216 476 886 266 543 943 538 968 510 940 2

FQL6012030 600 1200 300 47,00 0,259 476 1086 266 543 1143 538 1168 510 1140 3

FQL6012040 600 1200 400 52,00 0,346 476 1086 366 543 1143 538 1168 510 1140 3

FQL806030 800 600 300 28,50 0,173 676 486 266 743 543 738 568 710 540 2

FQL808030 800 800 300 42,00 0,230 676 686 266 743 743 738 768 710 740 2

FQL8010030 800 1000 300 51,00 0,288 676 886 266 743 943 738 968 710 940 2

FQL8012030 800 1200 300 59,50 0,346 676 1086 266 743 1143 738 1168 710 1140 3

FQL8012040 800 1200 400 65,00 0,461 676 1086 366 743 1143 738 1168 710 1140 3

FQL6014030 600 1400 300 54,50 0,252 420 1300 266 510 1343 500 1382 472 1340 1*

FQL6014040 600 1400 400 59,50 0,336 420 1300 366 510 1343 500 1382 472 1340 1*

FQL8014030 800 1400 300 70,00 0,336 620 1300 266 710 1343 700 1382 672 1340 1*

FQL8014040 800 1400 400 75,00 0,448 620 1300 366 710 1343 700 1382 672 1340 1*

FQL8016030 800 1600 300 77,00 0,384 620 1500 266 710 1543 700 1582 672 1540 1*

FQL8016040 800 1600 400 84,00 0,512 620 1500 366 710 1543 700 1582 672 1540 1*

Dimensional table FQL

* 3 POINTS LOCKING SYSTEM

Dimensions
visible area



28

Series Smart
FQ Series: stainless steel cases with double door
FQ series of double door boxes designed unmatched protection for housing electrical and electronic components in both 
indoor and outdoor settings where corrosion-resistance is needed, with constant exposure to water, contaminants and other 
corrosive elements. Product can be customized to client's specifics needs: holes, cutouts and different sizes as per your 
drawings with AISI 316L, stainless steel back panel, safety glass window 3+3mm glued to door.

Material Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Galvanized iron mounting plate 2 mm gauge.
Seamless welding on all sides. Provided with watertight threaded bushings, that allow wall 
mount fixation (M6) and inner mounting of profiles and mounting plate.

Door Two overlapping doors R on L. Seamless welding on all corners. Fixed on frame with 
hidden hinges. Stainless steel hinges retractable and 120° opening.

Closing system Chromate lock with twin comb mapping 3 mm. Boxes start from 1200 mm have multi-point 
rod locks. Available on demand stainless steel locks.

Mounting plate Galvanized iron bended on four sides and secured by studs M8.
Gasket Seal is guaranteed by one piece foam-in-place polyurethane gasket.

Grounding Grounding in compliance with the applicable laws force.

Finishing Scotch-Brite finishing.
Supply Frame box with mounting plate and grounding accessories.

Technical features

Frame
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50

35

50

Front view

28

3 points  locking system 
above H1200

Inside door view

D
A

14

Side view

F

E

= =

No.6 threaded inserts
M6 for wall fixing

Rear view

G

I

= =

Mounting plate

D

Top view

Code Dimensions Weight Volume
Usable 
depth 

hole side

Usable hole
for left and 
right doors

Mounting plate Threaded 
inserts for wall 

fixing

No. Closing
system

W H D Kg m³ A C P G I E F -

FQ1006030 1000 600 300 41,0 0,180 266 418,5 537 938 568 910 540,0 2

FQ1008030 1000 800 300 52,0 0,240 266 418,5 737 938 768 910 740,0 2

FQ10010030 1000 1000 300 62,5 0,300 266 418,5 937 938 968 910 940,0 3

FQ10010040 1000 1000 400 68,0 0,400 366 418,5 937 938 968 910 940,0 3

FQ1208030 1200 800 300 61,0 0,288 266 518,5 737 1138 768 1110 740,0 2

FQ10012030 1000 1200 300 75,0 0,360 266 320 1076 900 1182 872 1140,0 1*

FQ10012040 1000 1200 400 80,0 0,480 366 320 1076 900 1182 872 1140,0 1*

FQ10014030 1000 1400 300 85,0 0,420 266 320 1276 900 1382 872 1340,0 1*

FQ10014040 1000 1400 400 91,0 0,560 366 320 1276 900 1382 872 1340,0 1*

FQ12012030 1200 1200 300 88,0 0,432 266 420 1076 1100 1182 1072 1140,0 1*

FQ12012040 1200 1200 400 95,0 0,576 366 420 1076 1100 1182 1072 1140,0 1*

FQ12014030 1200 1400 300 100,0 0,504 266 420 1276 1100 1382 1072 1340,0 1*

FQ12014040 1200 1400 400 106,0 0,672 366 420 1276 1100 1382 1072 1340,0 1*

FQ14014040 1400 1400 400 110,0 0,784 366 520 1276 1300 1382 1272 1340,0 1*

*

Certification and protection standards

Technical drawings

Dimensional table

PP

IP55 IK10    
NEMA TYPE 1, 12 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Series Smart
FHD Series: stainless steel cases with swing-out panel
FHD series “hygienic design” represent modern solution for application unmatched protection for housing electrical and 
electronic components in both indoor and outdoor settings where corrosion-resistance is needed, with constant exposure to 
water, contaminants and other corrosive elements. Product can be customized to client's specifics needs. These boxes are 
ideal solution for food and beverage industry, farmaceutical laboratory and industry.

Material Stainless steel AISI 304 (EN 1.4301) 1,2/1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Galvanized iron mounting plate 2 mm gauge.

Seamless welding on all sides. Provided with shield on the top 30° bended suitable to protect 
door when the boxes are expeted to be installed outdoors and weather protection is required. 

Door
Seamless welding on all corners. Fixed on frame with hidden hinges. Stainless steel hinges 
retractable and 120° opening. Inner door is provided with 4 welding fasteners to fixing internal 
profiles (optional). 

Closing system Chromate lock with twin comb mapping 3 mm. Available on demand stainless steel locks.

Mounting plate Galvanized iron bended on two vertical sides start from H600, secured by studs M8.

Gasket Seal is guaranteed by one piece foam-in-place polyurethane gasket.

Grounding Grounding in compliance with the applicable laws force.

Finishing Scotch-Brite finishing.
Supply Frame box with mounting plate and grounding accessories.

Technical features

Frame
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1 Locking point H400
3 Locking points H1200
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No.4 holes    11

Mounting plate

C

P

Inside door view

Code
Usable 
depth 

hole side

Usable doors 
hole

No. Closing
system

W H H1 D Kg m³ A C P G I -
FHD304015 300 548 400 150 8,00 0,025 116 237 337 238 368 1

FHD406021 400 748 600 210 15,00 0,063 176 337 537 338 568 2

FHD507021 500 848 700 210 21,00 0,089 176 437 637 438 668 2

FHD606025 600 748 600 250 24,00 0,112 216 537 537 538 568 2

FHD608025 600 948 800 250 31,00 0,142 216 537 737 538 768 2

FHD808030 800 948 800 300 41,00 0,228 266 737 737 738 768 2

FHD8012030 800 1348 1200 300 57,00 0,324 266 737 1137 738 1168 3

Dimensional table

Technical drawings

Certification and protection standards

No.6 holes    11 
above H1200

Dimensions Weight Volume Mounting plate

IP66 IK10    89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Accessories Series 
Smart

KCS inner door kit
Stainless steel AISI 304 swing-out panel hinged on internal frame mounted on structure with welded fasteners; 90° opening.

W-3

H
-3

35

35
35

Front view

1 Locking point H300 
2 Locking points H600 
2 Locking points

   +handle H1000

2 hinges till H600 
3 hinges start H800 
4 hinges start H1200

C
A 52

Inside view

65

Side view

Technical drawings

* Inner door depth adjustable min. 40mm from external door to max. 60mm.
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Dimensional table

Dimensions Weight Volume No. Closing
system

No. hinges

W H Kg m³ A C

KCS3030H 300 300 1,80 0,006 170 235 1 2

KCS3040H 300 400 2,30 0,008 170 335 1 2

KCS4040H 400 400 2,80 0,010 270 335 1 2

KCS4050H 400 500 3,50 0,013 270 435 1 2

KCS4060H 400 600 4,20 0,016 270 535 1 2

KCS4545H 450 450 3,50 0,013 320 385 1 2

KCS4560H 450 600 4,50 0,018 320 535 1 2

KCS5050H 500 500 4,40 0,016 370 435 1 2

KCS5070H 500 700 5,50 0,023 370 635 1 2

KCS6040H 600 400 4,00 0,016 470 335 1 2

KCS6045H 600 450 4,50 0,018 470 385 1 2

KCS6060H 600 600 5,50 0,023 470 535 1 2

KCS6080H 600 800 7,50 0,031 470 735 2 3

KCS6090H 600 900 8,00 0,035 470 835 2 3

KCS60100H 600 1000 9,00 0,039 470 935 2* 3

KCS60120H 600 1200 11,00 0,047 470 1135 2* 4

KCS60140H 600 1400 13,50 0,055 435 1335 2* 4

KCS60160H 600 1600 15,50 0,062 435 1535 2* 4

KCS8080H 800 800 10,00 0,042 670 735 2 3

KCS80100H 800 1000 11,50 0,052 670 935 2* 3

KCS80120H 800 1200 13,50 0,062 670 1135 2* 4

KCS80140H 800 1400 16,50 0,073 635 1335 2* 4

KCS80160H 800 1600 19 0,083 635 1535 2* 4

* 2 LOCKING POINTS + HANDLE

Code Usable hole
inner door
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Accessories Series 
Smart

KTM kit modular equipment and modular panels

Technical drawings

H-
3

W-60
50

15
0

15
0

15
0

50

46

Frame front view

65

Side view

25
25

8,5

13

Ø 4,5

*

Panels front view

Modular Equipment depth adjustable min. 40mm to max. 60mm from external door.

W-3



Dimensional table

Code Description Weight Modular

panels

W H Kg No.

KTM4050H 397 497 1,68 3

KTM5060H 497 597 2,30 3+2*

KTM6060H 597 597 2,91 3+2*

KTM6090H 597 897 3,22 5+2*

KTM60100H 597 997 4,15 6+1*

KTM80100H 797 997 4,50 6+1*

KTM80120H

MODULAR KIT SMART SERIES 

MODULAR KIT SMART SERIES 

MODULAR KIT SMART SERIES 

MODULAR KIT SMART SERIES 

MODULAR KIT SMART SERIES 

MODULAR KIT SMART SERIES 

MODULAR KIT SMART SERIES 797 1197 4,76 7+2*

* BLIND PANEL H50 FOR TERMINAL

Code Description Weight Modular

panels

W H Kg No.

*KMA4015H OPEN MODULAR PANEL KIT SMART SERIES 340 150 0,60 15

*KMA5015H OPEN MODULAR PANEL KIT SMART SERIES 440 150 0,70 18

*KMA6015H OPEN MODULAR PANEL KIT SMART SERIES 540 150 0,80 26

OPEN MODULAR PANEL KIT SMART SERIES

Dimensions

Dimensions

*KMA8015H OPEN MODULAR PANEL KIT SMART SERIES 740 150 1,00 35

*KMC4015H 340 150 0,65 -

*KMC5015H 440 150 0,75 -

*KMC6015H 540 150 0,90 -

*KMC8015H 740 150 1,10 -

*KMC405H 340 50 0,25 -

*KMC505H 440 50 0,35 -

*KMC605H 540 50 0,45 -

*KMC805H 740 50 0,60 -

KM00250

FILLER SOLID PANEL KIT SMART SERIES 

FILLER SOLID PANEL KIT SMART SERIES 

FILLER SOLID PANEL KIT SMART SERIES 

FILLER SOLID PANEL KIT SMART SERIES 

FILLER SOLID PANEL KIT SMART SERIES 

FILLER SOLID PANEL KIT SMART SERIES 

FILLER SOLID PANEL KIT SMART SERIES 

FILLER SOLID PANEL KIT SMART SERIES 

DIN RAIL BRACKETS KIT
- - 0,20 -

* on demand available in AISI 316L

Change the last letter of code:
H=AISI 304 (standard)
L=AISI 316L

35



36

Accessories Series 
Smart

PPS door profiles 
Kit profiles fixing on inner door in galvanized iron. 

Dimensional table

Code Description No. holesCentre to centre 
distance hole supports

H No.

PPS40G DOOR PROFILE SMART SERIES 320 11

PPS45G DOOR PROFILE SMART SERIES 370 15

PPS50G DOOR PROFILE SMART SERIES 420 19

PPS60G DOOR PROFILE SMART SERIES 520 27

PPS70G DOOR PROFILE SMART SERIES 620 35

PPS80G DOOR PROFILE SMART SERIES 720 43

PPS90G DOOR PROFILE SMART SERIES 820 51

PPS100G DOOR PROFILE SMART SERIES 920 59

PPS120G DOOR PROFILE SMART SERIES 1120 72

PPS140G DOOR PROFILE SMART SERIES 1320 91

PPS160G DOOR PROFILE SMART SERIES 1520 107

H
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Accessories Series 
Smart

FGS cable entry flange
Stainless steel mounting plate with polyurethane gasket suitable for the application of cable passages.

Technical drawings

Cases dimensions

W D W D

FGS2913H 290 130 ≥ 300 A < 500 DA 210 A 250

FGS2923H 290 230 ≥ 300 A < 500 DA 300 A 400

FGS4913H 490 130 ≥ 500 A < 800 DA 210 A 250

FGS4923H 490 230 ≥ 500 A < 800 DA 300 A 400

FGS7923H 790 230 ≥ 800 A < 1000 300

FGS7937H 790 360 ≥ 800 A < 1000 400

D

W

FGS2913H

D

W

FGS4923H

W

D

FGS7923H

W

D

FGS2923H

D

W

FGS4913H

W

D

FGS7937H

* on demand available in AISI 304 or AISI 316L.
Change the last letter of code:
H= AISI 304 (standard)    L= AISI 316L

Dimensional table
Code* Dimensions
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Accessories Series 
Smart

TPS rain shield
In outdoor environments, to ensure greater protection from atmospheric elements, on the smart series it is possible to install 
protection covers, attached to the metalwork by means of included fastening systems. Scotch-Brite finishing, AISI 304.

W H1 H2 D Kg m³

TPS2015 200 48 72 250 1,38 0,003

TPS3015 300 48 72 250 1,81 0,005

TPS3021 300 48 72 310 2,14 0,006

TPS4015 400 48 72 250 2,25 0,006

TPS4021 400 48 72 310 2,65 0,007

TPS4025 400 48 72 350 2,92 0,008

TPS4521 450 48 72 310 2,91 0,008

TPS4525 450 48 72 350 3,20 0,009

TPS5021 500 48 72 310 3,16 0,009

TPS5025 500 48 72 350 3,48 0,011

TPS6021 600 48 72 310 3,68 0,011

TPS6025 600 48 72 350 4,05 0,013

TPS6030 600 48 72 400 4,51 0,014

TPS6040 600 48 72 500 5,44 0,018

TPS8030 800 48 72 400 5,77 0,019

TPS8040 800 48 72 500 6,96 0,024

TPS10030 1000 48 72 400 7,04 0,024

TPS10040 1000 48 72 500 8,48 0,030

TPS12030 1200 48 72 400 8,30 0,029

TPS12040 1200 48 72 500 10,00 0,036

TPS14040 1400 48 72 500 11,52 0,042

Dimensional table
Code Dimensions Weight Volume
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Technical drawings

W

Front view
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Side view
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Template for fixing shield on case

Top view
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=
=

15

8

Top view

Template for fixing shield 
on case only for D=150

Tabella dimensionale
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Accessories Series 
Smart

KMG gas pistons kit
Piston with gas spring to keep doors ajar while working on panels, avoiding accidental closing (only be installed at the factory).

TS data pocket
Internal pocket attached to door for documents in A4 format; provided with assembly screws. 
Also available in polyamide-PVC.

KMG00005 BRACKET KIT 2 PCS FOR 5 KG

KMG00010 BRACKET KIT 2 PCS FOR 10 KG
KMG00015 BRACKET KIT 2 PCS FOR 15 KG

KMG00020 BRACKET KIT 2 PCS FOR 20 KG

Dimensional table

307

330

15
0

278

257

20
0

40

33,5

Polyamide-PVC data pocket

Stainless steel AISI 304 data pocket 

TS00010

TS00030

20
0

Technical drawings

Code Description

Front view

Front view

Side view

Side view
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Technical drawings

SP wall support
Wall mounting kit including screws and brackets in AISI 316L. 

Accessories Series 
Smart

W

H

H
+

44

H
-6

0

W-90

W+44

9

Front view
10

Side view

Code SP00050
4 brackets for wall mounting
and screws

Code SP00200 wall mounting
kit with grounding
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Accessories Series 
Smart

PP/PPT control protection window
Used to ensure the protection of external controls, the polycarbonate windows are made with stainless steel AISI 304 
fastening frames or with direct fastening. Equipped with seal gasket and Yale butterfly lock.

Dimensional table

W H D

PP300300 WINDOW WITH DIRECT FASTENING 300 300 55

PP400400 WINDOW WITH DIRECT FASTENING 400 400 55

PP450450 WINDOW WITH DIRECT FASTENING 450 450 55

PP500500 WINDOW WITH DIRECT FASTENING 500 500 55

PP500750 WINDOW WITH DIRECT FASTENING 500 750 55

PP600800 WINDOW WITH DIRECT FASTENING 600 800 55

PPT400400 WINDOW WITH FRAME 400 400 95

PPT450450 WINDOW WITH FRAME 450 450 95

PPT500500 WINDOW WITH FRAME 500 500 95

PPT500750 WINDOW WITH FRAME 500 750 95

PPT600800 WINDOW WITH FRAME 600 800 95

Code Description Dimensions
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Accessories Series 
Smart

FZ bases
The stainless steel AISI 304 base FZ3 is for placing floor-standing enclosures. Two heights are available: H100 and H200mm 
can be inspected on all sides from the opening on the bottom. In very adverse environments, where the utmost protection 
from atmospheric agents is required, in heights H100 and H200mm it is possible to install the sanitation base FZ3 with closed 
bottom. It can be inspected on all sides with flanges. 

Dimensional table Technical drawings

W H D

FZ3601030 600 100 300

FZ3601040 600 100 400

FZ3801030 800 100 300

FZ3801040 800 100 400

FZ31001030 1000 100 300

FZ31001040 1000 100 400

FZ31201030 1200 100 300

FZ31201040 1200 100 400

FZ3602030 600 200 300

FZ3602040 600 200 400

FZ3802030 800 200 300

FZ3802040 800 200 400

FZ31002030 1000 200 300

FZ31002040 1000 200 400

FZ31202030 1200 200 300

FZ31202040 1200 200 400
W

D
H

H

D

Code Dimensions

Front view

Top view Side view
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Accessories Series 
Smart

PDP feet for bases
In combination with the bases or floor supports, there are swivel feet with the base in reinforced polyamide, diameter 
80mm and stainless steel leg M12-M16-M20; or stainless steel AISI 304 diameter 60 adjustable in height.
Code PDP00060 with grounding flange.

Dimensional table

PDP00050 FEET KIT 4 PCS Ø 60 MM STAINLESS STEEL AISI 304 H105 -165

PDP00060 FEET KIT 4 PCS  Ø 60 MM STAINLESS STEEL AISI 304 H95 - 135 GROUNDING

PDP00070 FEET KIT 4 PCS  Ø 60 MM STAINLESS STEEL AISI 304 H140 - 210

PDP00100 FEET AISI 304 M16xH200 WITH TEFLON

PDP00111 FEET AISI 304 M20xH200 WITH TEFLON

PDP00112 FEET AISI 304 M12xH150 WITH TEFLON

Code Description
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Accessories Series 
Smart

Pedestal for Smart Series PDP00020
Floor support in AISI 304 consisting of a base for fixture to the floor, on request with feet, a rectangular profile column with an 
opening on the back for the passage of cables.

Technical drawings
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Front view

Top view
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Accessories Series 
Smart

Closing systems
Wrenches and closures used in assembly of the boxes, available separately. 
Available with double wing, triangle, square or wrench imprint.

F3100290C 5
F3100280C 5
F3100310C 5
F3100300C 5
F3200850C 5
F3200740C 5
F3200480C 5
F3201010C 5
F3200030C 5
F3200340C 5

F3100320C 5
F3100330C 5
F3100340C 5
F3100260C 5
F3100250C 5
F3100220C 5

F3200370C 5
F3200760C 5
F3100350C 5
F3100360C 5
F3100380C 5
F3200130C 5
F3100390C 5

F3200080C 10
F3200630C 10
F3200420C 10
F3100270C 10
F3100410C 10
F3200400C 10
F3201190C 10

F3201150C 1
F3201130C 1
F3201140C 1
F3201120C 1
F3200640C 1
F3200750C 1
F3201120C 1
F3201170C 2
FS604640C 2
FS604630C 2
FS604490C 2
FS604940C 2
FS604500C 2
F3201180C 2
F3100180C 4
F3201090C 4

EK 333

EK 333

EK 333

EK 333

EK 333

EK 333

Lock
Lock 
Lock
Lock 
Lock 
Tab for lock H18
Tab for lock H28
Tab for lock H32
Tab for lock H38
Tab for lock H45

Stainless steel lock 
Stainless steel lock  
Stainless steel lock  
Stainless steel tab H18
Stainless steel tab H24
Stainless steel tab H28

Butterfly clasp
Butterfly clasp
Butterfly clasp willock
T-handle lock
T-handle lock 
L-handle lock
L-handle lock

Stainless steel keys
Stainless steel keys
Stainless steel keys
Polyamide keys
Polyamide keys
Polyamide keys
Keys 

Turning handle
Long rod closing system
Short rod closing system
Latch
Latch
Latch
Solid latch
Round rod latch
Stiff rod max H1600
Stiff rod max H1800
Stiff rod max H2000
Stiff rod for single-door max H1600
Stiff rod for single-door max H2000
Round rod max H2000
Stiff rod runner
Round rod runner 

Lock Type

Lock Type

Lock Type

Lock Type

Lock Type

Handles, closing mechanisms and rods used in the assembly of the enclosures, compact and 
modular, available separately. Available with double wing, triangle, square or wrench imprint.

Code Description Qty

Code

Code

Code

Code

Description

Description

Description

Qty

Qty

Qty

Description Qty
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Accessories Series 
Smart

Gaskets

Screws

m
F3300180C 10
F3300230C 10
F3300640C 25
F3300720C 25
F3300740C 25
F3300170C 10
F3300420C 10
F3300620C 20
F3300450C 20
F3300290C 20
F3300490C 20
09300075 33
09301810 20

F2100040C 25
F2100080C 25
F2100100C 25
F2100010C 25
F2100110C 25
F2100190C 25
F2100230C 25
F2100050C 25
F2100130C 25
F2100090C 25
F2100060C 25
F2100580C 25
F2100180C 25
F2100150C 25
F2100610C 25

F2200010C 50
F2200210C 50
F2200020C 50
F2200140C 50
F2200030C 50
F2200035C 50
F2200040C 50
F2200120C 50
F2200100C 50
F2200090C 50
F2200060C 50
F2200070C 50

F2300010C 50
F2300020C 50
F2300030C 50
F2300040C 50
F2300051C 50
F2300110C 50
F2300090C 50
F2300140C 50

Screws, enclosed nut, nut, stainless steel and nylon washers, used in mounting the enclosures, sold separately.

TC Phillips head screw stainless steel M4x6
TSP Phillips head screw stainless steel M5x14
TC Phillips head screw stainless steel M5x14
TB slot screw stainless steel M5x20
TC Phillips head screw stainless steel M5x30
TC Phillips head screw ZN M5x15
TE flanged screw ZN M6x16
TB Phillips head screw stainless steel M6x12
TSP Phillips head screw stainless steel M6x12
TPS Phillips head screw stainless steel M6x16
TB Phillips head screw stainless steel M6x16
TB Phillips head screw stainless steel M6x30
TCEI screw stainless steel M8x20
TE screw ZN M8x45
TCEI screw stainless steel M12x20

EPDM gasket with steel core
90° EPDM gasket with steel core
EMC/EMV gasket with steel core 
90° EMC/EMV gasket with steel core
Conductive tape EMC/EMV
EPDM gasket for 4 mm Lexan
Corners gaskets 10,5 mm
Siliconic gasket 20x4 mm
Closed cells gasket 15x20 mm
Closed cells gasket 16x4 mm
Closed cells gasket 10x3 mm
Double-sided tape 15x1,1 - black
Double-sided tape 10x1 - trasparent

Stainless steel nut M4
Self-locking stainless steel nut M4 
Stainless steel nut M5
Self-locking stainless steel nut M5
Stainless steel nut M6
Self-locking stainless steel nut M6
Stainless steel nut M8
Self-locking ZN nut M8
Enclosed nut M5 for hole 8,3x8,3
Enclosed nut M6 for hole 8,3x8,3
Enclosed nut M5 for hole 8,3x13
Enclosed nut M6 for hole 8,3x13

Flat nylon washer Ø 4
Flat nylon washer Ø 5
Flat nylon washer Ø 6
Flat nylon washer Ø 8
Flat stainless steel washer Ø 4
Flat stainless steel washer Ø 5
Flat stainless steel washer Ø 6
Flat stainless steel washer Ø 8

Code

Code

Description

Description

Qty

Qty

Code Description Qty

Code Description Qty

Self-locking gaskets, for polycarbonate mounting, special adhesives for custom installations with EMC/EMV shield.
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Series Logex



50

Series Logex
FL Series: console single door
FL series built in stainless steel AISI 304 Scotch-Brite finishing in accordance with international standard guarantee 
unmatched protection for housing electrical and electronic components in both indoor and outdoor settings where 
corrosion-resistance is needed, with constant exposure to water contaminants and other corrosive elements.
Product can be customized to client's specifics needs: holes,cutouts and different sizes as per your drawings 
with AISI 316L.

Material Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Mounting plate galvanized iron 2 mm gauge.

Frame Structure from one stainless steel sheet bended and welded. Provided with specific 
rails for fixing mounting plate.

Door Fixed on frame with stainless steel hidden hinges and relative bolt simply 
removable. 120° opening R or L. 

Closing system
Outside system with multipoint rod locking system type provided with turning handle 
twin comb mapping 3 mm. On demand available stainless steel closing system and 
other kind of handle.

Rear panel
Rear panel 1,5 mm gauge bended with one piece foam in 
place polyurethan gasket equipped M6 screws.

Mounting plate In galvanized iron, double bending, fixed on rails and depth suitable 25 mm pitch.

Bottom plate One bottom plate with polyurethane gasket to guarantee the best seal.

Grounding All panels are provided with M6x16 grounding bolts, studs and labels. 

Finishing Scotch-Brite finishing.

Supply Single-piece equipment, removable rear panel, door and mounting plate. 

Technical features
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Technical drawings

Dimensional table

Code Dimensions Weight Volume Usable area 
punching door

Usable 
depth 

hole side

Usable area for 
cable entry 

bottom cabinet

Usable area 
for punching

incline
front entry 
enclosure

Mounting 
plate

W H D Kg m³ E F A L M P C I G N O

FL609140 600 971 400 60,0 0,233 480 689 337 353 235 540 365 484 696 476 810

FL809140 800 971 400 70,0 0,311 680 689 337 553 235 740 365 684 696 676 810

FL1009140 1000 971 400 85,0 0,388 880 689 337 753 235 940 365 884 696 876 810

Certification and protection standards
H

W

2 points espagnolette
locking system

463

77
5

80°

A

Side view

L

M

Bottom view

I

G

Front view without door

C

P

Inside view
Inclined plane

E

F

Inside door view

N

O

Mounting plate

25

Mounting plate 
side view

Front view

2 points locking system

D

Usable area 

IP66 IK10    89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Series Logex
FL Series: console with double door

Material

Frame Structure from one stainless steel sheet bended and welded. Provided with specific rails for fixing 
mounting plate.

Door Fixed on frame with stainless steel hidden hinges and relative bolt simply removable. 
120° opening, reversible doors (closing system standars on R door). 

Closing system
Outside system with multipoint rod locking system type provided with turning handle twin 
comb mapping 3 mm. On demand available stainless steel closing system and other kind of 
handle.

Rear panel
Two rear panels 1,5 mm gauge bended with one piece foam in place polyurethan 
gasket equipped M6 screws.

Mounting plate In galvanized iron, double bending, fixed on rails and depth suitable 25 mm pitch.

Bottom plate Two bottom plates with polyurethane gasket to guarantee the best seal.

Grounding All panels are provided with M6x16 grounding bolts, studs and labels.

Finishing Scotch-Brite finishing.

Supply Single-piece equipment, removable rear panel, two front doors, mounting plate.

Technical features

FL series built in stainless steel AISI 304 Scotch-Brite finishing in accordance with international standard guarantee 
unmatched protection for housing electrical and electronic components in both indoor and outdoor settings where 
corrosion-resistance is needed, with constant exposure to water contaminants and other corrosive elements.
Product can be customized to client's specifics needs: holes,cutouts and different sizes as per your drawings 
with AISI 316L.

Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Mounting plate galvanized iron 2 mm gauge.
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Technical drawings

W

H

3 points 
locking system

77
5

A

463

80°

Side view

L

M

L

M184

E

F

E

Inside door view

I

G

Front view without door

N

O

Mounting plate

25

Side view 
mounting plate

C P

Inclined plane

2 points locking system

Certification and protection standards

Code Dimensions Weight Volume
Usable area 

punching Usable depth
hole side punching incline

front entry 
enclosure

Mounting 
plate

W H D Kg m³ E F A L M P C I G N O

FL1209140 1200 971 400 105,0 0,466 492 689 337 384 235 1140 365 1098 696 1093 810

FL1609140 1600 971 400 130,0 0,621 692 689 337 584 235 1540 365 1498 696 1493 810

FL2009140 2000 971 400 160,0 0,777 892 689 337 784 235 1940 365 1898 696 1893 810

Dimensional table

L and R door

Usable area for Usable areaUsable area for 
cable entry bottom 

cabinet L and R

Bottom view

Front view

D

IP55 IK10   89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Series Logex
FLS Series: synoptic console

Material

Frame Structure from one stainless steel sheet bended and welded. Provided with specific rails for fixing 
mounting plate.

Rear doors Fixed on frame with stainless steel hidden hinges and relative bolt simply removable. 
120° opening, reversible doors (closing system standars on R door). 

Closing system
Outside system with multipoint rod locking system type provided with turning handle twin 
comb mapping 3 mm. On demand available stainless steel closing system and other kind of 
handle.

Mounting plate In galvanized iron, double bending, fixed on rails and depth suitable 25 mm pitch.

Bottom plate One piece foam polyurethane gasket to guarantee the best real. Only for dimensions 800 and 
1000. Others two flanges.

Grounding All panels are provided with M6x16 grounding bolts, studs and labels.

Finishing Scotch-Brite finishing.

Supply

Front panel 1,5 mm gauge bended with one piece gasket, equipped M6 screws. 

Single-piece equipment, removable front panel, two rear doors and mounting plate.

Technical features

Front panel

FLS series built in stainless steel AISI 304 Scotch-Brite finishing in accordance with international standard guarantee 
unmatched protection for housing electrical and electronic components in both indoor and outdoor settings where 
corrosion-resistance is needed, with constant exposure to water contaminants and other corrosive elements.
Product can be customized to client's specifics needs: holes,cutouts and different sizes as per your drawings 
with AISI 316L.

Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Mounting plate galvanized iron 2 mm gauge.
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Technical drawings

W

H

Front view

2 points locking system 

N

M

Q

O

Top view

I

L

Bottom view

850 (D=500)
950 (D=600)

100°

72°

98°

A

Side view
G

59
4

F

Front view without door

E

P

P

Inside door view

T

U

Inclined desk view

S

R

Synoptic view

V

Z

Bottom mounting plate view

25

Mounting plate 
side view

X

Y

* Top mounting plate only for
models higher than H1500

25

Dimensional table

Code Dimensions Weight Volume
Usable area 
for punching 

door

Usable 
depth 

hole side 

Usable area for 
cable entry 

bottom cabinets

Usable area 
for punching 

incline synoptic

Usable area 
front entry 
synoptic

Usable area 

desk incline
Distances 
eyebolts

Lower 
internal 
plate

Top 
internal 
plate

W H D Kg m³ P E A I L T U R S F G O Q M N V Z X Y

FLS8013085 800 1300 500 120,0 0,520 280 1210 437 553 260 720 380 720 220 729 239 729 393 747 200 700 800 - -

FLS10013085 1000 1300 500 140,0 0,650 380 1210 437 753 260 920 380 920 220 929 239 929 393 947 200 900 800 - -

FLS12013085 1200 1300 500 155,0 0,780 480 1210 437 400*2 260 1120 380 1120 220 1129 239 1129 393 1047 200 1100 800 - -

FLS16013085 1600 1300 500 180,0 1,040 680 1210 437 600*2 260 1520 380 1520 220 1529 239 1529 393 1447 200 1500 800 - -

FLS20013085 2000 1300 500 220,0 1,300 880 1210 437 800*2 260 1920 380 1920 220 1929 239 1929 393 1847 200 1900 800 - -

FLS8015095 800 1500 600 135,0 0,720 280 1410 537 553 360 720 410 720 420 729 435 729 415 747 250 700 800 700 560

FLS10015095 1000 1500 600 170,0 0,900 380 1410 537 753 360 920 410 920 420 929 435 929 415 947 250 900 800 900 560

FLS12015095 1200 1500 600 190,0 1,080 480 1410 537 400*2 360 1120 410 1120 420 1129 435 1129 415 1047 250 1100 800 1100 560

FLS16015095 1600 1500 600 240,0 1,440 680 1410 537 600*2 360 1520 410 1520 420 1529 435 1529 415 1447 250 1500 800 1500 560

FLS20015095 2000 1500 600 300,0 1,800 880 1410 537 800*2 360 1920 410 1920 420 1929 435 1929 415 1847 250 1900 800 1900 560

Certification and protection standards

Mounting plate 
side view

Usable area 
punching 

D

IP55 IK10    89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Accessories
FLG slash-type cable entry flange
As an alternative to standard cable entry flanges, Compact series and Armod series can be  fitted with slash-type inlet 
flanges, AISI 304, built in two pieces with gasket, to allow for simpler cable entry. To improve  protection level of the 
application, install with solid bottom kickplates.

Series 
Logex

Code Description Dimensions

W D

FLG6040 SLASH-TYPE CABLE ENTRY FLANGE FL SERIES 440 270

FLG8040 SLASH-TYPE CABLE ENTRY FLANGE FL SERIES 640 270

FLG10040 SLASH-TYPE CABLE ENTRY FLANGE FL SERIES 840 270

FLG6050 SLASH-TYPE CABLE ENTRY FLANGE FLS SERIES 440 370

FLG6060 SLASH-TYPE CABLE ENTRY FLANGE FLS SERIES 440 470

FLG8050 SLASH-TYPE CABLE ENTRY FLANGE FLS SERIES 640 370

FLG8060 SLASH-TYPE CABLE ENTRY FLANGE FLS SERIES 640 470

FLG10050 SLASH-TYPE CABLE ENTRY FLANGE FLS SERIES 840 370

FLG10060 SLASH-TYPE CABLE ENTRY FLANGE FLS SERIES 840 470

TS data pocket
Internal pocket attached to door for documents in A4 format. Also available in polyamide-PVC.

307

330

15
0

278

257

20
0

40

33,5

Polyamide-PVC data pocket

 TS00010

TS00030

20
0

Technical drawings

Front view

Front view

Side view

Side view

Stainless steel AISI 304 
data pocket 
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D
H

D

W
H

Accessories Series 
Logex

FZ bases 
The stainless steel AISI 304 base FZ3 is for placing floor-standing enclosures. Two heights are available: H100 and H200mm 
can be inspected on all sides from the opening on the bottom. In very adverse environments, where the utmost protection 
from  atmospheric agents is required, in heights H100 and H200mm it is possible to install the sanitation base FZ3 with closed  
bottom. It can be inspected on all sides with flanges.  

Dimensional table

Technical drawings

Code Dimensions

W H D

FZ3601040 600 100 400

FZ3801040 800 100 400

FZ3801050 800 100 500

FZ3801060 800 100 600

FZ31001040 1000 100 400

FZ31001050 1000 100 500

FZ31001060 1000 100 600

FZ31201040 1200 100 400

FZ31201050 1200 100 500

FZ31201060 1200 100 600

FZ31601040 1600 100 400

FZ31601050 1600 100 500

FZ31601060 1600 100 600

FZ32001040 2000 100 400

FZ32001050 2000 100 500

FZ32001060 2000 100 600

FZ3602040 600 200 400

FZ3802040 800 200 400

FZ3802050 800 200 500

FZ3802060 800 200 600

FZ31002040 1000 200 400

FZ31002050 1000 200 500

FZ31002060 1000 200 600

FZ31202040 1200 200 400

FZ31202050 1200 200 500

FZ31202060 1200 200 600

FZ31602040 1600 200 400

FZ31602050 1600 200 500

FZ31602060 1600 200 600

FZ32002040 2000 200 400

FZ32002050 2000 200 500

FZ32002060 2000 200 600

Side view

Top view

Front view
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Accessories Series 
Logex

PDP feet for bases  
In combination with the bases or floor supports, there are swivel feet with the base in reinforced polyamide, 
diameter 80 mm and stainless steel leg M12-M16-M20; or stainless steel AISI 304 diameter 60 adjustable in height. 
Code PDP00060 with grounding flange.

Dimensional table
Code Description

PDP00050 FEET KIT 4 PCS Ø 60 MM STAINLESS STEEL AISI 304 H105 -165

PDP00060 FEET KIT 4 PCS  Ø 60 MM STAINLESS STEEL AISI 304 H95 - 135 GROUNDING

PDP00070 FEET KIT 4 PCS  Ø 60 MM STAINLESS STEELAISI 304 H140 - 210

PDP00100 FEET AISI 304 M16xH200 WITH TEFLON

PDP00111 FEET AISI 304 M20xH200 WITH TEFLON

PDP00112 FEETAISI 304 M12xH150 WITH TEFLON
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Series 
Logex

PP/PPT control protection window

Dimensional table
Code Description Dimensions

W H D

PP300300 WINDOW WITH DIRECT FASTENING 300 300 55

PP400400 WINDOW WITH DIRECT FASTENING 400 400 55

PP450450 WINDOW WITH DIRECT FASTENING 450 450 55

PP500500 WINDOW WITH DIRECT FASTENING 500 500 55

PP500750 WINDOW WITH DIRECT FASTENING 500 750 55

PP600800 WINDOW WITH DIRECT FASTENING 600 800 55

PPT400400 WINDOW WITH FRAME 400 400 95

PPT450450 WINDOW WITH FRAME 450 450 95

PPT500500 WINDOW WITH FRAME 500 500 95

PPT500750 WINDOW WITH FRAME 500 750 95

PPT600800 WINDOW WITH FRAME 600 800 95

Accessories
Used to ensure the protection of external controls, the polycarbonate windows are made with stainless steel AISI 304 
fastening frames or with direct fastening. Equipped with seal gasket and Yale butterfly lock.
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Accessories
Closing systems
Wrenches and closures used in assembly of the boxes, available separately. 
Available with double wing, triangle, square or wrench imprint.

F3100290C 5
F3100280C 5
F3100310C 5
F3100300C 5
F3200850C 5
F3200740C 5
F3200480C 5
F3201010C 5
F3200030C 5
F3200340C 5

F3100320C 5
F3100330C 5
F3100340C 5
F3100260C 5
F3100250C 5
F3100220C 5

F3200370C 5
F3200760C 5
F3100350C 5
F3100360C 5
F3100380C 5
F3200130C 5
F3100390C 5

F3200080C 10
F3200630C 10
F3200420C 10
F3100270C 10
F3100410C 10
F3200400C 10
F3201190C 10

F3201150C 1
F3201130C 1
F3201140C 1
F3201120C 1
F3200640C 1
F3200750C 1
F3201120C 1
F3201170C 2
FS604640C 2
FS604630C 2
FS604490C 2
FS604940C 2
FS604500C 2
F3201180C 2
F3100180C 4
F3201090C 4

EK 333

EK 333

EK 333

EK 333

EK 333

EK 333

Lock
Lock 
Lock
Lock 
Lock 
Tab for lock H18
Tab for lock H28
Tab for lock H32
Tab for lock H38
Tab for lock H45

Stainless steel lock 
Stainless steel lock  
Stainless steel lock  
Stainless steel tab H18
Stainless steel tab H24
Stainless steel tab H28

Butterfly clasp
Butterfly clasp
Butterfly clasp willock
T-handle lock
T-handle lock 
L-handle lock
L-handle lock

Stainless steel keys
Stainless steel keys
Stainless steel keys
Polyamide keys
Polyamide keys
Polyamide keys
Keys 

Turning handle
Long rod closing system
Short rod closing system
Latch
Latch
Latch
Solid latch
Round rod latch
Stiff rod max H1600
Stiff rod max H1800
Stiff rod max H2000
Stiff rod for single-door max H1600
Stiff rod for single-door max H2000
Round rod max H2000
Stiff rod runner
Round rod runner 

Lock Type

Lock Type

Lock Type

Lock Type

Lock Type

Handles, closing mechanisms and rods used in the assembly of the enclosures, compact and 
modular, available separately. Available with double wing, triangle, square or wrench imprint.

Code Description Qty

Code

Code

Code

Code

Description

Description

Description

Qty

Qty

Qty

Description Qty

Series 
Logex
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Accessories
Gaskets

Screws

m
F3300180C 10
F3300230C 10
F3300640C 25
F3300720C 25
F3300740C 25
F3300170C 10
F3300420C 10
F3300620C 20
F3300450C 20
F3300290C 20
F3300490C 20
09300075 33
09301810 20

F2100040C 25
F2100080C 25
F2100100C 25
F2100010C 25
F2100110C 25
F2100190C 25
F2100230C 25
F2100050C 25
F2100130C 25
F2100090C 25
F2100060C 25
F2100580C 25
F2100180C 25
F2100150C 25
F2100610C 25

F2200010C 50
F2200210C 50
F2200020C 50
F2200140C 50
F2200030C 50
F2200035C 50
F2200040C 50
F2200120C 50
F2200100C 50
F2200090C 50
F2200060C 50
F2200070C 50

F2300010C 50
F2300020C 50
F2300030C 50
F2300040C 50
F2300051C 50
F2300110C 50
F2300090C 50
F2300140C 50

Screws, enclosed nut, nut, stainless steel and nylon washers, used in mounting the enclosures, sold separately.

TC Phillips head screw stainless steel M4x6
TSP Phillips head screw stainless steel M5x14
TC Phillips head screw stainless steel M5x14
TB slot screw stainless steel M5x20
TC Phillips head screw stainless steel M5x30
TC Phillips head screw ZN M5x15
TE flanged screw ZN M6x16
TB Phillips head screw stainless steel M6x12
TSP Phillips head screw stainless steel M6x12
TPS Phillips head screw stainless steel M6x16
TB Phillips head screw stainless steel M6x16
TB Phillips head screw stainless steel M6x30
TCEI screw stainless steel M8x20
TE screw ZN M8x45
TCEI screw stainless steel M12x20

EPDM gasket with steel core
90° EPDM gasket with steel core
EMC/EMV gasket with steel core 
90° EMC/EMV gasket with steel core
Conductive tape EMC/EMV
EPDM gasket for 4 mm Lexan
Corners gaskets 10,5 mm
Siliconic gasket 20x4 mm
Closed cells gasket 15x20 mm
Closed cells gasket 16x4 mm
Closed cells gasket 10x3 mm
Double-sided tape 15x1,1 - black
Double-sided tape 10x1 - trasparent

Stainless steel nut M4
Self-locking stainless steel nut M4 
Stainless steel nut M5
Self-locking stainless steel nut M5
Stainless steel nut M6
Self-locking stainless steel nut M6
Stainless steel nut M8
Self-locking ZN nut M8
Enclosed nut M5 for hole 8,3x8,3
Enclosed nut M6 for hole 8,3x8,3
Enclosed nut M5 for hole 8,3x13
Enclosed nut M6 for hole 8,3x13

Flat nylon washer Ø 4
Flat nylon washer Ø 5
Flat nylon washer Ø 6
Flat nylon washer Ø 8
Flat stainless steel washer Ø 4
Flat stainless steel washer Ø 5
Flat stainless steel washer Ø 6
Flat stainless steel washer Ø 8

Code

Code

Description

Description

Qty

Qty

Code Description Qty

Code Description Qty

Series 
Logex

Self-locking gaskets, for polycarbonate mounting, special adhesives for custom installations with EMC/EMV shield.
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Series Compact
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Series Compact
FC Series: free standing enclosures with single door
The Compact series is the proposal for compact cabinets with or without inner door of medium and large designed for all 
applications where corrosion is a discriminating factor. Product can be customized to client's specifics needs: holes, cutouts 
and different sizes as per your drawings with AISI 316L. Available also with safety glass 3+3mm glued to door.

Certification and protection standards
IP66 IK10    

NEMA TYPE 1, 12, 4, 4X 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Material

Frame Structure from one stainless steel sheet bended and welded. Provided with drilling pitch and 
specific rails for fixing mounting plate.

Door Fixed on frame with stainless steel hidden hinges and relative bolt simply removable. 120° opening 
R or L. Inside door with tubular frame for extra stiffness.

Closing system
Outside system with multipoint rod locking system type provided with turning handle twin 
comb mapping 3 mm. On demand available stainless steel closing system and other kind of 
handle.

Rear panel
Rear panel 1,5 mm gauge bended with one piece foam in place polyurethane gasket equipped 
M6 screws.

Mounting plate In galvanized iron, double bending, fixed on rails and depth suitable 25 mm pitch.

Bottom plate One bottom plate with polyurethane gasket to guarantee the best seal.

Grounding All panels are provided with M6x16 grounding bolts, studs and labels.

Finishing Scotch-Brite finishing.

Supply Single-piece equipment, eyebolts for lifting, removable rear panel, door and mounting plate.

Technical features

Technical drawings

W

H

4 points 
locking system

Front view

D

A

P

Side view

M

N

Bottom view

M

N

Top view

I

L

G

Front view without door

E

F

Inside door view

Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Mounting plate galvanized iron 2,5 mm gauge.



65

Dimensional table

Code Dimensions Weight Volume Usable area 
punching door

Usable 

depth 

hole side

Usable area for 
cable entry 

bottom cabinet

Usable area 
punching roof

Usable area front 
entry cable

Distances 

eyebolts

W H D Kg m³ E F A M N M N I L G P

FC6018040 600 1800 400 95,00 0,432 420 1674 330 440 150 470 295 498 1730 560 290

FC6018050 600 1800 500 105,00 0,540 420 1674 430 440 250 470 395 498 1730 560 390

FC8018040 800 1800 400 125,00 0,576 620 1674 330 640 150 670 295 698 1730 760 290

FC8018050 800 1800 500 130,00 0,720 620 1674 430 640 250 670 395 698 1730 760 390

FC10018040 1000 1800 400 140,00 0,720 820 1674 330 840 150 870 295 898 1730 960 290

FC10018050 1000 1800 500 150,00 0,900 820 1674 430 840 250 870 395 898 1730 960 390

.FC12018040 1200 1800 400 180,00 0,864 420 1674 330 440x2 150 470x2 295 1098 1730 1160 290

*FC12018050 1200 1800 500 185,00 1,080 420 1674 430 440x2 250 470x2 395 1098 1730 1160 390

*FC14018040 1400 1800 400 195,00 1,008 520 1674 330 540x2 150 570x2 295 1298 1730 1360 290

*FC14018050 1400 1800 500 205,00 1,260 520 1674 430 540x2 250 570x2 395 1298 1730 1360 390

*FC16018040 1600 1800 400 220,00 1,152 620 1674 330 640x2 150 670x2 295 1498 1730 1560 290

*FC16018050 1600 1800 500 235,00 1,440 620 1674 430 640x2 250 670x2 395 1498 1730 1560 390

FC6020040 600 2000 400 110,00 0,480 420 1874 330 440 150 470 295 498 1930 560 290

FC6020050 600 2000 500 115,00 0,600 420 1874 430 440 250 470 395 498 1930 560 390

FC8020040 800 2000 400 130,00 0,640 620 1874 330 640 150 670 295 698 1930 760 290

FC8020050 800 2000 500 140,00 0,800 620 1874 430 640 250 670 395 698 1930 760 390

FC10020040 1000 2000 400 155,00 0,800 820 1874 330 840 150 870 295 898 1930 960 290

FC10020050 1000 2000 500 160,00 1,000 820 1874 430 840 250 870 395 989 1930 960 390

*FC12020040 1200 2000 400 190,00 0,960 420 1874 330 440x2 150 470x2 295 1098 1930 1160 290

*FC12020050 1200 2000 500 200,00 1,200 420 1874 430 440x2 250 470x2 395 1098 1930 1160 390

*FC14020040 1400 2000 400 215,00 1,120 520 1874 330 540x2 150 570x2 295 1298 1930 1360 290

*FC14020050 1400 2000 500 230,00 1,400 520 1874 430 540x2 250 570x2 395 1298 1930 1360 390

*FC16020040 1600 2000 400 250,00 1,280 620 1874 330 640x2 150 670x2 295 1498 1930 1560 290

*FC16020050 1600 2000 500 260,00 1,600 620 1937 430 640x2 250 670x2 395 1498 1930 1560 390

* FREE STANDING ENCLOSURES WITH DOUBLE DOOR - IP55 IK10
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Series Compact
FC Series: free standing enclosures with double door

Certification and protection standards

The Compact series is the proposal for compact cabinets with or without inner door of medium and large designed for all 
applications where corrosion is a discriminating factor. Product can be customized to client's specifics needs: holes, cutouts 
and different sizes as per your drawings with AISI 316L. Available also with safety glass 3+3mm glued to door.

IP55 IK10    
NEMA TYPE 1, 12 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Material

Frame

Doors Fixed on frame with stainless steel hidden hinges and relative bolt simply removable. 120° opening 
R or L. Inside door with tubular frame for extra stiffness.

Closing system
Outside system with multipoint rod locking system type provided with turning handle twin 
comb mapping 3 mm. On demand available stainless steel closing system and other kind of 
handle.

Rear panel
Rear panel 1,5 mm gauge bended with one piece foam in place polyurethane gasket equipped 
M6 screws. Double panel from depth 1400 mm.

Mounting plate In galvanized iron, double bending, fixed on rails and depth suitable 25 mm pitch. 
Two mounting plate on 1600 mm wide.

Bottom plate Two bottom plates with polyurethane gasket to guarantee the best seal. 

Grounding All panels are provided with M6x16 grounding bolts, studs and labels.

Finishing Scotch-Brite finishing.

Supply Single-piece equipment, eyebolts for lifting, two removable rear panels, two doors and mounting plates.

Technical features

Technical drawings

W

H

3 points  
locking system

Front view

D

A

P

Side view

N

M

Bottom view Only for 1200/1400/1600 
support on bottom

N

M

200

Top view
Only for 1200/1400/1600 
support on top

E

F

E

F

Inside door view

I

L

G

Front view without doors

200

* DIMENSIONAL TABLE ON PAGE 65

Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Mounting plate galvanized iron 2,5 mm gauge.

Structure from one stainless steel sheet bended and welded. Provided with drilling pitch and 
specific rails for fixing mounting plate.
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Accessories Series
Compact

Mounting plate
Built in galvanized iron, with double bending 2,5 mm gauge.

PIA intermediate plate
PIA: senzimir plate for the joining of internal plates in a set of enclosures.

H

W

Mounting plate

33

Mounting plate
side view

Dimensional tableTechnical drawings
Code Tight internal plate

W H

PI40180 300 1716

PI60180 500 1716

*PI80180 700 1716

PI100180 900 1716

PI120180 1100 1716

PI140180 1300 1716

PI40200 300 1916

PI60200 500 1916

*PI80200 700 1916

PI100200 900 1916

PI120200 1100 1916

PI140200 1300 1916

Code Description Dimensions

W H

PIA1800 PIA H1800 FOR TIGHT INTERNAL PLATE 140 1800

PIA2000 PIA H2000 FOR TIGHT INTERNAL PLATE 140 2000

Dimensional table

* For FC1600 no.2 mounting plate 700 mm depth plus intermediate plate (PIA)

H

W
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TC inner door 
Built in AISI 304, 1,5 mm gauge, bended on long side and inside holed at 25 mm pitch. 
Inner door adjustable depth at 25 mm pitch. 

Dimensional table
Code Usable dimension inner door Usable area punching inner door

W H A C

TC60180 FC6018040 / 50 500 1700 460 1680

TC80180 FC8018040 / 50 700 1700 660 1680

TC100180 FC10018040 / 50 900 1700 860 1680

TC120180 FC12018040 / 50 500+500* 1700 460+460 1680

TC140180 FC14018040 / 50 600+600* 1700 560+560 1680

TC160180 FC16018040 / 50 700+700* 1700 660+660 1680

TC60200 FC6020040 / 50 500 1900 460 1880

TC80200 FC8020040 / 50 700 1900 660 1880

TC100200 FC10020040 / 50 900 1900 860 1880

TC120200 FC12020040 / 50 500+500* 1900 460+460 1880

TC140200 FC14020040 / 50 600+600* 1900 560+560 1880

TC160200 FC16020040 / 50 700+700* 1900 660+660 1880

Accessories 
Technical drawings

W

H

31,5
A

C

4,5

25

* No.2 inner doors overlapping on central post.

Inner door front view Inner door 
side view

Inner door rear view

Series
Compact
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TR frame RACK 19"
Frame RACK 19” fastened for W600 models and revolving for other dimensions. Built in AISI 304.

Dimensional table

Code Dimensions frame Rack 19"

W H

TR60180 500 1700

TR80180 700 1700

TR100180 900 1700

TR60200 500 1900

TR80200 700 1900

TR100200 900 1900

Accessories 

Technical drawings

W

H

489

Front view 

80

Side view

450

465

Rear view

Series
Compact
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TPA rain shield
In outdoor environments, to ensure greater protection from atmospheric elements, on the Compact series it is possible 
to install protection covers, attached to the metalwork by means of included fastening systems. Built in AISI 304.

Dimensional table
Code Description Dimensions

W H D

TPA6040 RAIN SHIELD FC SERIES 700 160 600

TPA6050 RAIN SHIELD FC SERIES 700 160 700

TPA8040 RAIN SHIELD FC SERIES 900 160 600

TPA8050 RAIN SHIELD FC SERIES 900 160 700

TPA10040 RAIN SHIELD FC SERIES 1100 160 600

TPA10050 RAIN SHIELD FC SERIES 1100 160 700

TPA12040 RAIN SHIELD FC SERIES 1300 160 600

TPA12050 RAIN SHIELD FC SERIES 1300 160 700

TPA14040 RAIN SHIELD FC SERIES 1500 160 600

TPA14050 RAIN SHIELD FC SERIES 1500 160 700

TPA16040 RAIN SHIELD FC SERIES 1700 160 600

TPA16050 RAIN SHIELD FC SERIES 1700 160 700

Accessories 

Technical drawings

W

W+100

HH
+1

60

Front view

D

50 150

15
°25°

Side view

Series
Compact
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Accessories  

FLG slash-type cable entry flange
As an alternative to standars cable entry flanges, slash-type cable entry flanges built in AISI 304 in two pieces with gasket 
simplify cable entry. The use is advised in combination with sanitation base.

Code Description Dimensions

W D

FLG6040C SLASH-TYPE CABLE ENTRY FLANGE FC SERIES 490 250

FLG6050C SLASH-TYPE CABLE ENTRY FLANGE FC SERIES 490 350

FLG7040C SLASH-TYPE CABLE ENTRY FLANGE FC SERIES 590 250

FLG7050C SLASH-TYPE CABLE ENTRY FLANGE FC SERIES 590 350

FLG8040C SLASH-TYPE CABLE ENTRY FLANGE FC SERIES 690 250

FLG8050C SLASH-TYPE CABLE ENTRY FLANGE FC SERIES 690 350

FLG10040C SLASH-TYPE CABLE ENTRY FLANGE FC SERIES 890 250

FLG10050C SLASH-TYPE CABLE ENTRY FLANGE FC SERIES 890 350

Code Description Dimensions

W H

TS00030 POLYAMIDE-PVC DATA POCKET A4 210 300

TS00010 STAINLESS STEEL DATA POCKET A4 210 300

TS00400* STAINLESS STEEL DATA POCKET W400 400 250

TS00600* STAINLESS STEEL DATA POCKET W600 600 250

TS00800* STAINLESS STEEL DATA POCKET W800 800 250

TS01000* STAINLESS STEEL DATA POCKET W1000 1000 250

TS data pocket
Internal pocket attached to door for documents in A3/A4 format. Available in stainless steel and polyamide-PVC.

W

330

15
0

278

W

H

40

33,5

Polyamide-PVC data pocket 

H

Technical drawings

Dimensional table

* To fix on door frame

Front view

Front view

Side view

Side view

Series
Compact

Stainless steel AISI 304 
data pocket 
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D
H

H

D

W
H

Accessories
FZ plinths
The stainless steel AISI 304 plinth FZ3 is for placing floor-standing enclosures. Two heights are available: H100 and 
H200mm can be inspected on all sides from the opening on the bottom. In very adverse environments, where the utmost 
protection from atmospheric agents is required, in heights H100 and H200mm it is possible to install the sanitation plinth 
FZ3...S with closed bottom. It can be inspected on all sides with flanges.  

Dimensional table
Technical drawings

Code Dimensions

W H D

FZ3601040 600 100 400

FZ3601050 600 100 500

FZ3801040 800 100 400

FZ3801050 800 100 500

FZ31001040 1000 100 400

FZ31001050 1000 100 500

FZ31201040 1200 100 400

FZ31201050 1200 100 500

FZ31401040 1400 100 400

FZ31401050 1400 100 500

FZ31601040 1600 100 400

FZ31601050 1600 100 500

FZ3602040 600 200 400

FZ3602050 600 200 500

FZ3802040 800 200 400

FZ3802050 800 200 500

FZ31002040 1000 200 400

FZ31002050 1000 200 500

FZ31202040 1200 200 400

FZ31202050 1200 200 500

FZ31402040 1400 200 400

FZ31402050 1400 200 500

FZ31602040 1600 200 400

FZ31602050 1600 200 500

Side view

Front view

Top view

Series
Compact
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Accessories
PL pull-up work surface
Designed for installation on the door tubular frame, this accessory offers a large work surface which can be pulled out 
quickly and safely and put away to maximize space. Built in AISI 304.

Code Description Dimensions Qty

W No.

PL600 WORK SURFACE W600 600 1

PL800 WORK SURFACE W800 800 1

PL1000 WORK SURFACE W1000 1000 1

Dimensional table

W

Series
Compact
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Accessories
PP/PPT control protection window

 Dimensional table
Code Description Dimensions

W H D

PP300300 DIRECT FASTENING WINDOW 300 300 55

PP400400 DIRECT FASTENING WINDOW 400 400 55

PP450450 DIRECT FASTENING WINDOW 450 450 55

PP500500 DIRECT FASTENING WINDOW 500 500 55

PP500750 DIRECT FASTENING WINDOW 500 750 55

PP600800 DIRECT FASTENING WINDOW 600 800 55

PPT400400 FASTENING FRAME WINDOW 400 400 95

PPT450450 FASTENING FRAME WINDOW 450 450 95

PPT500500 FASTENING FRAME WINDOW 500 500 95

PPT500750 FASTENING FRAME WINDOW 500 750 95

PPT600800 FASTENING FRAME WINDOW 600 800 95

Series
Compact

Used to ensure the protection of external controls, the polycarbonate windows are made with stainless steel AISI 304 
fastening frames or with direct fastening. Equipped with seal gasket and Yale butterfly lock.
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Accessories  

PDP feet for plinths
In combination with the plinths or floor supports, there are swivel feet with the base in reinforced polyamide, 
diameter 80mm and stainless steel leg M12-M16-M20; or stainless steel AISI 304 diameter 60 adjustable in height. 
Code PDP00060 with grounding flange.

Dimensional table
Code Description

PDP00050 FEET KIT 4 PCS Ø 60 MM STAINLESS STEELAISI 304 H105 -165

PDP00060 FEET KIT 4 PCS  Ø 60 MM STAINLESS STEEL AISI 304 H95 - 135 GROUNDING

PDP00070 FEET KIT 4 PCS  Ø 60 MM STAINLESS STEEL AISI 304 H140 - 210

PDP00100 FEET AISI 304 M16xH200 WITH TEFLON

PDP00111 FEET AISI 304 M20xH200 WITH TEFLON

PDP00112 FEET AISI 304 M12xH150 WITH TEFLON

VC cable compartment
Designed to allow cables to be dropped down from the upper part of the enclosure; H200mm with inspection possible 
on all sides, as an option it is possible to request rapid opening with the front and back sides with hinged opening, 
allowing access to the compartment at any time.

Code Description Dimensions

W H D

VC3602040 CABLE COMPARTMENT 600 200 400

VC3602050 CABLE COMPARTMENT 600 200 500

VC3802040 CABLE COMPARTMENT 800 200 400

VC3802050 CABLE COMPARTMENT 800 200 500

VC31002040 CABLE COMPARTMENT 1000 200 400

VC31002050 CABLE COMPARTMENT 1000 200 500

VC31202040 CABLE COMPARTMENT 1200 200 400

VC31202050 CABLE COMPARTMENT 1200 200 500

VC31402040 CABLE COMPARTMENT 1400 200 400

VC31402050 CABLE COMPARTMENT 1400 200 500

VC31602040 CABLE COMPARTMENT 1600 200 400

VC31602050 CABLE COMPARTMENT 1600 200 500

Series
Compact
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Accessories
Closing systems
Wrenches and closures used in assembly of the boxes, available separately. 
Available with double wing, triangle, square or wrench imprint.

F3100290C 5
F3100280C 5
F3100310C 5
F3100300C 5
F3200850C 5
F3200740C 5
F3200480C 5
F3201010C 5
F3200030C 5
F3200340C 5

F3100320C 5
F3100330C 5
F3100340C 5
F3100260C 5
F3100250C 5
F3100220C 5

F3200370C 5
F3200760C 5
F3100350C 5
F3100360C 5
F3100380C 5
F3200130C 5
F3100390C 5

F3200080C 10
F3200630C 10
F3200420C 10
F3100270C 10
F3100410C 10
F3200400C 10
F3201190C 10

F3201150C 1
F3201130C 1
F3201140C 1
F3201120C 1
F3200640C 1
F3200750C 1
F3201120C 1
F3201170C 2
FS604640C 2
FS604630C 2
FS604490C 2
FS604940C 2
FS604500C 2
F3201180C 2
F3100180C 4
F3201090C 4

EK 333

EK 333

EK 333

EK 333

EK 333

EK 333

Lock
Lock 
Lock
Lock 
Lock 
Tab for lock H18
Tab for lock H28
Tab for lock H32
Tab for lock H38
Tab for lock H45

Stainless steel lock 
Stainless steel lock  
Stainless steel lock  
Stainless steel tab H18
Stainless steel tab H24
Stainless steel tab H28

Butterfly clasp
Butterfly clasp
Butterfly clasp willock
T-handle lock
T-handle lock 
L-handle lock
L-handle lock

Stainless steel keys
Stainless steel keys
Stainless steel keys
Polyamide keys
Polyamide keys
Polyamide keys
Keys 

Turning handle
Long rod closing system
Short rod closing system
Latch
Latch
Latch
Solid latch
Round rod latch
Stiff rod max H1600
Stiff rod max H1800
Stiff rod max H2000
Stiff rod for single-door max H1600
Stiff rod for single-door max H2000
Round rod max H2000
Stiff rod runner
Round rod runner 

Lock Type

Lock Type

Lock Type

Lock Type

Lock Type

Handles, closing mechanisms and rods used in the assembly of the enclosures, compact and 
modular, available separately. Available with double wing, triangle, square or wrench imprint.

Code Description Qty

Code

Code

Code

Code

Description

Description

Description

Qty

Qty

Qty

Description Qty

Series
Compact
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Accessories
Gaskets

Screws

m
F3300180C 10
F3300230C 10
F3300640C 25
F3300720C 25
F3300740C 25
F3300170C 10
F3300420C 10
F3300620C 20
F3300450C 20
F3300290C 20
F3300490C 20
09300075 33
09301810 20

F2100040C 25
F2100080C 25
F2100100C 25
F2100010C 25
F2100110C 25
F2100190C 25
F2100230C 25
F2100050C 25
F2100130C 25
F2100090C 25
F2100060C 25
F2100580C 25
F2100180C 25
F2100150C 25
F2100610C 25

F2200010C 50
F2200210C 50
F2200020C 50
F2200140C 50
F2200030C 50
F2200035C 50
F2200040C 50
F2200120C 50
F2200100C 50
F2200090C 50
F2200060C 50
F2200070C 50

F2300010C 50
F2300020C 50
F2300030C 50
F2300040C 50
F2300051C 50
F2300110C 50
F2300090C 50
F2300140C 50

Screws, enclosed nut, nut, stainless steel and nylon washers, used in mounting the enclosures, sold separately.

TC Phillips head screw stainless steel M4x6
TSP Phillips head screw stainless steel M5x14
TC Phillips head screw stainless steel M5x14
TB slot screw stainless steel M5x20
TC Phillips head screw stainless steel M5x30
TC Phillips head screw ZN M5x15
TE flanged screw ZN M6x16
TB Phillips head screw stainless steel M6x12
TSP Phillips head screw stainless steel M6x12
TPS Phillips head screw stainless steel M6x16
TB Phillips head screw stainless steel M6x16
TB Phillips head screw stainless steel M6x30
TCEI screw stainless steel M8x20
TE screw ZN M8x45
TCEI screw stainless steel M12x20

EPDM gasket with steel core
90° EPDM gasket with steel core
EMC/EMV gasket with steel core 
90° EMC/EMV gasket with steel core
Conductive tape EMC/EMV
EPDM gasket for 4 mm Lexan
Corners gaskets 10,5 mm
Siliconic gasket 20x4 mm
Closed cells gasket 15x20 mm
Closed cells gasket 16x4 mm
Closed cells gasket 10x3 mm
Double-sided tape 15x1,1 - black
Double-sided tape 10x1 - trasparent

Stainless steel nut M4
Self-locking stainless steel nut M4 
Stainless steel nut M5
Self-locking stainless steel nut M5
Stainless steel nut M6
Self-locking stainless steel nut M6
Stainless steel nut M8
Self-locking ZN nut M8
Enclosed nut M5 for hole 8,3x8,3
Enclosed nut M6 for hole 8,3x8,3
Enclosed nut M5 for hole 8,3x13
Enclosed nut M6 for hole 8,3x13

Flat nylon washer Ø 4
Flat nylon washer Ø 5
Flat nylon washer Ø 6
Flat nylon washer Ø 8
Flat stainless steel washer Ø 4
Flat stainless steel washer Ø 5
Flat stainless steel washer Ø 6
Flat stainless steel washer Ø 8

Code

Code

Description

Description

Qty

Qty

Code Description Qty

Code Description Qty

Series
Compact

Self-locking gaskets, for polycarbonate mounting, special adhesives for custom installations with EMC/EMV shield.
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Series Armod
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Series Armod
FR Series: modular cabinets in stainless steel with single door
The Armod series is the proposal for the modular cabinets with or without inner door for standars applications, systems Rack 
19" or PC housing. They are designed for all applications where corrosion is a discriminating factor and are available in 
stainless steel AISI 304 or AISI 316L in Scotch-Brite finishing. Frame is in profiled stailess steel thickness 15/10 + 15/10. Door 
thickness 15/10 with structural frame. Product can be customized to client's specific needs. Available also with safety glass 
door 3+3 mm (FRV).

Certification and protection standards
IP66 IK10    

NEMA TYPE 1, 12, 4, 4X 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Material

Frame Structure from one stainless steel sheet bended and welded. Provided with drilling on 25 mm 
pitch and  specific rails for fixing mounting plate.

Door Bended and fixed on frame with stainless steel hidden hinges and relative bolt simply removable. 
120° opening R or L. Inside door with tubular frame for extra stiffness.

Closing system
Chromate lock with twin comb mapping 3 mm. Outside system with multipoint rod locking 
system type. On demand available stainless steel closing system and other kind of handle.

Rear panel
Rear panel 1,5 mm gauge bended with one piece foam in place polyurethan gasket equipped
M6 screws. 

Mounting plate In galvanized iron, double bending, sliding on rails and depth suitable 25 mm pitch.

Bottom plate Bottom plate with polyurethane gasket to guarantee the best seal.

Grounding All panels are provided with M6x16 grounding bolts, studs and labels.

Finishing Scotch-Brite finishing.

Supply Structure in stainless steel profiles, eyebolts for lifting, door, removable rear panel and mounting plate.

Technical features
Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Bottom plates in stainless steel 1,5 mm gauge. Mounting plate galvanized iron 2,5 mm gauge.
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Dimensional table

W H D Kg m³ E F A C M N M N I L G P

FR4018050 400 1800 500 75,0 0,360 220 1674 340 1730 240 250 270 345 298 1730 330 400

FR4018060 400 1800 600 80,0 0,432 220 1674 440 1730 240 350 270 445 298 1730 330 500

FR4018080 400 1800 800 85,0 0,576 220 1674 640 1730 240 550 270 645 298 1730 330 700

FR6018050 600 1800 500 100,0 0,540 420 1674 340 1730 440 250 470 345 498 1730 530 400

FR6018060 600 1800 600 115,0 0,648 420 1674 440 1730 440 350 470 445 498 1730 530 500

FR6018080 600 1800 800 120,0 0,864 420 1674 640 1730 440 550 470 645 498 1730 530 700

FR8018050 800 1800 500 125,0 0,720 620 1674 340 1730 640 250 670 345 698 1730 730 400

FR8018060 800 1800 600 130,0 0,864 620 1674 440 1730 640 350 670 445 698 1730 730 500

FR8018080 800 1800 800 150,0 1,152 620 1674 640 1730 640 550 670 645 698 1730 730 700

FR10018050 1000 1800 500 175,0 0,900 820 1674 340 1730 840 250 870 345 898 1730 930 400

FR10018060 1000 1800 600 180,0 1,080 820 1674 440 1730 840 350 870 445 898 1730 930 500

FR10018080 1000 1800 800 185,0 1,440 820 1674 640 1730 840 550 870 645 898 1730 930 700

*FR12018050 1200 1800 500 170,0 1,080 420 1674 340 1730 440x2 250 470x2 345 1098 1730 1130 400

*FR12018060 1200 1800 600 180,0 1,296 420 1674 440 1730 440x2 350 470x2 445 1098 1730 1130 500

*FR12018080 1200 1800 800 205,0 1,728 420 1674 640 1730 440x2 550 470x2 645 1098 1730 1130 700

FR16018050 1600 1800 500 245,0 1,440 620 1674 340 1730 640x2 250 670x2 345 698x2 1730 1530 400

FR16018060 1600 1800 600 260,0 1,728 620 1674 440 1730 640x2 350 670x2 445 698x2 1730 1530 500

FR16018080 1600 1800 800 270,0 2,304 620 1674 640 1730 640x2 550 670x2 645 698x2 1730 1530 700

FR24018050 2400 1800 500 370,0 2,160 620 1674 340 1730 640x3 250 670x3 345 698x3 1730 2330 400

FR24018060 2400 1800 600 385,0 2,592 620 1674 440 1730 640x3 350 670x3 445 698x3 1730 2330 500

FR24018080 2400 1800 800 400,0 3,456 620 1674 640 1730 640x3 550 670x3 645 698x3 1730 2330 700

FR4020050 400 2000 500 85,0 0,400 220 1874 340 1930 240 250 270 345 298 1930 330 400

FR4020060 400 2000 600 90,0 0,480 220 1874 440 1930 240 350 270 445 298 1930 330 500

FR4020080 400 2000 800 95,0 0,640 220 1874 640 1930 240 550 270 645 298 1930 330 700

FR6020050 600 2000 500 115,0 0,600 420 1874 340 1930 440 250 470 345 498 1930 530 400

FR6020060 600 2000 600 130,0 0,720 420 1874 440 1930 440 350 470 445 498 1930 530 500

FR6020080 600 2000 800 140,0 0,960 420 1874 640 1930 440 550 470 645 498 1930 530 700

FR8020050 800 2000 500 145,0 0,800 620 1874 340 1930 640 250 670 345 698 1930 730 400

FR8020060 800 2000 600 150,0 0,960 620 1874 440 1930 640 350 670 445 698 1930 730 500

FR8020080 800 2000 800 175,0 1,280 620 1874 640 1930 640 550 670 645 698 1930 730 700

FR10020050 1000 2000 500 190,0 1,000 820 1874 340 1930 840 250 870 345 898 1930 930 400

FR10020060 1000 2000 600 200,0 1,200 820 1874 440 1930 840 350 870 445 898 1930 930 500

FR10020080 1000 2000 800 210,0 1,600 820 1874 640 1930 840 550 870 645 898 1930 930 700

*FR12020050 1200 2000 500 205,0 1,200 420 1874 340 1930 440x2 250 470x2 345 1098 1930 1130 400

*FR12020060 1200 2000 600 220,0 1,440 420 1874 440 1930 440x2 350 470x2 445 1098 1930 1130 500

*FR12020080 1200 2000 800 235,0 1,920 420 1874 640 1930 440x2 550 470x2 645 1098 1930 1130 700

FR16020050 1600 2000 500 280,0 1,600 620 1874 340 1930 640x2 250 670x2 345 698x2 1930 1530 400

FR16020060 1600 2000 600 300,0 1,920 620 1874 440 1930 640x2 350 670x2 445 698x2 1930 1530 500

FR16020080 1600 2000 800 310,0 2,560 620 1874 640 1930 640x2 550 670x2 645 698x2 1930 1530 700

FR24020050 2400 2000 500 425,0 2,400 620 1874 340 1930 640x3 250 670x3 345 698x3 1930 2330 400

FR24020060 2400 2000 600 450,0 2,880 620 1874 440 1930 640x3 350 670x3 445 698x3 1930 2330 500

FR24020080 2400 2000 800 460,0 3,840 620 1874 640 1930 640x3 550 670x3 645 698x3 1930 2330 700

Code Dimensions Weight Volume
Usable area 

punching door

Usable 

depth 

hole side

Usable 

height

Usable area for 

cable entry 

bottom cabinet

Usable area 

punching roof

Usable area front 

entry cable

Distances 

eyebolts

FREE STANDING ENCLOSURES WITH DOUBLE DOOR - IP55 IK10*
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Technical drawings
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4 points locking system

Front view
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Side view

M

N

Bottom view
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Front view without door

E
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Inside door view

M
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Top view
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Series Armod
FR Series: modular cabinets in stainless steel with double door

Wide 1200, IP55, 2 overlapping doors.
Wide 1600/2400 - IP66, 2/3 single door wide 800mm free-standing each other.

Certification and protection standards

The Armod series is the proposal for the modular cabinets with or without inner door for standars applications, systems Rack 
19" or PC housing. They are designed for all applications where corrosion is a discriminating factor and are available in 
stainless steel AISI 304 or AISI 316L in Scotch-Brite finishing. Frame is in profiled stailess steel thickness 15/10 + 15/10. Door 
thickness 15/10 with structural frame. Product can be customized to client's specific needs. Available also with safety glass 
door 3+3 mm (FRV).

IP55 IK10    
NEMA TYPE 1, 12 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Material

Frame Structure from one stainless steel sheet bended and welded. Provided with drilling on 25 mm 
pitch and specific rails for fixing mounting plate.

Door Bended and fixed on frame with stainless steel hidden hinges and relative bolt simply removable. 
120° opening R or L. Inside door with tubular frame for extra stiffness.

Closing system
Chromate lock with twin comb mapping 3 mm. Outside system with multipoint rod locking 
system type. On demand available stainless steel closing system and other kind of handle.

Rear panel
Rear panel 1,5 mm gauge bended with one piece foam in place polyurethane 
gasket equipped M6 screws. 

Mounting plate In galvanized iron, double bending, sliding on rails and depth suitable 25 mm pitch.

Bottom plate Two bottom plates with polyurethan gasket to guarantee the best seal.
On W2400 model there are three bottom plates.

Grounding All panels are provided with M6x16 grounding bolts, studs and labels.

Finishing Scotch-Brite finishing.

Supply Structure in stainless steel profiles, eyebolts for lifting, doors, removable rear panels and 
mounting plate.

Technical features

Technical drawings

W

H

Front view

4 points
locking system
(3 points for 
W1200)

A

C

D

P

Side view

M

N

200
Top view

M

N

200

For 1200/1600 one cross element on bottom 
for 2400 two cross elements on bottom

I

L

G

Front view without doors

E

F

E

F

Inside door view

Bottom view
For 1200/1600 one cross element on 
roof for 2400 two cross elements on roof

Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). 
Bottom plates in stainless steel 1,5 mm gauge. Mounting plate galvanized iron 2,5 mm gauge.
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Series Armod
FRPC Series: modular system cabinets for PC housing
Cabinets for PC housing are built for satisfying needs of computer using in industrial environments, so to guarantee 
an high IP protection level. Built in AISI 304.

Certification and protection standards
IP66 IK10    

NEMA TYPE 1, 12, 4, 4X 89/392/EEC

 EN 62208 : 2011 UL  508 A
NEMA STANDARD PUBLICATION 250

EN 60529/09.200 
EN 50102/05.96
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Material

Frame
Stainless steel frame structure with 13x8mm, holes pattern 25mm distance between holes for 
equipment mounting. Structure divided in 3 compartments for the housing of: PC, keyboard, 
mouse and printer.

Door Bended and welded on corners. Fixed with stainless steel hidden hinges and relative bolt simply 
removable. 120° opening. 

Closing system
Chromate lock with twin comb mapping 3 mm. Outside system with multipoint rod locking 
system type. On demand available stainless steel closing system and other kind of handle.

Rear panel
Rear panel 1,5 mm gauge bended with one piece foam in place polyurethane gasket equipped 
M6 screws. 

Mounting plate In galvanized iron, double bending, sliding on rails and depth suitable 25 mm pitch.

Grounding All panels are provided with M6x16 grounding bolts, studs and labels

Finishing Scotch-Brite finishing.

Supply Structure in stainless steel profiles, eyebolts for lifting, doors, removable rear panels and mounting 
plate.

Technical features

Dimensional table

Code Description Dimensions

W H D

FRPC6018060 MODULAR SYSTEM CABINETS FOR PC HOUSING 600 1800 600

FRPC6018080 MODULAR SYSTEM CABINETS FOR PC HOUSING 600 1800 800

FRPC6020060 MODULAR SYSTEM CABINETS FOR PC HOUSING 600 2000 600

FRPC6020080 MODULAR SYSTEM CABINETS FOR PC HOUSING 600 2000 800

Stainless steel AISI 304 (EN 1.4301) 1,5 mm gauge - on demand AISI 316L (EN1.4404). Bottom 
plates in stainless steel 1,5 mm gauge. Mounting plate reduced in galvanized iron 2,5 mm gauge.
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Accessories Series 
Armod

Mounting plate
Built in galvanized iron, with double bending 2,5 mm gauge.

PIA intermediate plate
Pia: senzimir plate for the joining of internal plates in a set of enclosures.

Dimensional tableTechnical drawings
Code

W H
PIFR40180 400 1716
PIFR60180 600 1716
PIFR80180 800 1716
PIFR100180 1000 1716
PIFR120180 1200 1716
PIFR40200 400 1916
PIFR60200 600 1916
PIFR80200 800 1916
PIFR100200 1000 1916
PIFR120200 1200 1916

Code
W H

PI40180 300 1716

PI60180 500 1716
PI80180 700 1716
PI100180 900 1716
PI120180 1100 1716
PI40200 300 1916
PI60200 500 1916
PI80200 700 1916
PI100200 900 1916
PI120200 1100 1916

Code Description Dimensions

W H

PIA1800 PIA H1800 FOR TIGHT INTERNAL PLATE 140 1800

PIA2000 PIA H2000 FOR TIGHT INTERNAL PLATE 140 2000

Dimensional table

W

H

Mounting plate
front view

33

H

W

33

PIFR PI

H

W

Mounting plate
front view

Mounting plate
side view

Mounting plate
side view

Tight internal plate

Width internal plate

PIAFR JOINING FOR WIDTH INTERNAL PLATE 300   -
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Serie
Armod

TC inner door
Built in AISI 304 1,5 mm gauge, bended on long side and inside holed at 25mm pitch. 
Inner door depth adjustable at 25mm pitch. 

Dimensional table
Code Code ref. FR Inner door dimensions Usable area for punching inner door

W H A C

TC60180 FR6018050 / 60 / 80 500 1700 460 1680

TC80180 FR8018050 / 60 / 80 700 1700 660 1680

TC100180 FR10018050 / 60 / 80 900 1700 860 1680

TC120180 FR12018050 / 60 / 80 500+500* 1700 460+460 1680

TC160180 FR16018050 / 60 / 80 700+700* 1700 660+660 1680

TC60200 FR6020050 / 60 / 80 500 1900 460 1880

TC80200 FR8020050 / 60 / 80 700 1900 660 1880

TC100200 FR10020050 / 60 / 80 900 1900 860 1880

TC120200 FR12020050 / 60 / 80 500+500* 1900 460+460 1880

TC160200 FR16020050 / 60 / 80 700+700* 1900 660+660 1880

Accessories Series 
Armod

Technical drawings

W

H

31,5
A

C

4,5

25

Inner door rear viewInner door front view Inner door 
side view

* No.2 inner doors overlapping on central post.
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TR frame RACK 19"

Dimensional table
Code Dimensions frame RACK 19"

W H

TR60180 500 1700

TR80180 700 1700

TR100180 900 1700

TR60200 500 1900

TR80200 700 1900

TR100200 900 1900

Accessories

Technical drawings

W

H

489

Front view 

80

Side view

450

465

Rear view

Series 
Armod

Frame RACK 19” fastened for W600 models and revolving for other dimensions. Built in AISI 304.
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Serie
Armod

TPA rain shield

Dimensional table
Code Description Dimensions

W H D

TPA4050 RAIN SHIELD FR SERIES 500 160 700

TPA4060 RAIN SHIELD FR SERIES 500 160 800

TPA4080 RAIN SHIELD FR SERIES 500 160 1000

TPA6050 RAIN SHIELD FR SERIES 700 160 700

TPA6060 RAIN SHIELD FR SERIES 700 160 800

TPA6080 RAIN SHIELD FR SERIES 700 160 1000

TPA8050 RAIN SHIELD FR SERIES 900 160 700

TPA8060 RAIN SHIELD FR SERIES 900 160 800

TPA8080 RAIN SHIELD FR SERIES 900 160 1000

TPA10050 RAIN SHIELD FR SERIES 1100 160 700

TPA10060 RAIN SHIELD FR SERIES 1100 160 800

TPA10080 RAIN SHIELD FR SERIES 1100 160 1000

TPA12050 RAIN SHIELD FR SERIES 1300 160 700

TPA12060 RAIN SHIELD FR SERIES 1300 160 800

TPA12080 RAIN SHIELD FR SERIES 1300 160 1000

TPA16050 RAIN SHIELD FR SERIES 1700 160 700

TPA16060 RAIN SHIELD FR SERIES 1700 160 800

TPA16080 RAIN SHIELD FR SERIES 1700 160 1000

TPA24050 RAIN SHIELD FR SERIES 2500 160 700

TPA24060 RAIN SHIELD FR SERIES 2500 160 800

TPA24080 RAIN SHIELD FR SERIES 2500 160 1000

Accessories

Technical drawings

Series 
Armod

W

W+100

H

H
+1

60

Front view

D

50 150

15
°25°

Side view

In outdoor environments, to ensure greater protection from atmospheric elements, on the Compact series it is possible 
to install protection covers, attached to the metalwork by means of included fastening systems. Built in AISI 304.
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Accessories Series 
Armod

Dimensional table
Code Description Dimensions Weight Form No.

W H Kg
TM1800 MODULAR FRAME KIT FR SERIES 30 1730 5,00
TM2000 MODULAR FRAME KIT FR SERIES 30 1930 7,00

KMA6020 OPEN PANEL 490 200 1,00 22
KMA6030 OPEN PANEL 490 300 1,20 22
KMA6040 OPEN PANEL 490 400 1,50 22
KMA6060 OPEN PANEL 490 600 2,50 22
KMA8020 OPEN PANEL 690 200 1,20 30
KMA8030 OPEN PANEL 690 300 1,50 30
KMA8040 OPEN PANEL 690 400 2 30
KMA8060 OPEN PANEL 690 600 3 30

KMA10020 OPEN PANEL 890 200 2 42

KMA10030 OPEN PANEL 890 300 2,5 42
KMA10040 OPEN PANEL 890 400 3 42
KMA10060 OPEN PANEL 890 600 4,5 42

KMG00251G MODULAR BRACKETS FR SERIES - -
KMP6020 INTERMEDIATE PLATE 520 200 2,5
KMP6030 INTERMEDIATE PLATE 520 300 3
KMP6040 INTERMEDIATE PLATE 520 400 4
KMP6060 INTERMEDIATE PLATE 520 600 5
KMP8020 INTERMEDIATE PLATE 720 200 3,5
KMP8030 INTERMEDIATE PLATE 720 300 4
KMP8040 INTERMEDIATE PLATE 720 400 5
KMP8060 INTERMEDIATE PLATE 720 600 6
KMP10020 INTERMEDIATE PLATE 920 200 4
KMP10030 INTERMEDIATE PLATE 920 300 5
KMP10040 INTERMEDIATE PLATE 920 400 6,5
KMP10060 INTERMEDIATE PLATE 920 600 7,5

TM modular framework and panels
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Technical drawings

20
0
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W - 80
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Front view

TM

KMA / KMC KMP
60

15

Side view

TM

KMA / KMC

KM00251G

Serie
Armod

Front view

Front view
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Accessories

W D

TS00030 210 300

TS00010 210 300

*TS00400 400 250

*TS00600 600 250

*TS00800 800 250

*TS01000 1000 250

TS data pocket 
Internal pocket attached to door for documents in A3/A4 format. 
Available in stainless steel and polyamide-PVC.

Technical drawings

Dimensional table

Series 
Armod

FLG slash-type cable entry flange
As an alternative to standard cable entry flanges, Compact series and Armod series can be  fitted with sash-type inlet 
flanges, built in AISI 304 in two pieces with gasket, to allow for simpler cable entry. To improve  protection level of the 
application, install with solid bottom kickplates.

Code Description Dimensions
W D

FLG4040R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 290 200
FLG4050R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 290 300
FLG4060R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 290 400
FLG4080R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 290 600

FLG6040R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 490 200
FLG6050R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 490 300
FLG6060R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 490 400
FLG6080R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 490 600
FLG8040R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 690 200
FLG8050R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 690 300
FLG8060R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 690 400
FLG8080R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 690 600
FLG10040R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 890 200
FLG10050R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 890 300
FLG10060R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 890 400
FLG10080R SLASH-TYPE CABLE ENTRY FLANGE FR SERIES 890 600

W

330

15
0

278

W

H

40

33,5

H

* To fix on door frame

Stainless steel AISI 304 
data pocket 

Polyamide-PVC data pocket 

POLYAMIDE-PVC DATA POCKET A4

STAINLESS STEEL DATA POCKET A4

STAINLESS STEEL DATA POCKET W400

STAINLESS STEEL DATA POCKET W600

STAINLESS STEEL DATA POCKET W800

STAINLESS STEEL DATA POCKET W1000

Code Description Dimensions

Front view

Front view

Side view

Side view



95

D
H

D

W
H

Serie
Armod Accessories

The  stainless  steel  AISI 304 plinth  FZ3  is  for  placing  floor-
standing enclosures. Two heights are available: H100 and 
H200mm  can be  inspected  on  all  sides  from  the  opening  
on  the  bottom. In  very  adverse  environments,  where  the  
utmost protection from atmospheric agents is required, in heights  
H100 and  H200mm  it  is  possible  to  install  the  sanitation  
plinth FZ3...S  with  closed  bottom.  It  can  be  inspected  on  all 
sides with flanges.  

Dimensional table

Technical drawings

W H D
FZ3401050 400 100 500

FZ3401060 400 100 600

FZ3401080 400 100 800

FZ3601050 600 100 500

FZ3601060 600 100 600

FZ3601080 600 100 800

FZ3801050 800 100 500

FZ3801060 800 100 600

FZ3801080 800 100 800

FZ31001050 1000 100 500

FZ31001060 1000 100 600

FZ31001080 1000 100 800

FZ31201050 1200 100 500

FZ31201060 1200 100 600

FZ31201080 1200 100 800

FZ31601050 1600 100 500

FZ31601060 1600 100 600

FZ31601080 1600 100 800

FZ32401050 2400 100 500

FZ32401060 2400 100 600

FZ32401080 2400 100 800

FZ3402050 400 200 500

FZ3402060 400 200 600

FZ3402080 400 200 800

FZ3602050 600 200 500

FZ3602060 600 200 600

FZ3602080 600 200 800

FZ3802050 800 200 500

FZ3802060 800 200 600

FZ3802080 800 200 800

FZ31002050 1000 200 500

FZ31002060 1000 200 600

FZ31002080 1000 200 800

FZ31202050 1200 200 500

FZ31202060 1200 200 600

FZ31202080 1200 200 800

FZ31602050 1600 200 500

FZ31602060 1600 200 600

FZ31602080 1600 200 800

FZ32402050 2400 200 500

FZ32402060 2400 200 600

FZ32402080 2400 200 800

Series 
Armod

Code Dimensions

Side view

Top view

Front view

FZ plinths
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Accessories
KU modular enclosure joining kit 
Kit for joining set in several enclosure of the Armod series (FR). 
Kit includes locking brackets to be inserted between the uprights, lifting brackets, seal gasket and upper and front covers.

PSO/PSV horizontal and 
vertical separation panel 
Horizontal separation panel allows to create internal separations 
of FR series; built in galvanized iron. On request the panel 
can be perforated or realized in stainless steel. 
Vertical separation panel designed to be inserted between the 
paired modules of the FR series to create a separation between 
them; built in galvanized iron. On request the panel can be 
perforated or realized in stainless steel.

KU00500 JOINING KIT D 500MM

KU00600 JOINING KIT D 600MM

KU00800 JOINING KIT D 800MM

Dimensional table

Dimensional table

Series 
Armod

W D
PSO04050 400 500
PSO04060 400 600
PSO04080 400 800
PSO06050 600 500
PSO06060 600 600
PSO06080 600 800
PSO08050 800 500
PSO08060 800 600
PSO08080 800 800
PSO10050 1000 500

PSO10060 1000 600

PSO10080 1000 800
PSO12050 1200 500
PSO12060 1200 600
PSO12080 1200 800
PSO16050 1600 500
PSO16060 1600 600
PSO16080 1600 800
PSV40180 400 1800
PSV50180 500 1800
PSV60180 600 1800
PSV80180 800 1800
PSV40200 400 2000
PSV50200 500 2000
PSV60200 600 2000
PSV80200 800 2000

Code Descriptions

Code Dimensions
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Tabella dimensionale

Tabella dimensionale

Accessories Series 
Armod

Crosspieces kit 
Depth, width and height crosspieces designed to create structures inside the enclosures to house different types of devices.
All profiles are 25mm pitch perforated.

Qty

TAA1800 CROSSPIECE HEIGHT H1800 2
TAA2000 CROSSPIECE HEIGHT H2000 2

Qty

TLA00400 CROSSPIECE WIDTH W400 2
TLA00600 CROSSPIECE WIDTH W600 2
TLA00800 CROSSPIECE WIDTH W800 2
TLA01000 CROSSPIECE WIDTH W1000 2

TLA01200 CROSSPIECE WIDTH W1200 2

TLA01600 CROSSPIECE WIDTH W1600 2

Qty

TPA00500 CROSSPIECE DEPTH D500 4
TPA00600 CROSSPIECE DEPTH D600 4
TPA00800 CROSSPIECE DEPTH D800 4

Qty

TPP00600 DOOR CROSSPIECE W600 4
TPP00800 DOOR CROSSPIECE W800 4
TPP01000 DOOR CROSSPIECE W1000 4

Qty

KM00260 ANGLE BRACKETS H25 4
KM00265 ANGLE BRACKETS H50 FIXING TAA CODES 4

Dimensional table
Code

Code

Code

Code

Code

Descriptions

Descriptions

Descriptions

Descriptions

Descriptions
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Accessories Series 
Armod

PL pull-up work surface

Qty

W No.

PL600 WORK SURFACE W600 600 1

PL800 WORK SURFACE W800 800 1

PL1000 WORK SURFACE W1000 1000 1

Dimensional table

W

Code Description Dimensions

Designed for installation on the door tubular frame, this accessory offers a large work surface which can be pulled out 
quickly and safely and put away to maximize space. Built in AISI 304.
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Accessories
PP/PPT control protection window

 Dimensional table

W H D

PP300300 DIRECT FASTENING WINDOW 300 300 55

PP400400 DIRECT FASTENING WINDOW 400 400 55

PP450450 DIRECT FASTENING WINDOW 450 450 55

PP500500 DIRECT FASTENING WINDOW 500 500 55

PP500750 DIRECT FASTENING WINDOW 500 750 55

PP600800 DIRECT FASTENING WINDOW 600 800 55

PPT400400 FASTENING FRAME WINDOW 400 400 95

PPT450450 FASTENING FRAME WINDOW 450 450 95

PPT500500 FASTENING FRAME WINDOW 500 500 95

PPT500750 FASTENING FRAME WINDOW 500 750 95

PPT600800 FASTENING FRAME WINDOW 600 800 95

Series 
Armod

Code Description Dimensions

Used to ensure the protection of external controls, the polycarbonate windows are made with stainless steel AISI 304 
fastening frames or with direct fastening. Equipped with seal gasket and Yale butterfly lock.
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Accessories
Designed to allow cables to be dropped down from the upper part of the enclosure; H200mm with inspection possible 
on all sides, as an option it is possible to request rapid opening with the front and back sides with hinged opening, 
allowing access to the compartment at any time. Built in AISI 304.

Safety system to lock external doors. Door opening is unlocked only after main door is unlocked.

W H D

VC3402050 CABLE COMPARTMENT 400 200 500

VC3402060 CABLE COMPARTMENT 400 200 600

VC3402080 CABLE COMPARTMENT 400 200 800

VC3602050 CABLE COMPARTMENT 600 200 500

VC3602060 CABLE COMPARTMENT 600 200 600

VC3602080 CABLE COMPARTMENT 600 200 800

VC3802050 CABLE COMPARTMENT 800 200 500

VC3802060 CABLE COMPARTMENT 800 200 600

VC3802080 CABLE COMPARTMENT 800 200 800

VC31002050 CABLE COMPARTMENT 1000 200 500

VC31002060 CABLE COMPARTMENT 1000 200 600

VC31002080 CABLE COMPARTMENT 1000 200 800

VC31202050 CABLE COMPARTMENT 1200 200 500

VC31202060 CABLE COMPARTMENT 1200 200 600

VC31202080 CABLE COMPARTMENT 1200 200 800

VC31602050 CABLE COMPARTMENT 1600 200 500

VC31602060 CABLE COMPARTMENT 1600 200 600

VC31602080 CABLE COMPARTMENT 1600 200 800

VC32402050 CABLE COMPARTMENT 2400 200 500

VC32402060 CABLE COMPARTMENT 2400 200 600

VC32402080 CABLE COMPARTMENT 2400 200 800

Series 
Armod

Qty
W No.

FIT0000 BRACKETS AND ROD SUPPORTS - 1

FIT600 CABINET ROD W600 600 1

FIT800 CABINET ROD W800 800 1

FIT1000 CABINET ROD W1000 1000 1

FIT1200 CABINET ROD W1200 1200 1

FIT1600 CABINET ROD W1600 1600 1

Dimensional table

Code Description Dimensions

Code Description Dimensions

VC cable compartment

Dimensional table

FIT door interlock system
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CF pair of sides
Sides in AISI 304 with gasket in expanded polyurethane for side closing of the enclosures of FR series. 

Serie
Armod

PDP feet for plinth
In combination with the plinths or floor supports, there are swivel feet with the base in reinforced polyamide, diameter 
80mm and stainless steel leg M12-M16-M20; or stainless steel AISI 304 diameter 60 adjustable in height. 
Code PDP00060 with grounding flange.

Dimensional table

PDP00050 FEET KIT 4 PCS Ø 60 MM STAINLESS STEEL AISI 304 H105 -165

PDP00060 FEET KIT 4 PCS  Ø 60 MM STAINLESS STEEL AISI 304 H95 - 135 GROUNDING

PDP00070 FEET KIT 4 PCS  Ø 60 MM STAINLESS STEEL AISI 304 H140 - 210

PDP00100 FEET AISI 304 M16xH200 WITH TEFLON

PDP00111 FEET AISI 304 M20xH200 WITH TEFLON

PDP00112 FEET AISI 304 M12xH150 WITH TEFLON

W H

CF40180 PAIR OF SIDES FR SERIES 400 1800

CF50180 PAIR OF SIDES FR SERIES 500 1800

CF60180 PAIR OF SIDES FR SERIES 600 1800

CF80180 PAIR OF SIDES FR SERIES 800 1800

CF40200 PAIR OF SIDES FR SERIES 400 2000

CF50200 PAIR OF SIDES FR SERIES 500 2000

CF60200 PAIR OF SIDES FR SERIES 600 2000

CF80200 PAIR OF SIDES FR SERIES 800 2000

Dimensional table

Accessories Series 
Armod

Code Description

Code Description Dimensions
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Accessories
Closing systems
Wrenches and closures used in assembly of the boxes, available separately. 
Available with double wing, triangle, square or wrench imprint.

F3100290C 5
F3100280C 5
F3100310C 5
F3100300C 5
F3200850C 5
F3200740C 5
F3200480C 5
F3201010C 5
F3200030C 5
F3200340C 5

F3100320C 5
F3100330C 5
F3100340C 5
F3100260C 5
F3100250C 5
F3100220C 5

F3200370C 5
F3200760C 5
F3100350C 5
F3100360C 5
F3100380C 5
F3200130C 5
F3100390C 5

F3200080C 10
F3200630C 10
F3200420C 10
F3100270C 10
F3100410C 10
F3200400C 10
F3201190C 10

F3201150C 1
F3201130C 1
F3201140C 1
F3201120C 1
F3200640C 1
F3200750C 1
F3201120C 1
F3201170C 2
FS604640C 2
FS604630C 2
FS604490C 2
FS604940C 2
FS604500C 2
F3201180C 2
F3100180C 4
F3201090C 4

EK 333

EK 333

EK 333

EK 333

EK 333

EK 333

Lock
Lock 
Lock
Lock 
Lock 
Tab for lock H18
Tab for lock H28
Tab for lock H32
Tab for lock H38
Tab for lock H45

Stainless steel lock 
Stainless steel lock  
Stainless steel lock  
Stainless steel tab H18
Stainless steel tab H24
Stainless steel tab H28

Butterfly clasp
Butterfly clasp
Butterfly clasp willock
T-handle lock
T-handle lock 
L-handle lock
L-handle lock

Stainless steel keys
Stainless steel keys
Stainless steel keys
Polyamide keys
Polyamide keys
Polyamide keys
Keys 

Turning handle
Long rod closing system
Short rod closing system
Latch
Latch
Latch
Solid latch
Round rod latch
Stiff rod max H1600
Stiff rod max H1800
Stiff rod max H2000
Stiff rod for single-door max H1600
Stiff rod for single-door max H2000
Round rod max H2000
Stiff rod runner
Round rod runner 

Lock Type

Lock Type

Lock Type

Lock Type

Lock Type

Handles, closing mechanisms and rods used in the assembly of the enclosures, compact and 
modular, available separately. Available with double wing, triangle, square or wrench imprint.

Code Description Qty

Code

Code

Code

Code

Description

Description

Description

Qty

Qty

Qty

Description Qt

Series 
Armod
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Accessories
Gaskets

Screws

m
F3300180C 10
F3300230C 10
F3300640C 25
F3300720C 25
F3300740C 25
F3300170C 10
F3300420C 10
F3300620C 20
F3300450C 20
F3300290C 20
F3300490C 20
09300075 33
09301810 20

F2100040C 25
F2100080C 25
F2100100C 25
F2100010C 25
F2100110C 25
F2100190C 25
F2100230C 25
F2100050C 25
F2100130C 25
F2100090C 25
F2100060C 25
F2100580C 25
F2100180C 25
F2100150C 25
F2100610C 25

F2200010C 50
F2200210C 50
F2200020C 50
F2200140C 50
F2200030C 50
F2200035C 50
F2200040C 50
F2200120C 50
F2200100C 50
F2200090C 50
F2200060C 50
F2200070C 50

F2300010C 50
F2300020C 50
F2300030C 50
F2300040C 50
F2300051C 50
F2300110C 50
F2300090C 50
F2300140C 50

Screws, enclosed nut, nut, stainless steel and nylon washers, used in mounting the enclosures, sold separately.

TC Phillips head screw stainless steel M4x6
TSP Phillips head screw stainless steel M5x14
TC Phillips head screw stainless steel M5x14
TB slot screw stainless steel M5x20
TC Phillips head screw stainless steel M5x30
TC Phillips head screw ZN M5x15
TE flanged screw ZN M6x16
TB Phillips head screw stainless steel M6x12
TSP Phillips head screw stainless steel M6x12
TPS Phillips head screw stainless steel M6x16
TB Phillips head screw stainless steel M6x16
TB Phillips head screw stainless steel M6x30
TCEI screw stainless steel M8x20
TE screw ZN M8x45
TCEI screw stainless steel M12x20

EPDM gasket with steel core
90° EPDM gasket with steel core
EMC/EMV gasket with steel core 
90° EMC/EMV gasket with steel core
Conductive tape EMC/EMV
EPDM gasket for 4 mm Lexan
Corners gaskets 10,5 mm
Siliconic gasket 20x4 mm
Closed cells gasket 15x20 mm
Closed cells gasket 16x4 mm
Closed cells gasket 10x3 mm
Double-sided tape 15x1,1 - black
Double-sided tape 10x1 - trasparent

Stainless steel nut M4
Self-locking stainless steel nut M4 
Stainless steel nut M5
Self-locking stainless steel nut M5
Stainless steel nut M6
Self-locking stainless steel nut M6
Stainless steel nut M8
Self-locking ZN nut M8
Enclosed nut M5 for hole 8,3x8,3
Enclosed nut M6 for hole 8,3x8,3
Enclosed nut M5 for hole 8,3x13
Enclosed nut M6 for hole 8,3x13

Flat nylon washer Ø 4
Flat nylon washer Ø 5
Flat nylon washer Ø 6
Flat nylon washer Ø 8
Flat stainless steel washer Ø 4
Flat stainless steel washer Ø 5
Flat stainless steel washer Ø 6
Flat stainless steel washer Ø 8

Code

Code

Description

Description

Qty

Qty

Code Description Qty

Code Description Qty

Series 
Armod

Self-locking gaskets, for polycarbonate mounting, special adhesives for custom installations with EMC/EMV shield.
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Series AirFlex
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Series AirFlex
Large, medium and small air conditioners designed to keep the inside temperature of the enclosure equal or lower than the 
external temperature.

Common features
• Designed to ensure the best working conditions for electrical and electronic equipment.

• Suitable for application requiring a temperature set point below ambient temperature.

• Several mounting configurations for all the applications.

• Range from 300 to 4100W (L35 L35).

• Several power supply available (see product data sheet).

• High protection degree from cabinet side (IP54).

• Certifications CE (UL on most of the models).

• Maintenance free.

• Functioning up to +55°C.

• Refrigerant gas R134a.

• Possible cover AISI 304 or AISI 316L.

Air conditioners for electronic enclosures
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Series AirFlex
Top mounting air conditioners
Large, medium and small air conditioners designed to keep the inside temperature of the enclosure equal or lower than the 
external temperature.

Common features
• Designed to ensure the best working conditions for electrical and electronic equipment.

• Suitable for application requiring a temperature set point below ambient temperature.

• Several mounting configurations for all the applications.

• Range from 330 to 3800W (L35 L35).

• Several power supply available (see product data sheet).

• High protection degree from cabinet side (IP54).

• Certifications CE (UL on most of the models).

• Maintenance free.

• Functioning up to +55°C.

• Refrigerant gas R134a.

• Possible cover AISI 304 or AISI 316L.
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Code Power supply Dimensions Max running
current

Corrente 
assorbita 

alla 
partenza

Fusibile 
T

Potenza assorbita 
L35 L50

Volume aria

Limiti di 
regolazione 

tempera-
tura

Limiti di 
tempera-
tura lato 
ambiente

Protezione 
lato 

armadio
Rumorosità Peso

V - ph - Hz W(50Hz) W(60Hz) W(50Hz) W(60Hz) W H D A(50Hz) A(60Hz) A A W(50Hz) W(60Hz) Lato arma-
dio (m3/h)

bocca libe-
ra (m3/h)

°C °C IP / Type db(A) Kg

FCVE0301 230-1-50/60 360 380 220 240 324 443 206 1,3 1,4 9,8 4 190 220 164 195 +25 / +45 +20 / +55 54 / 12 55 17

FCVE0302* 115-1-60 380 240 324 443 206 2,9 18 15 220 195 +25 / +45 +20 / +55 54 / 12 55 17

FCVE0303* 230-1-50/60 380 240 324 443 206 1,7 9,8 15 220 195 +25 /  +45 +20 / +55 54 / 12 55 17

FCVE0501 230-1-50/60 550 580 410 430 313 642 223 1,35 1,5 15 4 310 340 164 195 +25 / +45 +20 / +55 54 / 12 61 23

FCVE0502 400-2-50 / 460-2-60 500 550 380 400 313 642 223 0,7 0,75 15 4 310 340 164 195 +25 / +45 +20 / +55 54 / 12 61 26

FCVE0503 48VDC 500 350 313 642 223 5,7 - 10 300 450 +25 / +45 +20 / +55 54 / 12 67 23

FCVE0504* 115-1-60 580 430 313 642 223 4,7 17 15 340 195 +25 / +45 +20 / +55 54 / 12 61 23

FCVE0505* 230-1-50/60 580 430 313 642 223 2,1 15 15 340 195 +25 / +45 +20 / +55 54 / 12 67 23

FCVE0506* 48VDC 500 350 313 642 223 8,3 - 15 300 450 +25 / +45 +20 / +55 54 / 12 67 23

FCVE0801 230-1-50/60 850 900 620 700 313 642 223 2,6 2,7 20 6 420 600 340 356 +25 / +45 +20 / +55 54 / 12 64 27

FCVE0802 400-2-50 / 460-2-60 800 850 600 650 313 642 223 1 1,4 20 4 420 600 330 +25 / +45 +20 / +55 54 / 12 64 30

FCVE0803* 115-1-60 900 700 313 642 223 7,2 28 15 600 390 +25 / +45 +20 / +55 54 / 12 64 27

FCVE0804* 230-1-50/60 900 700 313 642 223 3,9 20 15 600 390 +25 / +45 +20 / +55 54 / 12 64 27

FCVE1101 230-1-50/60 1100 1150 840 890 410 912 248 3,1 3,4 18 6 510 650 540 580 +25 / +45 +20 / +55 54 / 12 65 44

FCVE1102 400-2-50 / 460-2-60 1050 1100 790 840 410 912 248 1,7 1,8 30 4 510 650 540 580 +25 / +45 +20 / +55 54 / 12 65 50

FCVE1103* 115-1-60 1150 890 410 912 248 7,5 34 15 650 580 +25 / +45 +20 / +55 54 / 12 65 44

FCVE1104* 230-1-50/60 1150 890 410 912 248 3,6 18 15 650 580 +25 / +45 +20 / +55 54 / 12 65 44

FCVE1501 230-1-50/60 1500 1600 1200 1280 410 912 248 3,9 4,3 28 8 750 825 540 580 +25 / +45 +20 / +55 54 / 12 65 46

FCVE1502 400-2-50 / 460-2-60 1400 1500 1150 1200 410 912 248 2,5 2,6 110 6 750 825 540 580 +25 / +45 +20 / +55 54 / 12 65 53

FCVE1503* 115-1-60 1600 1280 410 912 248 9,4 50 15 825 580 +25 / +45 +20 / +55 54 / 12 65 46

FCVE1504* 230-1-50/60 1600 1280 410 912 248 4,5 28 15 825 580 +25 / +45 +20 / +55 54 / 12 65 46

FCVE1505* 400-3-50 / 460-3-60 1500 1200 409 1005 263 2,37 20 15 890 580 +25 / +45 +20 / +55 54 / 12 65 48

FCVE2001 230-1-50/60 2100 2200 1750 1850 409 1005 263 4,8 5,5 34 10 1120 1240 540 580 +25 / +45 +20 / +55 54 / 12 69 48

FCVE2002 400-3-50 / 460-3-60 2000 2100 1700 1800 409 1005 263 2,5 2,7 22 6 1100 1200 890 930 +25 / +45 +20 / +55 54 / 12 69 48

FCVE2003* 115-1-60 2200 1850 409 1005 263 13,64 60 25 1240 930 +25 / +45 +20 / +55 54 / 12 69 48

FCVE2004* 230-1-50/60 2200 1850 409 1005 263 6,3 34 15 1240 580 +25 / +45 +20 / +55 54 / 12 69 48

FCVE2005* 400-3-50 / 460-3-60 2100 1800 409 1005 263 3,62 22 15 1200 930 +25 / +45 +20 / +55 54 / 12 69 48

FCVE3001 230-1-50/60 3000 3150 2400 2600 511 1217 347 5 5,5 35 8 1370 1510 890 930 +25 / +45 +20 / +55 54 / 12 69 75

FCVE3002 400-3-50 / 460-3-60 2850 3000 2300 2500 511 1217 347 2,7 3 19 6 1370 1510 890 930 +25 / +45 +20 / +55 54 / 12 69 80

FCVE3003* 230-1-50/60 3150 2600 511 1217 347 8 35 15 1510 930 +25 / +45 +20 / +55 54 / 12 69 75

FCVE3004* 400-3-50 / 460-3-60 3000 2500 511 1217 347 4,85 19 15 1510 930 +25 / +45 +20 / +55 54 / 12 69 80

FCVE4001 230-1-50/60 4000 4100 3000 3300 511 1217 347 8,2 9,4 42 16 1730 1950 1180 1300 +25 / +45 +20 / +55 54 / 12 70 80

FCVE4002 400-3-50 / 460-3-60 3950 4050 2960 3260 511 1217 347 2,9 4 25 8 1730 1950 1180 1300 +25 / +45 +20 / +55 54 / 12 70 85

FCVE4003* 230-1-50/60 4100 3300 511 1217 347 8,3 35 15 1950 1300 +25 / +45 +20 / +55 54 / 12 70 80

FCVE4004* 400-3-50 / 460-3-60 4050 3260 511 1217 347 5,96 19 15 1950 1300 +25 / +45 +20 / +55 54 / 12 70 85

* AIR CONDITIONERS UL

Cooling capacity
L35L35

Cooling capacity
L35L50

Air conditioners for electronic enclosures - Data sheets
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CODICE Alimentazione
Potenza 

raffreddamento 
L35L35

Potenza 
raffreddamento

 L35L50
Dimensioni

Corrente max. in 
marcia

Starting
current 

Pre-Fuse
T 

Power consumption 
L35 L50 Volume air

Regulation
temperature

limits

Side cabinet
protection

degree
Noise level Weight

V - ph - Hz W(50Hz) W(60Hz) W(50Hz) W(60Hz) B H P A(50Hz) A(60Hz) A A W(50Hz) W(60Hz) Side cabinet
fan flow (m3/h)

free blowing
(m3/h)

°C °C IP / Type db(A) Kg

FCVE0301 230-1-50/60 360 380 220 240 324 443 206 1,3 1,4 9,8 4 190 220 164 195 +25 / +45 +20 / +55 54 / 12 55 17
FCVE0302* 115-1-60 380 240 324 443 206 2,9 18 15 220 195 +25 / +45 +20 / +55 54 / 12 55 17
FCVE0303* 230-1-50/60 380 240 324 443 206 1,7 9,8 15 220 195 +25 /  +45 +20 / +55 54 / 12 55 17

FCVE0501 230-1-50/60 550 580 410 430 313 642 223 1,35 1,5 15 4 310 340 164 195 +25 / +45 +20 / +55 54 / 12 61 23
FCVE0502 400-2-50 / 460-2-60 500 550 380 400 313 642 223 0,7 0,75 15 4 310 340 164 195 +25 / +45 +20 / +55 54 / 12 61 26
FCVE0503 48VDC 500 350 313 642 223 5,7 - 10 300 450 +25 / +45 +20 / +55 54 / 12 67 23
FCVE0504* 115-1-60 580 430 313 642 223 4,7 17 15 340 195 +25 / +45 +20 / +55 54 / 12 61 23
FCVE0505* 230-1-50/60 580 430 313 642 223 2,1 15 15 340 195 +25 / +45 +20 / +55 54 / 12 67 23

FCVE0506* 48VDC 500 350 313 642 223 8,3 - 15 300 450 +25 / +45 +20 / +55 54 / 12 67 23

FCVE0801 230-1-50/60 850 900 620 700 313 642 223 2,6 2,7 20 6 420 600 340 356 +25 / +45 +20 / +55 54 / 12 64 27
FCVE0802 400-2-50 / 460-2-60 800 850 600 650 313 642 223 1 1,4 20 4 420 600 330 +25 / +45 +20 / +55 54 / 12 64 30

FCVE0803* 115-1-60 900 700 313 642 223 7,2 28 15 600 390 +25 / +45 +20 / +55 54 / 12 64 27

FCVE0804* 230-1-50/60 900 700 313 642 223 3,9 20 15 600 390 +25 / +45 +20 / +55 54 / 12 64 27

FCVE1101 230-1-50/60 1100 1150 840 890 410 912 248 3,1 3,4 18 6 510 650 540 580 +25 / +45 +20 / +55 54 / 12 65 44
FCVE1102 400-2-50 / 460-2-60 1050 1100 790 840 410 912 248 1,7 1,8 30 4 510 650 540 580 +25 / +45 +20 / +55 54 / 12 65 50
FCVE1103* 115-1-60 1150 890 410 912 248 7,5 34 15 650 580 +25 / +45 +20 / +55 54 / 12 65 44
FCVE1104* 230-1-50/60 1150 890 410 912 248 3,6 18 15 650 580 +25 / +45 +20 / +55 54 / 12 65 44

FCVE1501 230-1-50/60 1500 1600 1200 1280 410 912 248 3,9 4,3 28 8 750 825 540 580 +25 / +45 +20 / +55 54 / 12 65 46
FCVE1502 400-2-50 / 460-2-60 1400 1500 1150 1200 410 912 248 2,5 2,6 110 6 750 825 540 580 +25 / +45 +20 / +55 54 / 12 65 53

FCVE1503* 115-1-60 1600 1280 410 912 248 9,4 50 15 825 580 +25 / +45 +20 / +55 54 / 12 65 46
FCVE1504* 230-1-50/60 1600 1280 410 912 248 4,5 28 15 825 580 +25 / +45 +20 / +55 54 / 12 65 46
FCVE1505* 400-3-50 / 460-3-60 1500 1200 409 1005 263 2,37 20 15 890 580 +25 / +45 +20 / +55 54 / 12 65 48

FCVE2001 230-1-50/60 2100 2200 1750 1850 409 1005 263 4,8 5,5 34 10 1120 1240 540 580 +25 / +45 +20 / +55 54 / 12 69 48
FCVE2002 400-3-50 / 460-3-60 2000 2100 1700 1800 409 1005 263 2,5 2,7 22 6 1100 1200 890 930 +25 / +45 +20 / +55 54 / 12 69 48

FCVE2003* 115-1-60 2200 1850 409 1005 263 13,64 60 25 1240 930 +25 / +45 +20 / +55 54 / 12 69 48

FCVE2004* 230-1-50/60 2200 1850 409 1005 263 6,3 34 15 1240 580 +25 / +45 +20 / +55 54 / 12 69 48
FCVE2005* 400-3-50 / 460-3-60 2100 1800 409 1005 263 3,62 22 15 1200 930 +25 / +45 +20 / +55 54 / 12 69 48

FCVE3001 230-1-50/60 3000 3150 2400 2600 511 1217 347 5 5,5 35 8 1370 1510 890 930 +25 / +45 +20 / +55 54 / 12 69 75
FCVE3002 400-3-50 / 460-3-60 2850 3000 2300 2500 511 1217 347 2,7 3 19 6 1370 1510 890 930 +25 / +45 +20 / +55 54 / 12 69 80

FCVE3003* 230-1-50/60 3150 2600 511 1217 347 8 35 15 1510 930 +25 / +45 +20 / +55 54 / 12 69 75

FCVE3004* 400-3-50 / 460-3-60 3000 2500 511 1217 347 4,85 19 15 1510 930 +25 / +45 +20 / +55 54 / 12 69 80

FCVE4001 230-1-50/60 4000 4100 3000 3300 511 1217 347 8,2 9,4 42 16 1730 1950 1180 1300 +25 / +45 +20 / +55 54 / 12 70 80
FCVE4002 400-3-50 / 460-3-60 3950 4050 2960 3260 511 1217 347 2,9 4 25 8 1730 1950 1180 1300 +25 / +45 +20 / +55 54 / 12 70 85
FCVE4003* 230-1-50/60 4100 3300 511 1217 347 8,3 35 15 1950 1300 +25 / +45 +20 / +55 54 / 12 70 80

FCVE4004* 400-3-50 / 460-3-60 4050 3260 511 1217 347 5,96 19 15 1950 1300 +25 / +45 +20 / +55 54 / 12 70 85

Side ambient
temperature

limits
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Top mounting air conditioners - Data sheets

Cooling capacity
L35L35

Corrente 
assorbita 

alla 
partenza

Fusibile 
T

Potenza assorbita 
L35 L50

Volume aria

Limiti di 
regolazione 

tempera-
tura

Limiti di 
tempera-
tura lato 
ambiente

Protezione 
lato 

armadio
Rumorosità Peso

V - ph - Hz W(50Hz) W(60Hz) W(50Hz) W(60Hz) W H D A(50Hz) A(60Hz) A A W(50Hz) W(60Hz) Lato arma-
dio (m3/h)

bocca libe-
ra (m3/h)

°C °C IP / Type db(A) Kg

FETE0301 230-1-50/60 330 270 476 180 324 1,4 5 4 240 164 +25 / +45 +20 / +55 54 60 17

FETE0302 115-1-60 330 270 476 180 324 2,8 10 4 240 164 +25 / +45 +20 / +55 54 60 18

FETE0601 230-1-50/60 600 510 600 335 325 2,2 16 4 411 575 +25 / +45 +20 / +55 54 63 29,5

FETE0602* 230-1-50/60 600 510 600 335 325 3 16 4 411 575 +25 / +45 +20 / +55 54 63 29,5

FETE0603* 115-1-60 600 510 600 335 325 4,5 29 6 411 575 +25 / +45 +20 / +55 54 63 29,5

FETE0604* 400-2-50 / 460-2-60 600 510 600 335 325 1,2 7,7 4 411 575 +25 / +45 +20 / +55 54 63 32

FETE0901 230-1-50/60 900 760 600 335 325 3,2 15 6 630 575 +25 / +45 +20 / +55 54 67 31,5

FETE0902* 230-1-50/60 900 760 600 335 325 4 15 6 630 575 +25 / +45 +20 / +55 54 67 31,5

FETE0903* 115-1-60 900 760 600 335 325 8 15 12 630 575 +25 / +45 +20 / +55 54 67 31,5

FETE0904* 400-2-50 / 460-2-60 900 760 600 335 325 1,8 31 6 630 575 +25 / +45 +20 / +55 54 67 33

FETE1401 230-1-50/60 1400 1170 600 450 400 5,2 17 8 950 575 +25 / +45 +20 / +55 54 58 48

FETE1402* 230-1-50/60 1400 1170 600 450 400 5,5 17 8 950 575 +25 / +45 +20 / +55 54 58 48

FETE1403* 115-1-60 1400 1170 600 450 400 10 34 16 950 575 +25 / +45 +20 / +55 54 58 48

FETE1404 400-2-50 / 460-2-60 1400 1170 600 450 400 2,8 31 10 950 575 +25 / +45 +20 / +55 54 58 53

FETE2001 230-1-50/60 2000 1700 600 450 400 5,7 22 8 1200 860 +25 / +45 +20 / +55 54 62 51,5

FETE2002* 230-1-50/60 2000 1700 600 450 400 7 22 10 1200 860 +25 / +45 +20 / +55 54 62 51,5

FETE2003 400-2-50 / 460-2-60 2000 1700 600 450 400 3,3 31 10 1200 860 +25 / +45 +20 / +55 54 62 58,5

FETE2801 230-1-50/60 2700 2300 800 480 450 7 38 12 1580 860 +25 / +45 +20 / +55 54 77 74,5

FETE2802* 230-1-50/60 2700 2300 800 480 450 9,5 38 12 1660 860 +25 / +45 +20 / +55 54 77 74,5

FETE2803 400-3-50 / 460-3-60 2700 2300 800 480 450 2,3 16 6 1580 860 +25 / +45 +20 / +55 54 77 76,5

FETE4101 230-1-50/60 3800 2700 800 480 450 9 38 16 2000 1450 +25 / +45 +20 / +55 54 77 76,5

FETE4102* 230-1-50/60 3800 2700 800 480 450 9 38 16 2050 1450 +25 / +45 +20 / +55 54 77 76,5

FETE4103 400-3-50 / 460-3-60 3800 2700 800 480 450 2,9 17 8 2000 1450 +25 / +45 +20 / +55 54 77 79,5

FETE4104* 400-3-50 / 460-3-60 3800 2700 800 480 450 3,5 7 8 1550 1450 +25 / +45 +20 / +55 54 77 76,5

* AIR CONDITIONERS UL

Code Power supply Cooling capacity
L35L50

Dimensions Max running
current
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CODICE Alimentazione
Potenza 

raffreddamento 
L35L35

Potenza 
raffreddamento

 L35L50
Dimensioni

Corrente max. In 
marcia

V - ph - Hz W(50Hz) W(60Hz) W(50Hz) W(60Hz) B H P A(50Hz) A(60Hz) A A W(50Hz) W(60Hz) °C °C IP / Type db(A) Kg

FETE0301 230-1-50/60 330 270 476 180 324 1,4 5 4 240 164 +25 / +45 +20 / +55 54 60 17

FETE0302 115-1-60 330 270 476 180 324 2,8 10 4 240 164 +25 / +45 +20 / +55 54 60 18

FETE0601 230-1-50/60 600 510 600 335 325 2,2 16 4 411 575 +25 / +45 +20 / +55 54 63 29,5

FETE0602* 230-1-50/60 600 510 600 335 325 3 16 4 411 575 +25 / +45 +20 / +55 54 63 29,5

FETE0603* 115-1-60 600 510 600 335 325 4,5 29 6 411 575 +25 / +45 +20 / +55 54 63 29,5

FETE0604* 400-2-50 / 460-2-60 600 510 600 335 325 1,2 7,7 4 411 575 +25 / +45 +20 / +55 54 63 32

FETE0901 230-1-50/60 900 760 600 335 325 3,2 15 6 630 575 +25 / +45 +20 / +55 54 67 31,5

FETE0902* 230-1-50/60 900 760 600 335 325 4 15 6 630 575 +25 / +45 +20 / +55 54 67 31,5

FETE0903* 115-1-60 900 760 600 335 325 8 15 12 630 575 +25 / +45 +20 / +55 54 67 31,5

FETE0904* 400-2-50 / 460-2-60 900 760 600 335 325 1,8 31 6 630 575 +25 / +45 +20 / +55 54 67 33

FETE1401 230-1-50/60 1400 1170 600 450 400 5,2 17 8 950 575 +25 / +45 +20 / +55 54 58 48

FETE1402* 230-1-50/60 1400 1170 600 450 400 5,5 17 8 950 575 +25 / +45 +20 / +55 54 58 48

FETE1403* 115-1-60 1400 1170 600 450 400 10 34 16 950 575 +25 / +45 +20 / +55 54 58 48

FETE1404 400-2-50 / 460-2-60 1400 1170 600 450 400 2,8 31 10 950 575 +25 / +45 +20 / +55 54 58 53

FETE2001 230-1-50/60 2000 1700 600 450 400 5,7 22 8 1200 860 +25 / +45 +20 / +55 54 62 51,5

FETE2002* 230-1-50/60 2000 1700 600 450 400 7 22 10 1200 860 +25 / +45 +20 / +55 54 62 51,5

FETE2003 400-2-50 / 460-2-60 2000 1700 600 450 400 3,3 31 10 1200 860 +25 / +45 +20 / +55 54 62 58,5

FETE2801 230-1-50/60 2700 2300 800 480 450 7 38 12 1580 860 +25 / +45 +20 / +55 54 77 74,5

FETE2802* 230-1-50/60 2700 2300 800 480 450 9,5 38 12 1660 860 +25 / +45 +20 / +55 54 77 74,5

FETE2803 400-3-50 / 460-3-60 2700 2300 800 480 450 2,3 16 6 1580 860 +25 / +45 +20 / +55 54 77 76,5

FETE4101 230-1-50/60 3800 2700 800 480 450 9 38 16 2000 1450 +25 / +45 +20 / +55 54 77 76,5

FETE4102* 230-1-50/60 3800 2700 800 480 450 9 38 16 2050 1450 +25 / +45 +20 / +55 54 77 76,5

FETE4103 400-3-50 / 460-3-60 3800 2700 800 480 450 2,9 17 8 2000 1450 +25 / +45 +20 / +55 54 77 79,5

FETE4104* 400-3-50 / 460-3-60 3800 2700 800 480 450 3,5 7 8 1550 1450 +25 / +45 +20 / +55 54 77 76,5

Starting
current

Pre-Fuse
T

Power consumption 
L35 L50 Volume air

Side cabinet
fan flow (m3/h)

free blowing
(m3/h)

Regulation
temperature 

limits

Side ambient
temperature  

limits

Side cabinet
protection

degree
Noise level Weight
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Series AirFlex
Ventilation
The ventilation systems are an easy and economical solution for the temperature management of electronic enclosures. 
These systems are the perfect solution when is possible to use the external air (if not too dirty) for the cooling, the heat load 
is not too high and the enclosure can work with a Δt of 10-15°C.

Common features
• Filter fans.

• Screwless.

• Designed in ABS BLEND (RAL7035).

• Air flow 35-990 m ³/h.

• Reversible air flow, push/pull (except FGHV30 A/P).

• Easy maitenance and filter substitution.

• IP54 protection degree (IP55 optional).

• Electrical connections with spring terminals.

Fan flow
FGHV

Air flow
direction

V - ph - Hz W H D W A A °C IP / Type db(A) m3/h
FGHV+
FGHF10 
(m3/h)

FGHV+
FGHF15 
(m3/h)

A/P

FGHF10 - 119 119 47,5 - - - - 54 / 12 - - - -

FGHV1001 230-1-50/60 119 119 101 13 0,07 0,5 -10 / +60 54 / 12 35 35 24 27 A/P

FGHV1002 115-1-50/60 119 119 101 13 0,13 1 -10 / +60 54 / 12 35 35 24 27 A/P

FGHV1003 12 DC 119 119 101 6,24 0,52 1 -10 / +60 54 / 12 55 35 24 27 A/P

FGHV1004 24 DC 119 119 101 9,6 0,26 1 -10 / +60 54 / 12 55 100 70 A/P

FGHV1005 48 DC 119 119 101 14 0,3 1 -10 / +60 54 / 12 55 100 70 A/P

V - ph - Hz W H D W A A °C IP / Type db(A) m3/h
FGHV+
FGHF15 
(m3/h)

FGHV+
FGHF20
(m3/h)

A/P

FGHF15 - 152 152 50 - - - - 54 / 12 - - - -

FGHV1501 230-1-50/60 152 152 89 22 0,14 0,5 -10 / +60 54 / 12 49 67 50 58 A/P

FGHV1502 115-1-50/60 152 152 89 22 0,26 1 -10 / +60 54 / 12 49 67 50 58 A/P

FGHV1503 12 DC 152 152 89 6 0,5 1 -10 / +60 54 / 12 49 67 50 58 A/P

FGHV1504 24 DC 152 152 89 7,68 0,32 1 -10 / +60 54 / 12 49 67 50 58 A/P

FGHV1505 48 DC 152 152 89 9,6 0,26 1 -10 / +60 54 / 12 49 67 50 58 A/P

Data sheets

Code

Code

Power supply

Power supply

Dimensions

Dimensions

Power 
absorbed/

current absorbed

Power 
absorbed/

current absorbed

Pre-
Fuse

T

Pre-
Fuse

T

Temper-
ature
limits

Temper-
ature
limits

Side 
cabinet

protection
degree

Side 
cabinet

protection
degree

Noise
level

Noise
level

Fan flow
FGHV

Fan flow

Fan flow Air flow
direction
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V - ph - Hz W H D W A A °C IP / Type db(A) m3/h
FGHV+
FGHF20 
(m3/h)

FGHV+
FGHF25 
(m3/h)

A/P

FGHF20 - 204 204 41,5 - - - - 54 / 12 - - - -

FGHV2001 230-1-50/60 204 204 121,5 22 0,14 0,5 -10 / +60 54 / 12 49 108 75 88 A/P
FGHV2002 115-1-50/60 204 204 121,5 22 0,26 1 -10 / +60 54 / 12 49 108 75 88 A/P
FGHV2003 12 DC 204 204 121,5 6 0,5 1 -10 / +60 54 / 12 49 108 75 88 A/P

FGHV2004 24 DC 204 204 121,5 7,2 0,43 1 -10 / +60 54 / 12 49 108 75 88 A/P

FGHV2005 48 DC 204 204 121,5 9,6 0,26 1 -10 / +60 54 / 12 49 108 75 88 A/P

V - ph - Hz W H D W A A °C IP / Type db(A) m3/h
FGHV+
FGHF20 
(m3/h)

FGHV+
FGHF30 
(m3/h)

A/P

FGHF25 - 250 250 55 - - - - 54 / 12 - - - -
FGHV250001 230-1-50/60 250 250 134,4 35 0,29 1 -10 / +60 54 / 12 54 190 130 160 A/P
FGHV250002 115-1-50/60 250 250 134,4 35 0,43 1 -10 / +60 54 / 12 54 190 130 160 A/P

FGHV250003 12 DC 250 250 134,4 42 3,5 5 -10 / +60 54 / 12 54 190 130 160 A/P

FGHV250004 24 DC 250 250 134,4 43 1,8 3 -10 / +60 54 / 12 54 190 130 160 A/P
FGHV250005 48 DC 250 250 134,4 36 0,75 2 -10 / +60 54 / 12 54 190 130 160 A/P
FGHV250101 230-1-50/60 250 250 110,5 50 0,26 1 -10 / +60 54 / 12 62 370 270 305 A/P
FGHV250102 115-1-50/60 250 250 110,5 50 0,46 1 -10 / +60 54 / 12 62 370 270 305 A/P

V - ph - Hz W H D W A A °C IP / Type db(A) m3/h
FGHV+
FGHF30 
(m3/h)

FGHV+
FGHF30 
(m3/h)

A/P

FGHF30 - 318 318 42 - - - - 54 / 12 - - - -
FGHV30A01 230-1-50/60 318 318 163 90 34 1 -25 / +55 54 / 12 68 615 500 550 A/P
FGHV30A02 115-1-50/60 318 318 163 85 0,68 2 -25 / +55 54 / 12 68 615 500 550 A/P

FGHV30A03 230-1-50/60 318 318 163 175 0,5 1 -25 / +50 54 / 12 71 990 575 680 A/P

FGHV30A04 115-1-50/60 318 318 163 165 1,37 2 -25 / +50 54 / 12 72 990 575 680 A/P

FGHV30A05
400-3-50 / 
460-3-60 318 318 163 160 0,23 1 -25 / +50 54 72 990 575 680 A

FGHV30P01 230-1-50/60 318 318 163 90 0,34 1 -25 / +55 54 / 12 68 615 500 550 A/P
FGHV30P02 115-1-50/60 318 318 163 85 0,68 2 -25 / +55 54 / 12 68 615 500 550 A/P
FGHV30P03 230-1-50/60 318 318 163 175 0,5 1 -25 / +50 54 / 12 71 990 575 680 A/P
FGHV30P04 115-1-50/60 318 318 163 155 1,37 2 -25 / +50 54 / 12 71 990 575 680 A/P

FGHV30P05
400-3-50 / 
460-3-60 318 318 163 155 0,21 1 -25 / +50 54 72 990 575 680 P

V - ph - Hz W H D W A A °C IP / Type db(A) m3/h
FGHV+
FGHF20 
(m3/h)

FGHV+
FGHF30 
(m3/h)

A/P

FGHF30 - 318 318 42 - - - - 54 / 12 - - - -
FGHV300001 230-1-50/60 318 318 153,5 50 0,26 1 -10 / +60 54 / 12 62 500 380 450 A/P
FGHV300002 115-1-50/60 318 318 153,5 50 0,46 1 -10 / +60 54 / 12 62 500 380 450 A/P

Code

Code

Code

Code

Power supply

Power supply

Power supply

Power supply

Dimensions

Dimensions

Dimensions

Dimensions
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current absorbed
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Air flow
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Air flow
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Air flow
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Series AirFlex
Exhaust fan, top mounting installation

Common features
• Exhaust Fan top mounting.

• 4 sizes.

• Air flow 575-2365 m³/h.

• Protection degree IP44 (IP54 special protection).

• Radial Fans with high external static pressure.

• Available without Fans for applications.

• Possible cover AISI 304 or AISI 316L.

Data sheets

V - ph - Hz W H D m3/h A A W °C IP db(A) Kg

FTB190 - 460 108 380 - - - - - 22 - 3

FTB19001 230-1-50/60 460 108 380 575 0,34 2 75 -20 / +55 44 80 5,8

FTB19002 115-1-50/60 460 108 380 575 0,8 4 90 -20 / +55 44 80 5,8

FTB190HF - 460 108 380 - - - - - 54 - 3,5

FTB190HF01 230-1-50/60 460 108 380 350 0,34 4 75 -20 / +55 54 80 6,3

FTB190HF02 115-1-50/60 460 108 380 350 4 6 80 -20 / +55 54 80 6,3

V - ph - Hz W H D m3/h A A W °C IP db(A) Kg

FTB22001 230-1-50/60 460 108 380 860 0,4 4 85 -20 / +55 44 80 8

FTB22002 115-1-50/60 460 108 380 860 1 4 115 -20 / +55 44 80 8

FTB220HF01 230-1-50/60 460 108 380 610 0,4 4 85 -20 / +55 54 80 8,5

FTB220HF02 115-1-50/60 460 108 380 610 1 4 115 -20 / +55 54 80 8,5

Code

Code

Power supply

Power supply

Dimensions

Dimensions

Fans 
air flow

Fans 
air flow

Absorbed 
fan

current

Absorbed  
fan
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Pre-Fuse
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Pre-Fuse
T

Absorbed 
fan
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Absorbed 
fan
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ature
limits

Temper-
ature
limits

Side 
cabinet

protection
degree

Side 
cabinet

protection
degree

Noise
level

Noise
level

Weight

Weight



115

V - ph - Hz W H D m3/h A A W °C IP db(A) Kg

FTB250 - 540 160 400 - - - - - 22 - 8

FTB25001 230-1-50/60 540 160 400 1450 0,95 4 215 -20 / +55 44 82 12

FTB250HF - 540 160 400 - - - - -20 / +55 54 - 9

FTB250HF01 230-1-50/60 540 160 400 1100 0,95 4 215 -20 / +55 54 82 13

V - ph - Hz W H D m3/h A A W °C IP db(A) Kg

FTB350 - 600 300 550 - - - - - 22 - 15

FTB35001 230-1-50/60 600 300 550 2365 1,1 4 170 -20 / +55 44 82 20

FTB350HF - 600 300 550 - - - - -20 / +55 54 - 16

FTB350HF01 230-1-50/60 600 300 550 1865 1,1 4 170 -20 / +55 54 82 21

W H D

SL130130 143 143 35

SL180180 193 193 35

SL230230 247 247 35

SL280280 297 297 35

SL360360 368 368 35

W H D

SG105105 105 105 8

SG150150 150 150 8

SG200200 200 200 8

SG250250 250 250 8

SG320320 320 320 8

Protective boxes 
Dimensional table

Stainless steel grids 
Dimensional table

* BOXES GUARANTEE IP55 DEGREE

Code

Code

Code*

Code

Power supply

Power supply

Dimensions

Dimensions

Dimensions

Dimensions

Fan..
air flow
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Accessories Series 
AirFlex

Heaters
PTC units for DIN bar application. FEH/FFH heaters, installed separately from cooling units, must be connected to FTMC 
thermostat. When used to provent cabinet condensate they should be electrically connected, also when cabinet is off. In large 
cabinets it's better to install more heating elements with small heating power to have optimal air temperature distribution. 
Series FEH/FFH heaters, series FTH fan heaters.

W V - ph - Hz W H D mm2 mm mm2 Kg

FEH020 20 230 Vac 42 95 42 2x0,5 600 - 0,18

FEH030 30 230 Vac 42 95 42 2x0,5 600 - 0,25

FEH050 50 230 Vac 42 147 42 2x0,5 600 - 0,33

FFH100 100 230 Vac 82 147 51 - - 2,5 0,6

FFH150 150 230 Vac 82 177 51 - - 2,5 0,8

W V - ph - Hz W H D mm2 mm mm2 Kg

FTH150 150 230-1-50/60 42 170 51 2x0,5 - 2,5 0,35

FTH300 300 230-1-50/60 82 148 91 2x0,5 - 2,5 1

FTH450 450 230-1-50/60 82 148 91 2x0,5 - 2,5 1

FTH600 600 230-1-50/60 82 148 91 2x0,5 - 2,5 1,8

Data sheets
Code

Code

Heating
capacity

Heating
capacity

Power supply

Power supply

Dimensions

Dimensions

Connection
cable

Connection
cable

Lenght
cable

Lenght
cable

Block terminal
(max cable section)

Block terminal
(max cable section)

Weight

Weight
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Thermostats
These devices are used as cabinet temperature control, connected to filter fans or heaters and for alarm signals. 
DIN bar installation.

• Model FTMF, with blue regulation knob, has a normally open contact;
used for high temperature alarm or as low temperature alarm.

• Model FTMC, with red regulation knob, has a normally closed contact.

• Model FTEM needs supply voltage and it has exchange contacts with low hysteresis.

Accuracy Contacts

°C V W H D A °C °C K n° - IP g nx0 -

FTMC -10 / +80 110-230 35 71 47 10 ±3 1 -3 2 NC 20 36 2x2,5mm DIN 35/15

FTMF -10 / +80 110-230 35 71 47 10 ±3 1 -3 2 NO 20 36 2x2,5mm DIN 35/15

FTEM 5 - 60 24-230 50 65 61 10/5 ±1 1 0,5 3 NC / 
NO 20 100 4x2,5mm DIN 35

Code Power
supply

Dimensions Weight

Data sheets

Temperature
range

Switching
contact
resistive 

load
opening/
closing

Thermal
gradient

On/off
differential

temper-
ature

Contact
position

Protec-
tion

degree

Electric
connections

Fixation
system
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Series Atex
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Atex
Laws and reference standards
Directive ATEX 94/9/CE Equipment and protection systems intended for use in potentially explosive atmosphere.

Guide line ATEX 94/9/CE Guide to application of Directive ATEX 94/9/CE (IV edition).

EN 60079-0:2012 Equipment for explosive atmospheres. Part 0: general prescriptions.

EN 60079-7:2007 Equipment for explosive atmospheres. Part 7: Protection mode increased safety “e”.

EN 60079-31:2009 Equipment for explosive atmospheres due to presence of combustible dusts. Part 31: Equipment with protection 
mode by means of enclosures "t".

Marking legend
 II  = 
2      = 
G = 
Ex e = 
IIC = 
Gc =
D = 
Ex tb = 
IIIC = 

 Dc  
Min. and Max. T service    

Group II (surface)
Category 2 (zone 1/21)
Type of explosive atmosphere (presence of gas /vapours) 
Protection mode “e” (increased safety)
Group of gas
EPL (Gases)
Type of explosive atmosphere (presence of dust) 
Protection mode “tb” (by means of enclosures)
Group of dust
EPL (Dusts)
Min. - 20°C / Max. + 60°C for polyurethane gasket
Min. - 40°C / Max. + 110°C for silicone gasket

= 
= 

mcapone
Stamp

mcapone
Stamp
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Series Linear
Products description
The enclosures of Linear range are manufactured in stainless steel.
The enclosures are designed to contain electrical equipment and have different sizes. The type of lock and seal guarantees 
the protection degree IP66. Empty enclosures are components that should be used only if incorporated in ATEX equipment 
subject to full compliance to be carried out by who performs the complete equipment. All series of enclosures covered by the 
analysis of this technical file does not have transparent parts. The welding process is TIG and the welds are watertight. The 
polyurethane gasket is lodged by an automatic system that uses precision electronic systems to ensure the exact mixture of 
material and dimensional accuracy of the same.

All production processes are followed by internal quality system according to UNI-ISO 9001:2008.

Series Linear , FD polyurethane gasket

The new series of enclosures Linear IP66 is added to the range of control panels designed for automation and control purposes.

Available in 17 standard sizes as per the following table:

Material
Installation - mode 
Protection degree  IP 
Protection degree  IK 
Installation  
Min. e Max. Tservice  

Stainless steel AISI 304 - 12/10, on demand AISI 316L -12/10 
Wall - Floor
IP66  
IK10
Indoor - Outdoor
Min. - 20°C / Max. + 60°C

Atex
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Usable 
opening 

box

No.
wall fixing

points 

No. cover 
fixing
points 

Threaded
inserts for
wall fixing

W H D m³ Kg A C P E F G I

FDX10109 100 100 90 0,001 0,704 70,5 69,6 69,6 2 4 50 50 - - -
FDX10159 100 150 90 0,001 0,946 70,5 69,6 119,6 2 4 50 100 65 115 PIL1015G

FDX10209 100 200 90 0,002 1,177 70,5 69,6 169,6 2 4 50 150 65 165 PIL1020G

FDX15159 150 150 90 0,002 1,232 70,5 119,6 119,6 2 4 75 100 115 115 PIL1515G

FDX151512 150 150 120 0,003 1,419 100,5 119,6 119,6 2 4 75 100 115 115 PIL1515G

FDX15309 150 300 90 0,004 2,101 70,5 119,6 269,6 2 4 75 250 115 265 PIL1530G

FDX153012 150 300 120 0,005 2,376 100,5 119,6 269,6 2 4 75 250 115 265 PIL1530G

FDX20209 200 200 90 0,004 1,870 70,5 169,6 169,6 4 4 150 150 165 165 PIL2020G

FDX202012 200 200 120 0,005 2,112 100,5 169,6 169,6 4 4 150 150 165 165 PIL2020G

FDX20309 200 300 90 0,005 2,552 70,5 169,6 269,6 4 4 150 250 165 265 PIL2030G

FDX203012 200 300 120 0,007 2,860 100,5 169,6 269,6 4 4 150 250 165 265 PIL2030G

FDX204012 200 400 120 0,010 3,608 100,5 169,6 369,6 4 4 150 350 165 365 PIL2040G

FDX303012 300 300 120 0,011 3,817 100,5 269,6 269,6 4 4 250 250 265 265 PIL3030G

FDX304015 300 400 150 0,018 5,214 130,5 269,6 369,6 4 4 250 350 265 365 PIL3040G

FDX404015 400 400 150 0,024 6,446 130,5 369,6 369,6 4 4 350 350 365 365 PIL4040G

FDX406015 400 600 150 0,036 9,020 130,5 369,6 569,6 4 6 350 550 357 565 PIL4060G

FDX606020 600 600 200 0,072 13,651 180,5 569,6 569,6 4 8 550 550 557 565 PIL6060G

Dimensional table

Technical drawings
W

H P

C

A

F

E

D
A

Atex

Front view

Side view

Top view

Front view without cover

Rear view

Code Dimensions Volume Weight
Usable

depth hole 
side 

Mounting 
plate

Plate  
reference

D
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Installation zone
The empty enclosures of Linear range are components intended for use in explosive atmospheres of gases or vapours and 
combustible dusts, with the following classification: 
Zone 1/21 
Min. e Max. Tservice = Min. - 20°C / Max. + 60°C - “T6”

Documents 
The indications for use, with the prescriptions and warnings should be followed to ensure safety, and guidance/procedures to 
be taken for the maintenance of the empty enclosures of Linear range are provided with safety instructions, which can be 
found for all the details and information. With these components is also provided a certificate of conformity to ATEX Directive.

Marking 
Zone 1/21 applications:

Series Linear , FD silicone gasket

The new series of enclosures Linear IP66 is added to the range of control panels designed for automation and control purposes.

Available in 17 standard sizes as per the following table:

Atex

Stainless steel AISI 304 - 12/10, on demand AISI 316L -12/10 
Wall - Floor
IP66  
IK10
Indoor - Outdoor
Min. - 40°C / Max. + 110°C

Material 
Installation - mode 
Protection degree  IP 
Protection degree  IK 
Installation  
Min. e Max. Tservice  

 II 2G Ex e IIC Gb 
 II 2D Ex tb IIIC Db
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Usable
opening

box 

W H D m³ Kg A C P E F G I

FDS10109 100 100 90 0,001 0,704 70,5 69,6 69,6 2 4 50 50 - - -

FDS10159 100 150 90 0,001 0,946 70,5 69,6 119,6 2 4 50 100 65 115 PIL1015G

FDS10209 100 200 90 0,002 1,177 70,5 69,6 169,6 2 4 50 150 65 165 PIL1020G

FDS15159 150 150 90 0,002 1,232 70,5 119,6 119,6 2 4 75 100 115 115 PIL1515G

FDS151512 150 150 120 0,003 1,419 100,5 119,6 119,6 2 4 75 100 115 115 PIL1515G

FDS15309 150 300 90 0,004 2,101 70,5 119,6 269,6 2 4 75 250 115 265 PIL1530G

FDS153012 150 300 120 0,005 2,376 100,5 119,6 269,6 2 4 75 250 115 265 PIL1530G

FDS20209 200 200 90 0,004 1,870 70,5 169,6 169,6 4 4 150 150 165 165 PIL2020G

FDS202012 200 200 120 0,005 2,112 100,5 169,6 169,6 4 4 150 150 165 165 PIL2020G

FDS20309 200 300 90 0,005 2,552 70,5 169,6 269,6 4 4 150 250 165 265 PIL2030G

FDS203012 200 300 120 0,007 2,860 100,5 169,6 269,6 4 4 150 250 165 265 PIL2030G

FDS204012 200 400 120 0,010 3,608 100,5 169,6 369,6 4 4 150 350 165 365 PIL2040G

FDS303012 300 300 120 0,011 3,817 100,5 269,6 269,6 4 4 250 250 265 265 PIL3030G

FDS304015 300 400 150 0,018 5,214 130,5 269,6 369,6 4 4 250 350 265 365 PIL3040G

FDS404015 400 400 150 0,024 6,446 130,5 369,6 369,6 4 4 350 350 365 365 PIL4040G

FDS406015 400 600 150 0,036 9,020 130,5 369,6 569,6 4 6 350 550 357 565 PIL4060G

FDS606020 600 600 200 0,072 13,651 180,5 569,6 569,6 4 8 550 550 557 565 PIL6060G

Dimensional table

Technical drawings
W

H P

C

A

F

E

D
A

Atex

Front view Front view without cover

Top view

Front view Rear view

Code Dimensions WeightVolume
Usable

depth hole 
side 

Mounting 
plate

Plate 
reference

No.
wall fixing

points 

No. cover 
fixing
points 

Threaded
inserts for
wall fixing

D
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Installation zone
The empty enclosures of Linear range are components intended for use in explosive atmospheres of gases or vapours 
and combustible dusts, with the following classification: 
Zone 1/21 
Min. e Max. Tservice = Min. - 40°C / Max. + 110°C - “T4”

Documents 
The indications for use, with the prescriptions and warnings should be followed to ensure safety, and guidance/procedures to 
be taken for the maintenance of the empty enclosures of Linear range are provided with safety instructions, which can be 
found for all the details and information. With these components is also provided a certificate of conformity to ATEX Directive.

Marking 
Zone 1/21 applications:   II 2G Ex e IIC Gb 

 II 2D Ex tb IIIC Db

Atex
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Series Smart
Products description
The enclosures of Smart range are manufactured in stainless steel.
The enclosures are designed to contain electrical equipment and have different sizes. The type of lock and seal guarantees 
the protection degree IP66. Empty enclosures are components that should be used only if incorporated in ATEX equipment 
subject to full compliance to be carried out by who performs the complete equipment. All series of enclosures covered by the 
analysis of this technical file does not have transparent parts. The welding process is TIG and the welds are watertight.
The polyurethane gasket is lodged by an automatic system that uses precision electronic systems to ensure the exact mixture 
of material and dimensional accuracy of the same.

All production processes are followed by internal quality system according to UNI-ISO 9001:2008.

Series Smart, FQ polyurethane gasket

The new series of enclosures Smart IP66 is added to the range of control panels designed for automation and control purposes.

Available in 44 dimensional solutions:

Stainless steel AISI 304 - 12/10 and 15/10, on demand AISI 316L -12/10 
Wall - Floor
IP66 single door 
IK10
Indoor - Outdoor
Min. - 20°C / Max. + 60°C

Material 
Installation - mode 
Protection degree  IP 
Protection degree  IK 
Installation  
Min. e Max. Tservice 

Atex
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Usable
hole
door

W H D Kg m³ A C P G I E F

FQX203015 200 300 150 4,00 0,011 137 237 116 138 268 110 240 1

FQX303015 300 300 150 5,50 0,016 237 237 116 238 268 210 240 1

FQX303021 300 300 210 6,50 0,023 237 237 176 238 268 210 240 1

FQX304015 300 400 150 7,00 0,022 237 337 116 238 368 210 340 1

FQX304021 300 400 210 8,00 0,030 237 337 176 238 368 210 340 1

FQX403015 400 300 150 7,00 0,022 337 237 116 338 268 310 240 1

FQX404021 400 400 210 10,00 0,040 337 337 176 338 368 310 340 1

FQX405021 400 500 210 12,00 0,050 337 437 176 338 468 310 440 2

FQX405025 400 500 250 12,50 0,060 337 437 216 338 468 310 440 2

FQX406021 400 600 210 14,00 0,060 337 537 176 338 568 310 540 2

FQX454521 450 450 210 12,00 0,051 387 387 176 388 418 360 390 2

FQX454525 450 450 250 13,00 0,061 387 387 216 388 418 360 390 2

FQX456025 450 600 250 16,50 0,081 387 537 216 388 568 360 540 2

FQX505021 500 500 210 14,50 0,063 437 437 176 438 468 410 440 2

FQX505025 500 500 250 15,00 0,075 437 437 216 438 468 410 440 2

FQX506021 500 600 210 18,00 0,076 437 537 176 438 568 410 540 2

FQX507021 500 700 210 20,00 0,088 437 637 176 438 668 410 640 2

FQX507025 500 700 250 20,50 0,105 437 637 216 438 668 410 640 2

FQX604021 600 400 210 14,00 0,060 537 337 176 538 368 510 340 2

FQX604525 600 450 250 16,00 0,081 537 387 216 538 418 510 390 2

FQX606021 600 600 210 20,00 0,091 537 537 176 538 568 510 540 2

FQX606025 600 600 250 21,00 0,108 537 537 216 538 568 510 540 2

FQX606030 600 600 300 22,00 0,130 537 537 266 538 568 510 540 2

FQX606040 600 600 400 25,00 0,173 537 537 366 538 568 510 540 2

FQX608021 600 800 210 26,50 0,121 537 737 176 538 768 510 740 2

FQX608025 600 800 250 28,00 0,144 537 737 216 538 768 510 740 2

FQX608030 600 800 300 29,50 0,173 537 737 266 538 768 510 740 2

FQX608040 600 800 400 32,50 0,230 537 737 366 538 768 510 740 2

FQX609030 600 900 300 33,00 0,194 537 837 266 538 868 510 840 2

FQX6010030 600 1000 300 40,00 0,216 537 937 266 538 968 510 940 2

FQX6012030 600 1200 300 47,00 0,259 537 1137 266 538 1168 510 1140 3

FQX6012040 600 1200 400 52,00 0,346 537 1137 366 538 1168 510 1140 3

FQX806030 800 600 300 28,50 0,173 737 537 266 738 568 710 540 2

FQX808030 800 800 300 42,00 0,230 737 737 266 738 768 710 740 2

FQX8010030 800 1000 300 51,00 0,288 737 937 266 738 968 710 940 3

FQX8012030 800 1200 300 59,50 0,346 737 1137 266 738 1168 710 1140 3

FQX8012040 800 1200 400 65,00 0,461 737 1137 366 738 1168 710 1140 3

FQX6014030 600 1400 300 54,50 0,252 500 1335 266 500 1382 472 1340 1*

FQX6014040 600 1400 400 59,50 0,336 500 1335 366 500 1382 472 1340 1*

FQX8014030 800 1400 300 70,00 0,336 700 1335 266 700 1382 672 1340 1*

FQX8014040 800 1400 400 75,00 0,448 700 1335 366 700 1382 672 1340 1*

FQX8016030 800 1600 300 77,00 0,384 700 1535 266 700 1582 672 1540 1*

FQX8016040 800 1600 400 84,00 0,512 700 1535 366 700 1582 672 1540 1*

FQX609025 600 900 250 28,00 0,19 537 837 216 538 868 510 840 2

Dimensional table Atex

* 3 POINTS LOCKING SYSTEM

Code Dimensions Weight Volume
Usable

depth hole 
side 

Mounting 
plate

No. 
closing 
system

Threaded
insert for
wall fixing
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Technical drawings
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Installation zone
The empty enclosures of Smart range are components intended for use in explosive atmospheres of gases or vapours 
and combustible dusts, with the following classification: 
Zone 1/21 
Min. e Max. T service = Min. - 20 °C / Max. + 60°C  - “T6”

Documents 

Marking 
II 2G Ex e IIC Gb  
II 2D Ex tb IIIC Db

Series Smart , FQ silicon gasket

The indications for use, with the prescriptions and warnings should be followed to ensure safety, and guidance/procedures to 
be taken for the maintenance of the empty enclosures of Smart range are provided with safety instructions, which can be 
found for all the details and information. With these components is also provided a certificate of conformity to ATEX Directive.

Zone 1/21 applications: 

The new series of enclosures Smart IP66 is added to the range of control panels designed for automation and control purposes.

Available in 44 dimensional solutions:

Stainless steel AISI 304 - 12/10 and 15/10, on demand AISI 316L -12/10 
Wall - Floor
IP66 single door  
IK10
Indoor - Outdoor
Min. - 40°C / Max. + 110°C

Atex

Material 
Installation - mode 
Protection degree  IP 
Protection degree  IK 
Installation  
Min. e Max. Tservice  
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W H D Kg m³ A C P G I E F

FQS203015 200 300 150 4,00 0,011 137 237 116 138 268 110 240 1

FQS303015 300 300 150 5,50 0,016 237 237 116 238 268 210 240 1

FQS303021 300 300 210 6,50 0,023 237 237 176 238 268 210 240 1

FQS304015 300 400 150 7,00 0,022 237 337 116 238 368 210 340 1

FQS304021 300 400 210 8,00 0,030 237 337 176 238 368 210 340 1

FQS403015 400 300 150 7,00 0,022 337 237 116 338 268 310 240 1

FQS404021 400 400 210 10,00 0,040 337 337 176 338 368 310 340 1

FQS405021 400 500 210 12,00 0,050 337 437 176 338 468 310 440 2

FQS405025 400 500 250 12,50 0,060 337 437 216 338 468 310 440 2

FQS406021 400 600 210 14,00 0,060 337 537 176 338 568 310 540 2

FQS454521 450 450 210 12,00 0,051 387 387 176 388 418 360 390 2

FQS454525 450 450 250 13,00 0,061 387 387 216 388 418 360 390 2

FQS456025 450 600 250 16,50 0,081 387 537 216 388 568 360 540 2

FQS505021 500 500 210 14,50 0,063 437 437 176 438 468 410 440 2

FQS505025 500 500 250 15,00 0,075 437 437 216 438 468 410 440 2

FQS506021 500 600 210 18,00 0,076 437 537 176 438 568 410 540 2

FQS507021 500 700 210 20,00 0,088 437 637 176 438 668 410 640 2

FQS507025 500 700 250 20,50 0,105 437 637 216 438 668 410 640 2

FQS604021 600 400 210 14,00 0,060 537 337 176 538 368 510 340 2

FQS604525 600 450 250 16,00 0,081 537 387 216 538 418 510 390 2

FQS606021 600 600 210 20,00 0,091 537 537 176 538 568 510 540 2

FQS606025 600 600 250 21,00 0,108 537 537 216 538 568 510 540 2

FQS606030 600 600 300 22,00 0,130 537 537 266 538 568 510 540 2

FQS606040 600 600 400 25,00 0,173 537 537 366 538 568 510 540 2

FQS608021 600 800 210 26,50 0,121 537 737 176 538 768 510 740 2

FQS608025 600 800 250 28,00 0,144 537 737 216 538 768 510 740 2

FQS608030 600 800 300 29,50 0,173 537 737 266 538 768 510 740 2

FQS608040 600 800 400 32,50 0,230 537 737 366 538 768 510 740 2

FQS609030 600 900 300 33,00 0,194 537 837 266 538 868 510 840 2

FQS6010030 600 1000 300 40,00 0,216 537 937 266 538 968 510 940 2

FQS6012030 600 1200 300 47,00 0,259 537 1137 266 538 1168 510 1140 3

FQS6012040 600 1200 400 52,00 0,346 537 1137 366 538 1168 510 1140 3

FQS806030 800 600 300 28,50 0,173 737 537 266 738 568 710 540 2

FQS808030 800 800 300 42,00 0,230 737 737 266 738 768 710 740 2

FQS8010030 800 1000 300 51,00 0,288 737 937 266 738 968 710 940 3

FQS8012030 800 1200 300 59,50 0,346 737 1137 266 738 1168 710 1140 3

FQS8012040 800 1200 400 65,00 0,461 737 1137 366 738 1168 710 1140 3

FQS6014030 600 1400 300 54,50 0,252 506 1337 266 500 1382 472 1340 1*

FQS6014040 600 1400 400 59,50 0,336 506 1337 366 500 1382 472 1340 1*

FQS8014030 800 1400 300 70,00 0,336 706 1337 266 700 1382 672 1340 1*

FQS8014040 800 1400 400 75,00 0,448 706 1337 366 700 1382 672 1340 1*

FQS8016030 800 1600 300 77,00 0,384 706 1537 266 700 1582 672 1540 1*

FQS8016040 800 1600 400 84,00 0,512 706 1537 366 700 1582 672 1540 1*

FQS609025 600 900 250 28,00 0,19 537 837 216 538 868 510 840 2

Dimensional table

* 3 POINTS LOCKING  SYSTEM

Atex

Code Dimensions Weight Volume
Usable

depth hole 
side 

Mounting 
plate

Threaded 
insert for 
wall fixing

Usable
hole
door

No.
closing
system



131

Technical drawings
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1 locking point H300
2 locking points H400
3 locking points H1200

Front view Inside door view

Top view

Side view

Mounting plate

Rear view

No.4 holes Ø 11

No.6 holes Ø  11 above H1200
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M6 for wall fixing

No.6 threaded inserts
M6 for wall fixing above H1200

Ø_28
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Installation zone
The empty enclosures of Smart range are components intended for use in explosive atmospheres of gases or vapours and 
combustible dusts, with the following classification: 
Zone 1/21 
Min. e Max. Tservice = Min. - 40°C / Max. + 110°C - “T4”

Documents 

Marking 
 II 2G Ex e IIC Gb 
 II 2D Ex tb IIIC Db

Atex

The indications for use, with the prescriptions and warnings should be followed to ensure safety, and guidance/procedures to 
be taken for the maintenance of the empty enclosures of Smart range are provided with safety instructions, which can be 
found for all the details and information. With these components is also provided a certificate of conformity to ATEX Directive.

Zone 1/21 applications: 



133

European ATEX Directive 94/9/CE
Electrical and non-electrical equipment and protection systems

Equipment's marks

Equipment group: 
for surface

Equipment
category

Type of 
explosive 

atmospheres
(group II)

I mines

II surface

M1

M2

- Very high level

- High level

2
3

-
-

1 - Very high level 0
1
2

 Zone   Zone

G
Gas
vapours

20
21
22

D
Dust

* * *
CE Marking

Identification number of 
notified body, when appropriate

Use of equipment in potentially 
explosive atmospheres

Group of gas
I
II
IIA
IIB
IIC

Mines (Methane)
Surface industries
Propane
Ethylene
Hydrogen

Acetylene
Representative ignition gas

Temperature class 
(group II)

Class

Maximum
surface

temperature
[°C]

T1
T2
T3
T4
T5
T6

450
300
200
135
100
85

Reference ambient 
temperature -20°C ÷ 40°C.
For Dust Class put the 
maximum surface temperature 
after the "T" example T100°C.

Ex  * * *

Type of protection 
see following list

. . .

Equipment of surface - Group II

CATEGORY OF EQUIPMENT

Equipment of mines - Group I
Category M1
Level of protection: Very high level
2 types of protection or 2 indipendent faults

STANDARDS AND TYPE OF PROTECTION
Electrical equipment for gas (G)

General requirements        
Oil immersion 
Pressurized apparatus 
Powder filling 
Flameproof enclosure 
Increased safety 
Intrinsic safety 
Intrinsic safety 
Encapsulation 
Protection type "n" 
Category 1G 
Category M

Category
60079-0

50303

60079-6
60079-2
60079-5
60079-1
60079-7
60079-11
60079-11
60079-18
60079-15
60079-26

M2-2G

3G
1G

M2-2G
M2-2G
M2-2G
M2-2G
M1-1G
M2-2G
M2-2G

M1

Electrical equipment for dust (D)

Protection by enclosures
Protection by pressure
Protection by intrinsic safety
Protection by encapsulation

 Code        EN Rule

Ex tD     EN 61241-1 1D
Ex pD    EN 61241-4 2D
Ex iD     EN 61241-11 1D
Ex mD   EN 61241-18 1D

Atex Guide

* For complete information ref. ATEX 94/9/CE

High level
Normal

Category M2
Level of protection: High level
1 type of protection Normal operation

Category 1
Level of protection: Very high level
2 types of protection or 2 indipendent faults

Category 2
Level of protection: High level
Common frequent malfunction

Category 3
Level of protection: Normal
Required level of protection

o
p
q
d
e
ia
ib
m
n
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Nema standard ratings
Ref. NEMA Pub. No. IC 1 Industrial control and system
Ref. NEMA Pub. No. IS 1.1  Enclosures for indutrial control and systems

General use
Type 1 enclosures are intended for indoor use primarily to provide a degree of protection against contact 
with the enclosed equipment; it protects against dust and light indirect water prays, but it is not dust or 
water tight; it is suitable for use indoor locations where it is not exposed to unusual service conditions.

Weather-proof
Type 3 enclosures are intended for outdoor use primarily to provide a degree of protection against 
windblown dust, rain and sleet; it is suitable for use in outdoor locations such as construction sites, canals 
and underground eailway tunnels.

Dust-tight Type 5 enclosures are equipped with gaskets designed to protect from contact with dust; intended for use 
in steel mills, concrete factories and locations where dust percentage is high.

Drip-proof Type 2 enclosures are intended for indoor use primarily to provide a degree of protection against limited 
amounts of falling water and dirt; it is suitable for use in location with high condensation levels such as 
laundries and refrigeration cells.

Type 4 enclosures are intended for indoor and outdoor use primarily to provide a degree of protection 
against the standard testing; it is suitable for use in liquid production plants (breweries, dairies, outdoor on 
platforms)

Dangerous locations
- Class I -
Air explosion

Type 7 enclosures are for indoor use in locations classified as Class I, Groups A, B, C or D, as defined in 
the National Electrical Code. These enclosures shall be capable of withstanding the pressures resulting 
from an internal explosion of specified gases and contain such an explosion sufficiently that an explosive 
gas-air mixture existing in the atmosphere surrounding the enclosure will not be ignited. The letter or letters 
included in the designation indicate the group or groups of atmosphere for which the enclosure has been 
designed. Designation is not  complete without letters.

Submergeable Type 6 enclosures is complianto to IC 1-1.144. It is intended for submerged use and suitable for installation 
in sewers, caves, mines. Construction will depend on the specific conditions of pressure and time.

Oil submersion

Explosion-proof
Type 10 enclosures shall be designed to meet the requirements of the Mining Enforcement Safety 
Administration, U.S. Department on the Interior, for equipment to be used in mines with atmospheres 
containing methane or natural gas, with or without coal dust.

Industrial use  -
dusttight and 
driptight-indoor

Type 12 enclosures are intended for use indoors to protect the enclosed equipment against fibers, flying, 
lint, dust, dirt and light plashing, seepage, dripping and external condensation of noncorrosive liquids.

Type 9 enclosures are for indoor use in locations classified as Class II as defined in  the National Electrical 
Code. The letter or letters included in the designation indicate the group or groups of atmosphere for which 
the enclosure has been designed. Designation is not  complete without letters.

Corrosion-resistant
and dripproof-oil-
immersed indoor

Type 11 enclosures are corrosion-resistant and are intended for use indoors to protect the enclosed 
equipment against dripping, seepage and external condensation of corrosive liquids. In addition, they 
protect the enclosed equipment against the corrosive effect of fumes and gases by providing for immersion 
of the equipment in oil. They shall have conduit hubs or equivalent provision for watertight connection at 
the conduit entrance and mounting means external to the equipment cavity.

NOTE: 
The NEMA publishes standards for electric field is very own and in collaboration with other organizations, 
we belive useful to give below acronyms and their meanings:

TYPE 1

TYPE 2

TYPE 3

TYPE 4

TYPE 5

TYPE 6

TYPE 7 
(A-B-C-D)

TYPE 8 
(A-B-C-D)

TYPE 9

TYPE 10

TYPE 11

TYPE 12

ANSI (formenrly ASA, USASI) = American National Standard 
Institute EEI = Edison Electric Institute
EIA = Electronic Industries Association
FEMA = Foundry Equipment Manufactures Association

IEEE (formenrly AIEE) = Institute of Electrical and Electronics Association 
ICEA (formenrly IPCEA) = Institute Cable Engineers Association
NEMA = National Electrical Manufactures Association
NFPA = National Fire Protection Association

Water-proof

Type 8 enclosures are for indoor use in locations classified as Class II, Groups A, B, C or D, as defined in  
the National Electrical Code. These enclosures shall be capable of withstanding the pressures resulting from 
oil submersion. The letter or letters included in the designation indicate the group or groups of atmosphere 
for which the enclosure has been designed. Designation is not  complete without letters.

Dangerous locations
- Class I -

Dangerous locations
- Class II -
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0 0

1 1

2 2

3 3

4 4

5 5

6 6

7 7

8 8

9 9

0

1

2

3

4

5

6

7

8

9

2
x 15°

60°

15 cm

150 g

25 cm

150 g

20 cm

250 g

40 cm

500 g

40 cm

1,5 kg

40 cm

5 kg

1 
m min

15 cm

m

Enclosures IP protection level
Reference:
IEC 529 CEI 70-1 UTE C20-010 DIN 40050

1st digit 
Protection against solids

No protection No protection No protection

Dust tight

Protection against
objects bigger 
than 50 mm

Protected against 
dripping water

Protection against
impact of 150 g 
dropped from
15 cm

Dust protected

Reference:
UTE C20-010 EN 50014

2nd digit 
Protection against liquids

3rd digit 
Protection against liquids

Protection against
objects bigger  
than 12,5 mm

Protection against
objects bigger  
than 2,5 mm

Protection against
objects bigger  
than 1 mm

Protected against 
dripping water 
when tilted 
up to 15°

Protected against 
spraying water

Protected against 
splashing water

Protected against 
water jets

Protected against 
powerful water jets

Protected against 
immersion up to 
1 m

Protected against 
immersion beyond
1 m

Protection against
impact of 150 g  
dropped from
25 cm

Protection against
impact of 250 g  
dropped from
20 cm

Protection against
impact of 500 g  
dropped from
40 cm

Protection against
impact of 1,5 kg  
dropped from
40 cm

Protection against
impact of 5 kg  
dropped from
40 cm
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Il produttore si riserva il diritto di modificare, senza preavviso, le caratteristiche dei prodotti illustrati.

Flextec propone
Quadri elettrici per automazione, comando e controllo di

apparecchiature elettriche ed elettroniche

Flextec nasce nel 2003 dalla Stylinox, azienda specializzata nella
produzione e lavorazione dell’acciaio inox dal 1991

Scegliere Flextec?
Per la sicurezza di trovare la soluzione alle più svariate esigenze

di flessibilità, protezione e durata nel tempo

Con quali strumenti?
A disposizione un sistema in grado di scambiare disegni,
informazioni, commenti ed ogni altro dettaglio tecnico per

rispondere in tempo reale a qualsiasi necessità

ittodorpI
Soluzioni ideali per applicazioni in ambienti aggressivi tipici

dell’industria alimentare, chimica, farmaceutica e petrolifera o
per applicazioni in ambienti sterili

Le certificazioni
Sistema di qualità ISO 9001:2008, certificazione UL e ATEX sono a

garanzia del controllo qualitativo lungo tutto il processo produttivo

Affidabilità, professionalità, efficienza e puntualità
rappresentano gli obiettivi di un’azienda dinamica

impegnata nel miglioramento continuo

The manifacturer reserves the right to change, without notice, product characteristics.

Flextec propone
Quadri elettrici per automazione, comando e controllo di

apparecchiature elettriche ed elettroniche

Flextec nasce nel 2003 dalla Stylinox, azienda specializzata nella
produzione e lavorazione dell’acciaio inox dal 1991

Scegliere Flextec?
Per la sicurezza di trovare la soluzione alle più svariate esigenze

di flessibilità, protezione e durata nel tempo

Con quali strumenti?
A disposizione un sistema in grado di scambiare disegni,
informazioni, commenti ed ogni altro dettaglio tecnico per

rispondere in tempo reale a qualsiasi necessità

ittodorpI
Soluzioni ideali per applicazioni in ambienti aggressivi tipici

dell’industria alimentare, chimica, farmaceutica e petrolifera o
per applicazioni in ambienti sterili

Le certificazioni
Sistema di qualità ISO 9001:2008, certificazione UL e ATEX sono a

garanzia del controllo qualitativo lungo tutto il processo produttivo

Affidabilità, professionalità, efficienza e puntualità
rappresentano gli obiettivi di un’azienda dinamica

impegnata nel miglioramento continuo

Rev. 04.2015



Quadri elettrici
in acciaio inox

Enclosures Technologies

CATALOGO GENERALE

Flextec Srl  - Via Villalta, 1 
33082 Azzano Decimo (Pn)  - Italia 

Tel. +39 (0434) 420180  - Fax. +39 (0434) 420110 
email: sales@flextec.it  - web: www.flextec.it 

P.Iva e C.F. 03585150265


	FLEXTEC INGLESE modello
	FLEXTEC INGLESE 2014
	Insert from: "PAG.35_NUOVA.pdf"
	Sheet1

	Insert from: "PAG.35 def.pdf"
	Sheet1




