
12   METALL-SCHUTZSCHLÄUCHE „FLÜSSIGKEITSDICHT“
PROTECTIVE METAL CONDUITS „LIQUIDPROOF“

Auf Anfrage:
Polyurethan-Mantel SVPU 

Metall-Schutzschlauch
FLÜSSIGKEITSDICHT
TYP SV

Protective Metal Conduit
LIQUIDPROOF
TYPE SV

Material: Stahl verzinkt  
PVC-Mantel

Schutzart: IP68
Temperaturbereich: -15°C bis +70°C

Konstruktion:
Flexibler Metallschlauch aus verzinktem Stahl mit 
einfacher Verklammerung und leichter PVC-Um-
mantelung.

Einsatzbereiche:
Maschinen- und Anlagenbau, Fahrzeugbau,  
Schienenfahrzeuge, Schiffsbau, Automation,  
Elektroanlagen, Sensortechnik. UV- und  
alterungsbeständig. Sehr gute Chemikalienbe-
ständigkeit.

Material: Galvanized steel
PVC cover

Protection rating: IP68
Temperature range: -15°C up to +70°C

Construction:
Galvanized flexible metal conduit with single 
seam and light PVC cover.

Applications:
Machine and plant constructions, automotive, 
railway industrie, shipbuidling, automation, elec-
trical installations, sensor technology, 
UV-resistant, resistant to aging, good resistance 
to oil and chemicals.

On request: 
Polyurethane-cover SVPU 

Metall-Schutzschlauch
FLÜSSIGKEITSDICHT
TYP SVT / EMV

Protective Metal Conduit
LIQUIDPROOF
TYPE SVT / EMC

Art. Nr.
Art. No.

Art. Nr. VA
Art. No. INOX

NW
DN

ID
mm

AD mm
OD mm

Biegeradius mm
Bending radius mm

VPE 
Unit

SVT09 SVT09X 9 8,5 13,0 40 50m
SVT10 SVT10X 10 10,0 15,0 40 50m
SVT12 SVT12X 12 12,0 17,0 50 50m
SVT13 SVT13X 13 13,0 19,0 50 50m
SVT15 SVT15X 15 15,5 21,0 55 50m
SVT18 SVT18X 18 18,0 25,0 60 50m
SVT20 SVT20X 20 20,5 27,0 60 50m
SVT25 SVT25X 25 25,0 32,0 75 50m
SVT27 SVT27X 27 26,5 34,0 85 50m
SVT33 SVT33X 33 33,0 41,0 130 25m
SVT35 SVT35X 35 35,0 43,0 150 25m
SVT40 SVT40X 40 40,0 48,0 180 25m
SVT50 SVT50X 50 50,5 58,5 250 25m

Material: Stahl verzinkt / VA
PVC-Mantel Stahlgeflecht

Schutzart: IP68
Temperaturbereich: -20°C bis +70°C

Konstruktion:
Flexibler Metallschlauch aus verzinktem Stahl mit 
einfacher Verklammerung, leichter PVC-Umman-
tellung und Stahl- / Edelstahlgeflecht.

Einsatzbereiche:
Maschinen- und Anlagenbau, Fahrzeugbau, 
Schienenfahrzeuge, Schiffsbau, Automation, Elek-
troanlagen, Sensortechnik, EMV-Anwendungen.

Material: Galvanized steel / INOX
PVC cover / steel braid

Protection rating: IP68
Temperature range: -20°C up to +70°C

Construction:
Galvanized flexible metal conduit with single 
seam, light PVC cover and steel braid / stainless.

Application:
Machine and plant constructions, automotive, 
railway industrie, shipbuidling, automation, elec-
trical installations, sensor technology,
EMC-application.

Passendes Zubehör
Suitable accessories

Passende Verschraubungen
Suitable fittings

Art. Nr. Schwarz
Art. No. Black

Art. Nr. Grau
Art. No. Grey

NW
DN

ID
mm

AD mm
OD mm

Biegeradius mm
Bending radius mm

VPE 
Unit

SV07N SV07G 7 7,0 10,0 25 100m
SV09N SV09G 9 9,0 11,5 30 100m
SV10N SV10G 10 10,0 13,5 40 50m
SV12N SV12G 12 12,0 15,5 45 50m
SV13N SV13G 13 13,0 16,5 50 50m
SV15N SV15G 15 15,5 19,0 60 50m
SV20N SV20G 20 20,5 25,0 70 50m
SV21N SV21G 21 21,0 26,0 75 50m
SV25N SV25G 25 25,0 30,0 100 50m
SV28N SV28G 28 28,0 32,5 120 25m
SV37N SV37G 37 37,0 42,5 150 25m
SV40N SV40G 40 40,0 45,0 160 25m
SV45N SV45G 45 45,0 51,0 180 25m
SV50N SV50G 50 50,5 56,0 200 25m
SV52N SV52G 52 52,0 58,0 230 25m

SV Serie (S.19-20) 
SV series (S.19-20)

Passendes Zubehör
Suitable accessories

Passende Verschraubungen
Suitable fittings

NM Serie (S.17-18) 
NM series (S.17-18) 

EESO
(S.26)

VCM
(S.26)

EESO
(S.26)

BCM
(S.26)

VCM
(S.26)

CM Serie (S.21-27) 
CM series (S.21-27) 

-15

+70
°C

-20

+70
°C

einsetzbar 
applicable


